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CARIBBEAN COMMUNITY SECRETARIAT

FORMAL INVITATION TO TENDER FOR THE SUPPLY AND INSTALLATION OF EQUIPMENT AND TOOLS FOR TECHNICAL AND VOCATIONAL EDUCATION TRAINING (TVET), TENDER NUMBER: CTCP/6.1/C200/2014/SUP3 
SECTION 1
INTRODUCTION

1.1
This document defines the requirements of the Caribbean Community (CARICOM) Secretariat for the SUPPLY AND INSTALLATION OF EQUIPMENT AND TOOLS FOR TECHNICAL AND VOCATIONAL EDUCATION TRAINING (TVET), in seven (7) lots.
1.2
You are invited to tender, for the provision of the requirements outlined in Section 4 “Technical Specifications”.

1.3
Please ensure that you have received all of the tender documents listed in Section 2.2 "The 
Tender Documents" as CARICOM Secretariat will not enter into any discussion of tenders judged 
non-responsive on the basis of missing documentation. It is the responsibility of the Tenderer to 
ensure that all required documents are completed and submitted.

1.4
All correspondence concerning this tender, whether in writing, by fax or by telephone shall be 
addressed to: The Programme Manager, Administrative Services, CARICOM Secretariat, Turkeyen, 
Greater Georgetown, Guyana, South America.

Telephone numbers: 


592-222-0001-75

Fax Number:



592-222–0080



Email:




carolc@caricom.org
1.5
Please ensure that notwithstanding the requirement of section l.4  above, the Tender is to be addressed as described in section 1.6 and section 2.13 of this document.

1.6
Tenderers shall seal the original and each copy of the tender in an inner and outer envelope, duly 
marking the envelopes as “original” and “copy”.


The inner and outer envelopes shall be addressed to:
a)
TENDER BOX #1


c/o PROGRAMME MANAGER


ADMINISTRATIVE SERVICES 


CARICOM Secretariat


Turkeyen, 


Greater Georgetown, 


Guyana 


South America
b)
Bear the name “SUPPLY AND INSTALLATION OF TOOLS AND EQUIPMENT FOR TECHNICAL AND VOCATIONAL EDUCATION TRAINING (TVET), TENDER NUMBER: CTCP/6.1/C200/2014/SUP3” and the words “DO NOT OPEN BEFORE 16:00HRS ON Friday 13 March,  2015”.
SECTION 2
INSTRUCTIONS TO TENDERER

2.1
Cost of Tender
The Tenderer shall bear all costs associated with the preparation and submission of its tender, and Caribbean Community (CARICOM) Secretariat, hereinafter referred to as “The Purchaser”, will in no case be responsible or liable for those costs, regardless of the conduct or outcome of the tender process.

2.2
The Tender Documents

The goods and services required, tender procedures and contract terms are described in the Tender Documents. In addition to the invitation to tender, the Tender Documents include:

(a)
Instructions to Tenderer;



Section 2 of this document

(b)
Pro-forma General Conditions of Contract;
Section 3 of this document

(c)
Technical Specifications;


Section 4 of this document

(d)
Tender Forms & Price Schedules;

Section 5 of this document

(e)
Pro-forma Performance Guarantee Form 

Section 6.1 of this document

(f)
Pro-forma Contract



Section 6.2 of this document

The Tenderer is expected to examine all instructions, forms, terms and specifications in the Tender Documents. Failure to furnish all information required by the Tender Documents or submission of a tender not substantially responsive to the Tender Documents in every respect will be at the Tenderer's risk and may result in the rejection of its tender.

2.3
Clarification of Tender Documents

Subject to paragraph 1.4, prospective Tenderers may request clarifications in writing, at least fourteen (14) days before the deadline for submission of tenders. The responses to the request for clarification shall be done in writing and published on the CARICOM Secretariat’s website at least ten (10) days before the deadline for submission of tenders. 
2.4
Amendment of Tender Documents
At any time prior to the deadline for submission of tenders, the Purchaser may, for any reason, whether at its own initiative or in response to a clarification requested by a prospective Tenderer, modify the Tender Documents by amendment.

The amendment will be published on the CARICOM’s website. These amendments shall be binding to all tenderers.
In order to afford prospective Tenderers reasonable time in which to take the amendment(s) into account in preparing their tenders, the Purchaser may at its discretion, extend the deadline for the submission of tenders.

2.5
Language of Tender
The Tender prepared by the Tenderer and all correspondence and documents relating to the tender, exchanged by the Tenderer and the Purchaser shall be written in the English language.

2.6
Documents Comprising the Tender 

The tender prepared by the Tenderer shall comprise the following components:

(a) A detailed description of the supplies tendered in conformity with the technical 
specifications, including any documentation required, including if applicable;

(b) An attested Performance Programme (Section 4.4).

(c) The Tender Form and Price Schedules (Section 5).

(d) 
A proposal for after-sales service over one (1) year.
(e) 
A training proposal (indicate training needs);

(f) 
Documentary evidence that the goods to be supplied by the Tenderer are eligible goods and conform to the Tender Documents (eg. brochures, technical data sheet)
(g) Documents establishing the tenderer’s eligibility and capacity to successfully undertake the this contract.

(h) A Tender guarantee for each lot of   fifty United States dollars per lot (US $50) or five hundred United States dollars (US$500) for all lots.
(i) An official document (statutes, power of attorney, notary statement, etc) proving that the person who signs on behalf of the company/joint venture/consortium is duly authorised to do so.

The technical offer should be presented as per template in section 4, (the Tenderer’s technical offer) completed when and if necessary by separate sheets for details.

2.7
Tender Form

The Tenderer shall complete the Tender Form and the appropriate Price Schedule furnished in the Tender Documents, indicating for the goods and/or service to be supplied, a brief description of the goods and/or service, their country of origin, quality and price.
2.8
Tender Prices

Each lot will form a separate contract and the quantities indicated for different lots will be indivisible. The tenderer must offer the whole of the quantity or quantities indicated for each lot. Under no circumstances must tenders for part of the quantities required for a lot be taken into consideration. If the tenderer is awarded more than one lot, a single contract may be concluded covering all those lots.
Unless otherwise specified in the Technical Specifications, tenderers shall quote for an entire lot on a “single responsibility” basis such that the total tender price covers all the Contractors’ obligations mentioned in or to be reasonably inferred from the tender documents in respect of the design, supply, delivery and installation of the lot at the specified location. This includes all requirements under the Contractors’ responsibilities for testing, pre-commissioning and commissioning of the system and, where so required by the tender documents, the acquisition of all permits, approvals and licenses, etc.; the operation, maintenance and training services and such other items and services as may be specified in the tender documents, all in accordance with the requirements of the General Conditions of Contract. 

Items against which no price is entered by the Tenderer will not be paid for by the Purchaser when executed and shall be deemed to be covered by the prices for other items.

Tenderers are required to quote the price for the commercial, contractual and technical obligations outlined in the tender document.

Tenderers shall give a breakdown of the prices in the manner and detail called for in the Price Schedules. Where no Price Schedules are included in the tender documents, tenderers shall present their prices in the following manner:

Schedule No. 1
Cost of Equipment Offered, Delivered Duty Unpaid (DAP) to the locations outlined in the Distribution Details (Section 4.2), Handling and Freight charges to be listed separately.
Schedule No. 2
Local Transportation to locations outlined in the Distribution Details (If applicable)

Schedule No. 3
Installation and Training Services

Schedule No. 4
Grand Summary 

Schedule 4 which gives the total tender price shall be entered in the Tender Form

In the Schedules, tenderers shall give the required details and a breakdown of their prices as follows:

(a)
Installation Services shall be quoted separately (Schedule No.3) and shall include rates or prices for all labor, Contractors’ equipment, temporary works, materials, consumables and all matters and things of whatsoever nature, including operations and maintenance services, the provision of operations and maintenance manuals, training, etc., where identified in the tender documents, as necessary for the proper execution of the Installation Services, including all taxes, duties, levies and charges payable in the Purchaser country.

(b)
The terms EXW, DAP, CIF, CIP, etc., shall be governed by the rules prescribed in the current edition of INCOTERMS, published by the International Chamber of Commerce, Paris, France.
2.9
Tender Currencies

Prices shall be quoted in United States Dollars. However, Local suppliers will be paid in Guyana Dollars at the Bank of Nova Scotia selling rate at the time of Order.
2.10
Documents Establishing Goods' Eligibility and Conformity to Tender Documents

The Tenderer shall furnish, as part of its tender, documents establishing the eligibility and conformity to the Tender documents of all goods which the Tenderer proposes to supply under the Contract.

2.11
Period of Validity of Tenders

Tenders shall remain valid for 90 (ninety) days after the date of tender opening prescribed by the Purchaser.  A tender valid for a shorter period may be rejected by the Purchaser as non-responsive.

The Purchaser may solicit the Tenderer's consent to an extension of the period of validity. The request and the responses thereto shall be made in writing (or by fax). A Tenderer granting the request will not be required nor permitted to modify its tender.

2.12
Format and Signing of Tender
The original and all copies of the tender shall be signed by the Tenderer or a person or persons duly authorized by the Tenderer. The latter authorization shall be indicated by written power-of-attorney accompanying the tender.  All pages of the tender, except for unammended printed literature, shall be initialed by the person or persons signing the tender.

The tender shall contain no interlineations, erasures or overwriting except as necessary to correct errors made by the tenderer, in which case such corrections shall be initialed by the person or persons signing the tender.

2.13
Sealing and Marking of Tenders

The Tenderers shall seal the original and each copy of the tender in an inner and outer envelope, duly marking the envelopes as "original" and "copy".

The inner and outer envelopes shall be:
(a) Addressed to:


TENDER BOX #1
c/o PROGRAMME MANAGER
ADMINISTRATIVE SERVICES
CARICOM SECRETARIAT
TURKEYEN
GREATER GEORGETOWN, GUYANA
SOUTH AMERICA.
(b) Bear the name SUPPLY AND INSTALLATION OF  TOOLS AND  EQUIPMENT FOR TECHNICAL AND VOCATIONAL EDUCATION TRAINING (TVET), TENDER NUMBER: CTCP/6.1/C200/2014/SUP3 and the words "DO NOT OPEN BEFORE 

16:00HRS ON Friday, 13 March, 2015”.
The inner envelope shall also indicate the name and address of the Tenderer 

to enable the tender to be returned unopened in case it is declared "late".

If the outer envelope is not sealed and marked as required by paragraph 

2.13a, the Purchaser will assume no responsibility for the tender's misplacement or premature opening.

2.14
Deadline for Submission of Tenders

Tenders must be received by the Purchaser at the address specified under paragraph 2.13 no later than 16:00HRS ON Friday, 13 March,  2015.
The Purchaser may, at its discretion, extend this deadline for the submission of tenders by amending the Tender Documents in accordance with paragraph 2.11 in which case all rights and obligations of the Purchaser and Tenderers previously subject to the deadline will thereafter be subject to the deadline as extended.
2.15
Acknowledgement of Tender

There will be no acknowledgement of receipt of a tender. It is the responsibility of the Tenderer to ensure that the Tender reaches the Purchaser in the required manner and prior to the closure of the tender.
2.16
Late Tenders

Any tender received by the Purchaser after the deadline for submission will be rejected and returned unopened to the Tenderer.

2.17
Modification and Withdrawal of Tenders

The Tenderer may modify or withdraw its tender after the tender's submission, provided that written notice of the modification or withdrawals is received by the Purchaser prior to the deadline prescribed for submission of tenders.
The Tenderer's modifications or withdrawal notice shall be prepared, sealed, marked and dispatched in accordance with the provisions of Clause 2.13.  A withdrawal notice may also be sent by fax but followed by a signed confirmation copy, post marked not later than the deadline for submission of tenders.

No tender may be modified subsequent to the deadline for submission of tenders.

No tender may be withdrawn in the interval between the deadline for submission of tenders and the expiration of the period of tender validity specified by the tenderer on the Tender Form.

2.18
Opening of Tenders by Purchaser

The Purchaser will open tenders in the presence of those Tenderer's representatives who may choose to attend, at 16:15 HRS LOCAL TIME ON Friday, 13 March,  2015,  in the Conference Room or an alternative office designated by the Programme Manager, Administrative Service. The Tenderers' representatives who are present shall sign a register evidencing their attendance.

The Tenderers' names and tender prices, modifications, tender withdrawals and the presence or absence of details requested by the Purchaser, at its discretion, may be announced at the opening. The Purchaser will prepare for its own record, minutes of the tender opening and these minutes shall be considered definitive. 
2.19
Clarification of Tenders

To assist in the examination, evaluation and comparison of tenders the Purchaser may, at its discretion, ask the Tenderer for a clarification of its tender.  The request for clarification and the response shall be in writing and no change in the price or substance of the tender shall be sought, offered or permitted.
2.20
Inclusion of Subcontract Agreements

Copies of any agreements to be executed between the Supplier and any subcontractors must be included in the Supplier’s proposal.
2.21
Negotiations with Subcontractor

In order to protect the CARICOM Secretariat’s interest, THE CARICOM SECRETARIAT reserves the right to attempt to resolve the contractual disagreements that may arise between the Supplier and THE CARICOM SECRETARIAT subcontractor after award of the contract.
2.22
References to Supplier to Include Subcontractor
All references in the ITT to “Supplier” shall be construed to encompass both the Supplier and Supplier’s subcontractors.
2.23
Equipment Condition

For all ITTs requiring equipment, the Supplier must furnish only new equipment in response to THE CARICOM SECRETARIAT specifications, unless an explicit requirement for used equipment is otherwise specified.
2.24.
Ownership of Developed Software

When specifications require the Supplier to develop software for the CARICOM Secretariat, the Supplier must acknowledge and agree that the CARICOM Secretariat is the sole owner of such developed software with exclusive rights to use, alter, or distribute the software without restriction. This requirement applies to source code, object code, and documentation.

2.25.
Ownership of Custom Tailored Software

In installations where the Supplier’s intellectual property is modified and custom-tailored to meet the needs of the CARICOM Secretariat, the Supplier must offer the CARICOM Secretariat an application license entitling the CARICOM Secretariat to use, and/or alter the software without restriction.  These requirements apply to source code, object code and documentation.
2.26
Terms of Software License
The Supplier acknowledges and agrees that the term of all software licenses provided to the CARICOM Secretariat shall be perpetual unless stated otherwise in the Supplier’s tender.

2.27
The CARICOM Secretariat is Licensee of Record
The Supplier must not bypass the software contracting phase of a project by licensing project software intended for CARICOM Secretariat use in THE CARICOM SECRETARIAT’s company name.  Upon award of a project, the Supplier must ensure that the CARICOM Secretariat is properly licensed for all software that is proposed for use in a project.
2.28.
Non-disclosure agreement.
The successful tenderer will be required to sign a non-disclosure agreement prior to the execution of the contract.
2.29
Preliminary Examination

The Purchaser will examine the tenders to determine whether they are complete, whether any computational errors have been made, whether the documents have been properly signed, and whether the tenders are generally in order.

Arithmetical errors will be rectified on the following basis.  If there is a discrepancy between the unit price and the total price that is obtained by multiplying the unit price and quantity, the unit price shall prevail and the total price shall be corrected. If the supplier does not accept the correction of the errors, its tenders will be rejected. If there is a discrepancy between words and figures, the amount in words will prevail.


Prior to the detailed evaluation, the purchaser will determine the substantial responsiveness of each tender to the tender Documents.  For these purposes a substantially responsive tender is one which confirms to all the terms and conditions of the Tender Documents without material deviations.  The Purchaser's determination of a tender's responsiveness will be based on the contents of the tender itself without recourse to extrinsic evidence.

A tender determined as not substantially responsive will be rejected by the purchaser and may not subsequently be made responsive by the tenderer by correction of the non-conformity.

The Purchaser may waive a minor informality or non-conformity or irregularity in a tender which does not constitute a material deviation, provided such waiver does not prejudice or affect the relative ranking of any Tender.

2.30
Evaluation and Comparison of Tenders

The Purchaser will evaluate and compare only those tenders determined to be responsive. 

A responsive tender should comply with the following:-

(a) Furnish all information required by the tender document (Section 2.6)

(b) Technical Specifications as detailed in Section 4. 
(c) Provide acceptable documentation including information on materials, manufacture, and design that will allow a robust technical evaluation of the product to prove that products meet or exceed appropriate specifications.  Warranties on the materials and manufacture of various components of the product, if applicable, should also be stated.

(d) Submission of a tender valid for 90 days after the date of tender opening as prescribed by the purchaser.

2.31
Award Criteria

The Purchaser will award the Contract to the successful Tenderer whose tender has been determined to be substantially responsive and has been determined as the most acceptable evaluated tender, provided further that the Tenderer is determined to be qualified to perform the Contract satisfactorily.

2.32
Purchaser's Right to Vary Quantities at Time of Award

The Purchaser reserves the right at the time of award of Contract to increase or decrease by up to twenty five percent (25%) the quantity of goods and services specified in the Schedule of Requirements without any change in price or other terms and conditions.

2.33
Purchaser's Right to Accept Any Tender and to Reject Any or All Tenders

The Purchaser reserves the right to accept or reject any tender, and to annul the tender process and reject all tenders at any time prior to award of Contract, without thereby incurring any liability to the affected Tenderer or Tenderers or any obligation to inform the affected Tenderer or Tenderers of the grounds for the Purchaser's action.

2.34
Notification of Award

Prior to the expiration of the period of tender validity, the Purchaser will notify the successful Tenderer in writing or fax that its tender has been accepted.

2.35
Signing of Contract

Within 7 days of the Purchaser notifying the successful Tenderer that its tender has been accepted, the Purchaser will send the tenderer a draft contract incorporating the terms and conditions of the agreement between the parties for review and confirmation of their acceptance of the terms and conditions of the draft. After which the Purchaser will send to the Tenderer a finalized contract signed by the CARICOM Secretariat
Within fifteen (15) days of receipt of the finalized Contract, the successful Tenderer shall sign and date the Contract and return it to the Purchaser.
2.36
Performance Guarantee 
The successful Tenderer shall, within 30 days after the receipt of the notification of the award of contract, furnish to the Purchaser, a performance guarantee in accordance with the General Conditions of the Contract, in the performance guarantee form provided in the tender documents, or in another form acceptable to the Purchased for the full and 
proper performance of the contract. The amount of the guarantee shall not exceed 10 % of the contract price including any amounts stipulated in riders to the contract.
2.37
Performance Programme

The Contractor shall submit for the approval of the Purchaser a  performance programme outlining the delivery and installation schedule.
2.38
Tender guarantee

The tender guarantee is set  at  fifty United States dollars per lot (US $50) or five hundred United States dollars (US$500) for all lots and must be presented in the form specified in the annex to the tender dossier. It must remain valid for 60 days beyond the period of validity of the tender. Tender guarantees provided by tenderers who have not been selected shall be returned together with the information letter that the tenderer has been unsuccessful.  The tender guarantee of the successful tenderer shall be released on the signing of the contract, once the performance guarantee has been submitted.
SECTION 3

PRO-FORMA GENERAL CONDITIONS OF CONTRACT

3.1
Definitions

In this contract, the following terms shall be interpreted as indicated:

(a)
"The Contract" means the agreement entered into between the Purchaser and a successful Tenderer who would thereafter be referred to as the Supplier, as recorded in the Contract Form signed by the parties, including all attachments and appendices  hereto and all documents incorporated by reference therein;

(b)
"The Contract Price" means the price payable to the Supplier under the Contract for the full and proper performance of its contractual obligations;

(c)
"The Goods" means all of the software, equipment, machinery, tools and/or other materials which the Supplier is required to supply to the Purchaser under the Contract;
(d)
"The Purchaser" means the Caribbean Community Secretariat (CARICOM).

(e)
"The Supplier" means the successful Tenderer who enters into a contract with the Purchaser to supply goods.

3.2
Application

These General Conditions shall apply to the extent that they are not superseded by provisions in other parts of the Contract.

3.3
Country of Origin

The origin of Goods and Services is held to be distinct from the nationality of the Supplier and must be stated as required.

3.4
Standards

The Goods supplied under this Contract shall conform to the standards mentioned in the Technical Specifications, or when no applicable standard is mentioned to the authoritative standard appropriate to the Goods' country of origin and such standards shall be the latest issued by the concerned institution.

3.5
Use of Contract Documents and Information

The Supplier shall not, without the Purchaser's prior written consent, disclose the Contract, or any provision thereof, or any specification, plan, drawing, pattern, sample or information furnished by or on behalf of the Purchaser in connection therewith, to any person other than a person employed by the Supplier in the performance of the Contract.  Disclosure to any such employed person shall be made in confidence and shall extend only as far as may be necessary for purposes of such performance.

The Supplier shall not, without the Purchaser's prior written consent, make use of any document or information except for purposes of performing the Contract.

Any document other than the Contract, itself, shall remain the property of the Purchaser and shall be returned (in all copies) to the Purchaser on completion of the Supplier's performance under the Contract if so required by the Purchaser.

3.6
Patent Rights

The Supplier shall indemnify the Purchaser against all third-party claims for infringement of patent, trademark or industrial design rights arising from use of the Goods or any part thereof in the Purchaser's country.

3.7
Obligations of the Purchaser


The Supplier may request the assistance of the Purchaser in obtaining copies of laws, regulations, and information on local customs, orders or by-laws of Guyana, which may affect the Supplier in the performance of his obligations under the contract. The Purchaser provides the assistance requested to the supplier at the Supplier's cost.

The Supplier shall submit to the Purchaser in good time such details of the supplies as will enable the Purchaser to obtain all necessary import permits or licenses. The Purchaser shall obtain all import permits or licenses required for the supplies, or any part thereof, in reasonable time having regard to the time for delivery of the supplies and completion of the `points in transit.

3.13
Delivery and Documents

Delivery of the Goods shall be in accordance with the Distribution Details (Section 4.2) and the terms specified in section 2.8.
For purposes of the Contract, "FOB", "C&F", "CIF", “DAP” and other trade terms used to described the obligations of the parties shall have the meanings assigned to them by the current edition of the International Rules for the Interpretation of the Trade Terms published by the International Chamber of Commerce, Paris, and commonly referred to as INCOTERMS.
(a)
For Imported Goods:
Upon shipment, the Supplier shall notify the Purchaser and the Insurance Company by cable or fax of the full details of the shipment including contract number, description of Goods, quantity, the vessel, the bill of lading number and date, port of loading, date of shipment, port of discharge, etc. The Supplier shall mail the following documents to the Purchaser, with a copy to the Insurance Company:

(i)
Three (3) original and three (3) duplicate copies of the Supplier's invoice showing Goods description, quantity, unit price, total amount;

(ii)
Original and two (2) copies of the negotiable, clean, on-board bill of lading marked freight prepaid and one (1) copy on non-negotiable bill of lading;

(iii)
Copies of packing list identifying contents of each package;



(iv)
Insurance certificates;

(v)
Manufacturer's/Supplier's guaranty certificates;

(vi)
Inspection certificate, issued by the nominated inspection agency if required and the Supplier's factory inspection report; and

(vii)
Certificate of origin.

The above documents shall be received by the Purchaser at least one week before arrival of Goods at the port and if not received the Supplier will be responsible for any consequent expenses.

(b)
For Domestic Goods:

(i)
Three (3) original and three (3) duplicate copies of the Supplier's invoice showing Goods description, quantity, unit price, total amount;

(ii)
Delivery note/receipt;

(iii) 
Manufacturer's/Supplier's guarantee certificate;

3.14
Insurance

The Goods supplied under the Contract shall be fully insured in a freely convertible currency against loss or damage incidental to manufacture or acquisition, transportation, storage and delivery.

Where delivery of the Goods is required by the Purchaser on a DAP basis, the Supplier shall arrange and pay for marine insurance, naming the Purchaser as the beneficiary.  Where delivery is on an FOB or C&F basis, marine insurance shall be the responsibility of the Purchaser.

The marine insurance shall be in an amount equal to 110% of the DAP value of the goods from "warehouse to warehouse" on "All Risk" basis including War Risks and Strike clauses.

3.15
Transportation

Where the Supplier is required under the Contract to deliver the Goods C&F or DAP, or to a specified destination within the country, transport of the Goods to the port of discharge or such other point in the country of destination as shall be specified in the Contract shall be arranged and paid for by the Supplier, and the cost thereof shall be included in the Contract Price.

In all of the above cases, transportation of the Goods after delivery shall be the responsibility of the Purchaser. Where the Supplier is required under the Contract to deliver the Goods DAP no restriction shall be placed on the choice of the ocean carrier.

3.16
Warranty

The Supplier warrants that the Goods supplied under the Contract are new, unused, of the most recent models and incorporate all recent improvements in design and materials. The Contractor shall further warrant that none of the supplies have any defect arising from design, materials or workmanship. This warranty shall remain valid for a period of one year after installation and commissioning.
The Purchaser shall promptly notify the supplier in writing of any claims arising under this warranty. Upon receipt of such notice, the Supplier shall, with all reasonable speed, replace the defective Goods or part thereof, without cost to the Purchaser other than, where applicable, the cost of inland delivery of the replaced Goods or part from the port of entry to, the final destination.

If the Supplier, having been notified, fails to remedy the defect(s) within a reasonable period, the Purchaser may proceed to take such remedial action as may be necessary, at the Supplier’s risk and expense and without prejudice to any other rights which the Purchaser may have against the Supplier under the contract.

3.17
Payment

The method and conditions of payment to be made to the Supplier under the Contract shall be as follows:

a) Advance Payment: Twenty (20) percent of the Contract Price shall be paid within seven (7) days of signing of the Contract, based on the submission of a bank guarantee for that amount.
b) On Supply and/or Installation: Fifty (50) percent of the Contract shall be paid within thirty (30) of supply and installation of the required hardware and software.

c)
On Commissioning: Thirty (30) percent of the Contract Price shall be paid within 

thirty (30) days of successful commissioning of the complete system, supported by the 

acceptance certificate issued by the Purchaser. 
3.18
Price

Prices charged by the Supplier for Goods delivered under the Contract shall not vary from the price quoted by the Supplier in its tender.

3.19
Change Orders

The Purchaser may at any time, by a written order given to the Supplier, make changes within the general scope of the Contract in any one or more of the following:

(a)
The method of shipment or packing;

(b)
The place of delivery;
(c)
Schedule of Performance
If any such change causes an increase or decrease in the cost of, or the time required for, the Supplier's performance of any part of the work under the Contract, whether changed or not changed by the order, an equitable adjustment shall be made in the Contract Price or delivery schedule, or both, and the Contract shall accordingly be amended.  Any claims by the Supplier for adjustment under this clause must be assorted within thirty (30) days from the date of the Supplier's receipt of the Purchaser's change order.
3.20
Delays in the Supplier's Performance

Delivery of the Goods and performance of Services shall be made by the Supplier in accordance with the time schedule specified by the Purchaser in its Schedule of Requirements (Section 5 of this document).

An unexcused delay by the Supplier in the performance of its delivery obligations shall render the Supplier liable to any or all of the following sanctions: imposition of liquidated damages, and/or termination of the Contract for default.

If at any time during performance of the Contract, the Supplier or its subcontractor(s) should encounter conditions imperiling time delivery of the Goods, the Supplier shall promptly notify the Purchaser in writing of the fact of the delay, the likely duration and its cause.  As soon as practicable after receipt of the Supplier's notice, the Purchaser shall evaluate the situation and may at its discretion extend the Supplier's time for performance, in which case the extension shall be ratified by the parties by amendment of the Contract.

3.21
Liquidated Damages

If the Supplier fails to deliver any or all of the Goods within the time period(s) specified in the Contract, the Purchaser shall, without prejudice to its other remedies under Contract deduct from the Contract Price, as liquidated damages, a sum equivalent to one percent of the delivered price of the delayed Goods each week of delay until actual delivery or performance, up to a maximum deduction of ten percent (10%) of the delayed Goods contract price. Once the maximum is issued, the Purchaser may consider termination of the Contract.

3.22
Termination for Default

The Purchaser may, without prejudice to any other remedy for breach of contract, by written notice of default sent to the Supplier, terminate the Contract in whole or in part:

(a)
If the Supplier fails to deliver any or all of the Goods within the time period(s) specified in the Contract, or any extension thereof granted by the Purchaser pursuant to paragraph 3.20.

(b)
If the Supplier fails to perform any other obligation(s) under the Contract.

In the event the Purchaser terminates the Contract in part the Purchaser may pursue, upon such terms and in such manner as it deems appropriate, goods similar to those undelivered, and the Supplier shall be liable to the Purchaser for any excess costs for such similar Goods.  However, the Supplier shall continue performance of the Contract to the extent not terminated.

In the event the Purchaser terminates the Contract in whole the Purchaser reserves the right to seek damages from the Supplier.  If the Purchaser terminates the contract, it shall be entitled to recover from the Supplier any loss it has suffered up to the maximum amount stated in the contract. If no maximum amount is stated, the Purchaser shall not be entitled to recover more than the part of the contract price corresponding to the value of that part of the supplies which cannot, by reason of the Supplier's failure, be put to the intended use.
3.23
Force Majeure

Notwithstanding the provisions of paragraphs 3.22, 3.23 and 3.24, the Supplier shall not be liable for liquidated damages or termination for default, if and to the extent that, the delay in performance or other failure to perform its obligations under the Contract is the result of an event of Force Majeure.
For purposes of this clause, "Force Majeure" means an event beyond the control of the Supplier and not involving the Supplier's fault or negligence and not foreseeable.  Such events may include, but are not restricted to, acts of the Purchaser either in its sovereign or contractual capacity, wars or revolutions, fires, floods, epidemics, quarantine restrictions and freight embargoes.

If a Force Majeure situation arises, the Supplier shall promptly notify the Purchaser in writing of such condition and the cause thereof.  Unless otherwise directed by the Purchaser in writing, the Supplier shall continue to perform its obligations under the Contract as far as is reasonably practical, and shall seek all reasonable alternative means for performance not prevented by the Force Majeure event.

3.24
Termination for Insolvency

The Purchaser may at any time terminate the Contract by giving written notice to the Supplier, without compensation to the Supplier, if the Supplier becomes bankrupt or otherwise insolvent, provided that such termination will not prejudice or affect any right of action or remedy which has accrued or will accrue thereafter to the Purchaser.

3.25
Termination for Convenience

The Purchaser has the right to terminate this order in whole or in part at any time by giving a written Notice of Termination to Supplier.  In such event, Supplier may claim only properly supported out-of-pocket costs plus a reasonable amount of demonstrable related charges for the work already performed, all to be determined in accordance with generally accepted accounting procedures.

For specially prepared products, unique to Purchaser's order, any partially completed work or raw materials whose full costs are included in the termination charges shall be identified in writing and held by Supplier for disposition in accordance with Purchaser's written instruction.  Notwithstanding the foregoing Purchaser reserves the right to terminate all or any part of the undelivered or uncompleted portion of this order without liability.
3.26
Language of Contract

The Contract shall be written in the English language as specified by the Purchaser.

All correspondence and other documents pertaining to the Contract which are exchanged by the parties shall be written in the English language.

3.27
Applicable Law

The Contract shall be interpreted in accordance with the laws of Guyana.

3.28
Notices

Any notice given by one party to the other pursuant to the Contract shall be sent in writing or by fax and confirmed in writing to the address specified for that purpose in the Contract.

A notice shall be effective when delivered or on the notice's effective date, whichever is later.


For the purpose of all notices, the following shall be the address of the Purchaser and Supplier.

Purchaser:
The Programme Manager, Administrative Services, Caribbean Community Secretariat (CARICOM), Turkeyen, Greater Georgetown Guyana, South America.
Supplier:
(To be filled in at the time of Contract signature)


3.29
Taxes and Duties

A foreign Supplier shall be entirely responsible for all taxes, stamp duties, license fees, and other such levies imposed outside Guyana.

The CARICOM Secretariat is entitled to duty free concessions and will assist in obtaining the required exemption letters.

3.30
Contractual Agreement

The Submission of a tender will be taken as implicit and explicit acceptance of the General Conditions of Contract as described in paragraph 3.1 to 3.31 inclusive.
3.31
After-sales service

The supplier shall undertake to carry out or have carried out the maintenance and repairs of supplies for a period of one year. The Supplier shall also ensure readily available technical expertise and a rapid supply of spare parts.
SECTION 4
TECHNICAL SPECIFICATIONS AND TECHNICAL OFFER

4.1.
TECHNICAL SPECIFICATIONS:

CONTRACT TITLE: SUPPLY AND INSTALLATION OF EQUIPMENT AND TOOLS FOR TECHNICAL AND VOCATIONAL EDUCATION TRAINING (TVET)
TENDER NUMBER: CTCP/6.1/C200/2014/SUP3
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Column 1-3 should be completed by the Contracting Authority

Column 4-6 should be completed by the tenderer
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	Lot 1: 
Masonry Tools and Equipment



	1

Item No.1
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Specifications
	4.
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	5.
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	6. 

Notes, remarks, 
ref to documentation
	7.

Evaluation Committee’s notes 

	Lot 1 (a)- MASONRY Tools and Equipment(GTI -Guyana)

The frequency for all electrical equipment is 60 Hz


	1
	Compaction factor test machine
	· Rigid conical hoppers and a cylinder mounted on a rigid metal frame. 
· Hoppers should be are fitted with hinged trap-doors with quick release catches. 
· Metal plate to cover the top of the cylinder. 
· plaster's trowel and
· Tamping rod, 16mm dia x 600mm long, one end rounded
	1
	
	
	

	2
	Mechanical concrete Vibrator
	Mechanical concrete Vibrator SVRWS - 400, weight 23lbs/ 10.5 kg, speed VPM 11500- 80SPI, CFM 40, Speed VMP 13500- 100SPI                               LBS- 4400             Force                    N- 19599  DB – 82
	3
	
	
	

	3
	Star drills
	20cmx13mm - max in steel - 18mm, max in wood- 40mm, max in masonry 20mm,    blows per minutes - Hi 0-58, 00bpm, L0          0- 24, 000 bpm        No load speed - Hi   0-2, 900 rmp, Lo  0-1200 rpm            input wattage 110V - 60HZ                                                                                       
	4
	
	
	

	4
	Star drills
	20cmx10mm -1.5  -6.5 mm                                                       high speed steel 
	4
	
	
	

	5
	Tyrolean Machines
	· Made from heavy duty plastic

· Adjustable ratchet pressure bar


	2
	
	
	

	6
	Jaws plane
	14cm 
	3
	
	
	

	7
	 Gauging trowels
	20cmx10cm
	8
	
	
	

	8
	Builders transit complete with tripod and rod of dumpy level
	· 20x magnification for 200'+ range
· ±1/4" per 100' accuracy
· Transit capability allows user to determine vertical angles
· 360 degree horizontal circle with vernier scale for precise measuring of horizontal angles
· Protected leveling vial for jobsite durability; Heavy-duty leveling base is fast and easy to set up and level

	
	
	
	

	9
	Masonry Hatchet
	 14 inches in length and metal handle.
	
	
	
	

	Lot 1(b)- MASONRY Tools and Equipment(GITC) –Guyana



	1
	Compaction factor test machine
	· Rigid conical hoppers and a cylinder mounted on a rigid metal frame. 
· Hoppers should be are fitted with hinged trap-doors with quick release catches. 
· Metal plate to cover the top of the cylinder. 
· plaster's trowel and
· Tamping rod, 16mm dia x 600mm long, one end rounded
	1
	
	
	

	2
	Mechanical concrete Vibrator
	· Frame design should allow the operator maneuverability around the job. 

· Flexible shaft diameter 1/2-inch flexible pipe diameter 1.42-inch rod diameter 1.38-inch,Fuel tank capacity 1-gallon,Recoil start


	3
	
	
	

	3
	Star drills
	20cm x 13mm
	4
	
	
	

	4
	Bolster Chisel
	9-Inch length ;Protective grip rock 
	10
	
	
	

	5
	 jaws plane
	14 cm
	3
	
	
	

	6
	Gauging trowels
	20cm x 10cm Carbon Steel Blade tempered Ground and Polished.
	8
	
	
	

	7
	Measuring steel tape
	20 meters Retractable centimeter tape measure. Plastic case, white steel tape, built-in hand strap. 
	3
	
	
	

	8
	Measuring steel tape
	4 meters ,Measuring Length ;Strap Size : 14 x 0.5cm/ 5.5" x 0.2"(Girth*W) ,Tape Width : 1.9cm/ 0.7";Case Size : 6 x 6 x 2.8cm/2.4'' x 2.4'' x 1.1'' (L*W)
	3
	
	
	

	9
	Club hammer 
	1.82kg The proper tool for driving hardened nails and cold chisels, Forged in one-piece all steel construction, Nylon-vinyl grip
	2
	
	
	

	10
	Lever cutter
	30-inch heavy duty bolt cutter. 
	2
	
	
	

	11
	Builders transit complete with tripod and rod of dumpy level
	· 20x magnification for 200-inch range degree 1/4-inch per 100-inch accuracy,360 degree horizontal circle with vernier scale for precise measuring of horizontal angles

·  Heavy-duty leveling base

· Tripod, Rod, and Carrying Case
	1
	
	
	

	12
	Masonry Hatchet
	· 14 inches in length and metal handle.
	19
	
	
	


	Lot 2: 
Auto Mechanics and Agro Mechanics Tools and Equipment
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	Lot 2(a)- Auto Mechanics Tools and Equipment(GTI -Guyana)

The frequency for all electrical equipment is 60 Hz


	1
	Engine simulator
	Starter power supply :   0- 24 V; up 3, 00 Amps speed: 0 - 30, 000 RPM                    Torque: 0 - 250 NM                             Accurately Test starter/acc starter system 110/220V  ;60 Hz                               
	1
	
	
	

	2
	Electrical simulator
	Electrical simulator for motor vehicles

110/220V  ;60Hz                             
	1
	
	
	

	3
	Auto A/C system bench
	Stand Auto A/C system for motor vehicle repairs.
	1
	
	
	

	4
	Electricity master
	Master Vehicle Showing Electrical system.
	1
	
	
	

	5
	Electromagnetism master
	Vehicle Electromagnetism master
	1
	
	
	

	6
	Manual Transmission
	8 speed Manual Transmission: include selector lever and output shaft
	3
	
	
	

	7
	Automatic Transmission
	Automatic Transmission  5 speed 
	3
	
	
	

	8
	Fuel pressure
	Fuel pressure test instrument used for training students.
	7
	
	
	

	9
	Diesel Engine Compressor Tester
	  12 pcs    applicable to all diesel engine                   scale measuring    0- 1000 psi / 0- 7 kg/cm2  .  12 piece Diesel engine compression test kit gauge with flexible hose  5 adaptor assorted copper and plastic seal 
	1
	
	
	

	10
	Diesel Tachometer
	Tachometer range: 200 -19999RPM            battery life 200 hrs operation              weight: 6.2 oz maximum sparkplug wire voltage 39.9 Kvolt   
	1
	
	
	

	11
	Nozzle tester
	Injector Nozzle tester 3 pce                  Diesel Injector tester                                    operates by hand lever/manual               consist of 3 way shut off valve/ filter         weight : 6kg dual scale bar/PSI Gauge         range 0- 400 bar or 0- 6000 PSI              
	2
	
	
	

	12
	Vacuum gauge
	· Single Stage Pump 5 CFM, 75 micron

· Fitting 1/4 inch MF x 1/2 inch Acme

· 1/3 HP 1725 RPM

·  12 ounce oil capacity

	1
	
	
	

	13
	TDC indicator
	TDC indicator 1144 steel alloy with stainless steel sprincy w: 0. 57" , H 0.57"  
	1
	
	
	

	14
	Amp/volts regulator testes
	  110 - 220 V testing 
	3
	
	
	

	15
	Valve spring compressor
	 Material: Steel metal, H: 2. 5 Inches, L: 5-⅟2 inches,  w: 2⅟2 inches, Throat depth : 2⅞ inches
	2
	
	
	

	16
	Spark plug- 
	 size 0.8 to 1.1mm                                        spark plug GAP gauge type: Circular Gauge Tool Material ; steel                           Reading in : mm/inches range 020- 100 range    measure: Spark plug, electrode gaps on gap plugs      
	5
	
	
	

	17
	Radiator pressure gauge
	Used to defect internal ramp leaks             test cooling system up to 30 PSI include, adaptor
	2
	
	
	

	18
	Surface Plate
	size 160mm x 100mm - 2500mm x 1600mm        BS: 817:2008
	1
	
	
	

	19
	Vernier Caliper 
	 Sizes:

30mm and 45mm
	6 of each
	
	
	

	20
	Hermaphrodite caliper
	Hermaphrodite caliper
	10
	
	
	

	21
	Portable hand drill
	Size 9.552mm, rating 120v, 60hZ            weight - 5.2 pounds motor output 380 units  watts dual speed range  0- 450/ 0- 1500RPM ⅟2 inch single lever key less ratcheting  chuck for tighter bit  grip
	1
	
	
	

	22
	Multimeter
	Multi function   Test: AC/DC Voltage            AC/DC current resistance, diode check       contain rotary function and range selector. Battery: 9V
	6
	
	
	

	23
	Test Light
	Testing range: 6- 12 volt DC
	1
	
	
	

	24
	Hacksaw
	 Size: 254mm to 604mm                  

 Steel Hacksaw Frame                            Type: General Purpose
	1
	
	
	

	25
	Mallet 
	Type: Hard wood rubber mallet; face diameter , 65mm 

Weight: 450 g/16oz                   
	4
	
	
	

	26
	Diesel injector pump tester kit
	      17" rubber hose Gague, 5 pic adaptor
	6
	
	
	

	27
	Brake bleeder
	Capacity 7 liters        

weight: 0.2 lb             

 included: adaptor                             Material: Plastic                               reservoir Capacity (0.07 at)  perform by one man kit 
	1
	
	
	

	28
	Slide hammer puller
	Slide hammer puller                      

eight: 2.3kg                                           shaft length: ( 4 70 mm)                

Included: adaptor, flat hook, self tapping screw, screw holder
	3
	
	
	

	29
	Tire pressure gauge
	Tire pressure gauge hand held reading gauge with straight push on value chuck     scale  0- 60 psi in increments of two 
	2
	
	
	

	30
	Clutch aligning tools
	Material: plastic   

Included: adaptor fit on most vehicle with single clutch
	2
	
	
	

	31
	Angle plate
	Material: high tensile cast iron         included: clamping slots, 90◦
	2
	
	
	

	32
	Soft face
	Soft face hammer face are made of durability plastic                                               include replaceable plastic face       weight: 8oz
	4
	
	
	

	33
	Wheel Dresser
	Grinding Wheel Dresser 10⅟2 inches grinding wheel dresser ,included: heat treated carbon steel cutter  included: replacement cutter
	1
	
	
	

	34
	Try square size 15cm
	Try square size 15cm                          Material: stainless steel, length 14 inches Thickness : 0.0645 Inches
	10
	
	
	

	35
	Value set Kit
	kit  should contain grit abrasive rolls, suitable for use with a high speed grinder
	2
	
	
	

	36
	Portable electric rating 
	 110v, 60hz; full wrap , heavy duty, 1 ⅟4 " 
	2
	
	
	

	37
	Valve face-rating
	Valve face-rating, 220, 60Hz
	2
	
	
	

	38
	Part washing machine-rating 
	Part washing machine-  rating 220v 60Hz,             capacity 800 litres
	1
	
	
	

	39
	Cylinder bore gauge indicator 
	size 65mm-175mm
	1
	
	
	

	40
	Feeler-size 
	Feeler  gauge -size 0.08-0.05
	7
	
	
	

	41
	Outside micrometer 
	Size 0 – 25mm
	6
	
	
	

	42
	Dial indicator –
	Size: 2.5mm,50mm, 7mm 
	9
	
	
	

	43
	Screwdriver-
	Type- Phillip, size (mm) 150,100, 75 
	12
	
	
	

	44
	Vacuum
	Complete set Vacuum equipment (instruments)
	4
	
	
	

	45
	Screwdriver – 
	Type: standard tip sizes (mm) 150,100,75
	12
	
	
	

	46
	Screwdrivers-
	Type: tubby,    size (mm) 35 -  50 
	12
	
	
	

	47
	Air fuel management systems
	Air fuel management systems tools
	1
	
	
	

	48
	Generator and electronic motor
	· Max AC Output: 10,000 watts.

· Rated AC Output: 8,000 watts.

· Fuel Tank Capacity: 8.3 gallon.

· 16 HP DuroMax Air Cooled OHV Engine.

· Low Oil Indicator lamp & shutoff.

· Quiet exhaust w/ built-in Spark Arrestor.

· Electric Key and EZ-Pull Recoil start.

· Run-Time [@50% Max Output]: 10 hrs.

· Current (120V/240VAC) & (12VDC);60hz

· Amps: 66.5 / 33.3 Amps.
	1
	
	
	

	50
	Open and closed lops control in vehicles
	Open and closed lops control in vehicles  
	1
	
	
	

	51
	Test bench
	Test bench for fuel system 8 cylinder            a/c frequency/ electronic drive      75 - 10 HP 500 RPM - digital & analog - 110/220V;60hz
	1
	
	
	

	52
	Rubber mallet
	Head weight 18 0z/510 g, Overall length 13-1/2”/ 343mm.
	1
	
	
	

	53
	Complete clutch and flywheel assembly
	Complete clutch and flywheel assembly
	5
	
	
	

	54
	Inside micrometer set-
	Range 40  to 200mm                                       material satin chrome   range  5/16" - 6' or  (8mm - 150mm)  include adjustment
	1
	
	
	

	55
	Drive-shaft assembly
	Drive-shaft assembly    Material Diameter:  80mm length
	3
	
	
	

	56
	Steel rule-
	Measure in : inches / mm  Steel rule-length 45cm 
	3
	
	
	

	57
	Steering rock and pinions
	Steering rock and pinions          

      Type: Hydraulics power steering rack           size: standard                                                   guide Drive: RHD , weight: 16. 1
	3
	
	
	

	58
	Steering gear boxes
	Steering gear boxes weight -6.2 pounds, include, campacs, spool valves, etc
	3
	
	
	

	59
	Master cylinder assembly
	Master cylinder assembly, chrome plated aluminum Pro Series master cylinder comes equipped with 1-1/8", Bolts directly to our 7" and 8" brake boosters. 
	3
	
	
	

	60
	Caliper assembly
	Caliper assembly, For Axle Capacity 3,500lbs and Bolt Circle is 5-4.50, Kit Includes; * Hub and Rotor * Caliper,  Bearing Buddy * Bracket, Bracket Hardware * Spindle Seal, Inner Bearing * Outer Bearing
	3
	
	
	

	61
	Rear brake assembly
	Rear brake assembly, Return Springs, Anti-Rattle Clip Springs, Hold Down Springs, Screws, Nuts, Tips, Grease Packet
	3
	
	
	

	62
	Front brake assembly
	Front brake assembly, Brake Line Inlet Thread Size:  M10 x 1.0, Package Caliper, Hardware Kit
	3
	
	
	

	63
	Screw extractor asset 
	Assorted Sizes; Product Dimensions 1 x 1 x 1 inches, 
	2
	
	
	

	64
	Wheel sensors and pressure sensors
	Wheel sensors and pressure sensors, Item Weight 2.4 ounces; Product Dimensions 3.3 x 3.3 x 1.1 inches; Batteries: 1 Lithium Metal batteries required. (included)
	3
	
	
	

	65
	Carburetors
	Complete; Item Weight 7.8 ounces, Product Dimensions 3.2 x 2.2 x 2.4 inches, 
	3
	
	
	

	66
	Screwdrivers- 
	Type- Socket; sizes- mm), Sandblasted Chrome Vanadium Steel Bits; drop Forged Chrome Plated 6-Point Sockets, 3-Function Ratchet Screwdriver: Forward, Fixed and Reverse Drive Positions, comfortable Oversized Screwdriver Handle, Bits and Accessories Fit All Power and Cordless Drills and Drivers. 
	4
	
	
	

	67
	Socket size 
	Socket sets size (mm 10, 12, 14, 17,19, 21,22,23,24,).  Black chrome appearance ;corrosion resistance; Case for convenient tool storage and travel
	27
	
	
	

	68
	Wrench, Allen- (assorted sizes)
	Allen-on of set (assorted sizes, 
Allen wrench set w/SAE & Metric size allen wrenches

 Includes SAE sizes from. 035" up to 3/8"
  Includes Metric sizes from 0. 7mm up to 10. 0mm
    
	3
	
	
	

	69
	Square and level
	 Rivet assembly, permanently "bonds" head to blade
 Aluminum 1/8" blade and head thickness
 Black protective anodized finish to protect against rust  and  corrosion
	3
	
	
	

	70
	Snap ring pliers
	Internal retaining ring 7 inch, 10 inch Straight, 6-3/4 inch Angled.  External retaining rings 7 inch,10 inch Straight and 6-3/4 inch Angled
	5
	
	
	

	71
	Battery Terminal Cleaner
	Battery cleaning brush to clean top post or side terminal battery. Metal brush bristles, Wire Material:  Steel.
	 
	
	
	

	72
	Battery terminal remover
	Battery terminal remover, dual-purpose puller, Easily removes stuck battery terminals, tighten knurled cone to force jaws under the cable clamp
	4
	
	
	

	73
	Two –post floor hoist-
	Two –post floor hoist-capacity 3000 kilogram: rating 240v, 2hp, 60Hz
	2
	
	
	

	74
	Torque-
	Torque-capacity 1900kg, 46kg, 30kg 
	3
	
	
	

	75
	Digital volt-meter
	A/c - D/c    -three phase system -  7 or more digits
	1
	
	
	

	76
	Coil and condenser tester
	Coil and condenser tester
	1
	
	
	

	77
	Electrical short tester
	Electrical short tester
	3
	
	
	

	78
	Test light 
	Test light - 6V to 120V
	3
	
	
	

	79
	Spark plug gap gauge
	Spark plug gap gauge
	2
	
	
	

	80
	Beam setter
	Beam setter
	1
	
	
	

	81
	All purpose pliers
	All purpose pliers
	4
	
	
	

	82
	Stanley Knife
	Stanley Knife
	6
	
	
	

	83
	Adjustable, 250mm
	Adjustable, 250mm
	4
	
	
	

	84
	Jumper cable
	Jumper cable heavy duty cable 16 ft            rubber insulation 400 - ampere colour coded clamps 
	2
	
	
	

	85
	Power steering simulator
	Power steering simulator 4 ps steering control
	3
	
	
	

	86
	Power steering pumps
	Power steering pumps
	3
	
	
	

	87
	Off-set assembly
	4- 8 ton
	3
	
	
	

	88
	Air compressor- 
	rating 220v, 60Hz, 150psi 10hp, air cooled, two stage, four cylinder 750 litres tank 
	2
	
	
	

	89
	Scribers-
	Size: 15cm
	10
	
	
	

	90
	Divider-
	Size: 14cm
	10
	
	
	

	91
	Old legs caliper-
	Size :12cm
	5
	
	
	

	92
	Bench vice 
	3 in. Clamp-On Vise

3 in. Jaw capacity

High-grade steel main screw

High-grade steel handle

	10
	
	
	

	93
	Flaring tool set 
	04.7 to 1” outside
	2
	
	
	

	94
	Hand jack-
	Capacity 0.100 tonnes
	5
	
	
	

	95
	Jack stand axle
	3- 4 ton; 5.5 - 19 . 25 inches
	8
	
	
	

	96
	Flushing gun
	a/c flush;    trigger nozzle
	2
	
	
	

	97
	Belt Tension gauge
	Belt Tension gauge
	2
	
	
	

	98
	Scraper set
	Scraper set
	1
	
	
	

	99
	Bristle brush set
	Bristle brush set
	2
	
	
	

	100
	Beam setter
	Beam setter
	1
	
	
	

	101


	Battery bulb filler
	Battery bulb filler
	1
	
	
	

	102
	Battery carrying strap
	Battery carrying strap
	1
	
	
	

	103
	Extension cord
	length 15 metres 30 meters
	2
	
	
	

	104
	Battery terminal lifter
	Battery terminal lifter
	1
	
	
	

	105
	Socket- 
	Socket- size (mm)  10,12,14,17,19,21,22,23,24,24 
	5
	
	
	

	106
	Combination-
	Size (mm) 8x9,10x12,12x14x17,17x19
	2
	
	
	

	107
	Rule
	Metal Rule
	3
	
	
	

	108
	Arbor press
	Arbor press 1 ton; 8" swing  5 3/4 x 4⅟4 work surface ; 4⅟2 " work area                    6" work height
	3
	
	
	

	109
	Lighting & signal systems
	Lighting & signal systems
	1
	
	
	

	110
	Spark plug-
	Size: 20.6
	4
	
	
	

	111
	Open end 
	Size (mm) 8x9, 10x12,12x14,14x17,17x19           
	4
	
	
	

	112
	Electrical diesel control
	Electrical diesel control
	1
	
	
	

	113
	Off-set sizes 
	Sizes (mm) 8x10,10x12,12x14,14x17,19x21,22x24
	25
	
	
	

	114
	Vice-grip size
	Vice-grip size
	30
	
	
	

	115
	Socket grip size
	Socket grip size
	4
	
	
	

	116
	Socket adaptor
	Socket adaptor
	3
	
	
	

	117
	Adjustable
	250mm
	4
	
	
	

	118
	Wrench kit, impact
	Wrench kit, impact
	4
	
	
	

	119
	Wrench, Allen-on of set 
	Allen-on of set (assorted sizes)
	3
	
	
	

	120
	Square and level
	Square and level
	3
	
	
	

	121
	Pipe wrencher
	I-beam handle with full floating forged hook jaw
Non-stick adjustment nut
Includes special hook and heel jaws for plastic coated pipe
2 1/2 inch capacity
	2
	
	
	

	122
	Creeper-
	size 1Mx0.05M
    6 oil and chemical resistant 3 inch wheels
    Powder coated steel frame
    450 pounds load capacity
	2
	
	
	

	123
	Hacksaw – 
	size 254mm to304mm
	3
	
	
	

	124
	Analogue
	Mechanical analogue of equipment
	4
	
	
	

	125
	Pressure cleaner-
	Steam 85-95 psi 220v, 60Hz
	1
	
	
	

	126
	Tool stand trolley
	Tool stand trolley
	5
	
	
	

	127
	Anvil
	Anvil, 
    55 lbs. ; measures 6-Inch wide x 14 1/2-Inch long x 6 1/8-Inch high and has a 5 1/2-Inch horn and 4-Inch x 8 3/4-Inch face with 1-Inch square
    
	1
	
	
	

	128
	Pipe Cutter kit
	 Metal, Plastic
    Color : Red, Black; Cutting Tube Dia. Range : 3-28mm / 0.12"-1.1"
    Total Size : 13 x 5.2 x 3cm / 5.1" x 2" x 1.2" (L*W*T)
    
	1
	
	
	

	129
	Petrol injection 
	Petrol injection –System
	3
	
	
	

	130
	Petrol Carburettor
	Petrol Carburettor
	3
	
	
	

	131
	Cleaner-piston groove
	Cleaner-piston groove
	1
	
	
	

	132
	Portable hydraulic lift-
	Capacity 1800 kilogram
	2
	
	
	

	133
	Rigid stand-size 
	Rigid stand-sizes 1410mm and 2030mm 
	5 of each
	
	
	

	134
	Ring compressor – 
	Ring compressor – size 
	4
	
	
	

	135
	Air compressor-
	Air compressor-220v,60Hz
	4
	
	
	

	136
	Hone (cylinder) 
	Hone (cylinder) size 76mm to 95mm
	8
	
	
	

	137
	Combination-
	Size(mm) 8x9,10x12,12x14,14x17,17x19(one
	25
	
	
	

	138
	Hub nut
	Size 20.6
	4
	
	
	

	139
	Hub nut-
	Size 20.6mm
	4
	
	
	

	140
	Spark plug-
	Size 20.6mm
	4
	
	
	

	141
	Open end-
	Sizes (mm)8x9,1012, 12x14,17x17,17x19
	25
	
	
	

	142
	Off-set 
	Off-set sizes (mm) 8x10, 10x12, 12x14,14x17,19x21,22x24
	30
	
	
	

	143
	Vice grip-
	Size 10cm range
	4
	
	
	

	144
	Socket adaptor and handle
	Socket adaptor and handle
	3
	
	
	

	145
	Torque-
	capacity 1900kg, 460kg, 30kg 
	1 of each
	
	
	

	146
	Bushing home
	Bushing home
	5
	
	
	

	147
	Reamers-
	Reamers-assorted sizes 
	2
	
	
	

	148
	Sleeve puller
	Sleeve puller
	1
	
	
	

	149
	Gasket hole cutter
	9 pcs  chrome plated finish, knurled handle, material Carbon steel, size: 3/32", 1/8", 5/32", 3/16", 1/4", 5/6", 3/8", 7/16", 1/2". 
	3
	
	
	

	150
	Wrench kit impact
	
    780-foot-pounds max power
   
	4
	
	
	

	151
	Oil measuring capacity 
	Capacity- 40cc-12cc
    25-foot by 1-1/4-inch tape rule with belt clip
    Easy-to-read lockable yellow blade graduated in 1/16-inch
    High impact ABS case with rubber over mold for strength; Mylar-coated blade; heat-treated spring for repeated use
    16-inch and 19.2-inch stud center markings
   
	4
	
	
	

	152
	Grease gun
	length: 370mm, Weigh: 1.5 Kg,   30MPA maximum pressure
	4
	
	
	

	153
	Gasoline can
	1 - 4 gals; plastic
	4
	
	
	

	154
	Pistol ring pliers
	Piston ring pliers
	5
	
	
	

	155
	Air bag simulator
	Size (cm) 100 x 10 p x 100 H  ;                Seat belt per- tensioners                 diagnostic socket    12 Volts DC
	1
	
	
	

	156
	Measuring Tape-
	length 45cm 
    25-foot by 1-1/4-inch tape rule with belt clip
    Easy-to-read lockable yellow blade graduated in 1/16-inch
    High impact ABS case with rubber over mold for strength; Mylar-coated blade; heat-treated spring for repeated use
    16-inch and 19.2-inch stud center markings
    13.6-ounces; 7-foot standout; 
	3
	
	
	

	Lot 2(b)- Auto Mechanics Tools and Equipment(Leonora -Guyana)
The frequency for all electrical equipment is 60 Hz


	1
	Two Post Lift
	Product Dimensions-78 x 25 x 24 inches
Size-full size
Color-Black, Yellow
Material-Powder Coated Steel
Power Source-ac
Voltage/Frequency-110 volts;60hz
Horsepower-1 HP
Number Of Pieces-1
Maximum Weight Capacity-9000 Pounds
Measurement System-English/stand
	1
	
	
	

	2
	Alignment /Four Post Lift Combo
	
14,000-lb. capacity 4-post lift, 
Overall Width in. 130, Overall Height in. 93, 
Runway Dimensions L x W in. 199 x 20, 
Locking Positions qty. 13
Overall Length in. 241, Max. Volts 22V AC,
Lift Capacity lbs. 14,000
	1
	
	
	

	3
	Wheel Balancer/Tyre Changer Combo
	
Tire Changer and NW-953 Wheel Balancer Combo
 
	1
	
	
	

	4
	Engine simulator
	
Application : Toyota, 2006+ 
Standard Equipment and Features
The swivel engine stand (35000D) comes equipped with:  Heavy duty automatic locking engine rotating device (hand crank), Included drip pan with drain under engine
Full access to all internal and external engine components, Quick connect fittings for fuel lines,  OEM Starter and alternator, OEM Fuel injectors and throttle body
OEM Engine management sensors,  Sequential fuel injection with electronic ignition OEM COP (Coil On Plug) Ignition system.   Application specific heavy duty steel frame 5” Phenol casters (two fixed & two swivel with locks,  Powder coated acrylic enamel finish,  Custom machined engine mounting plate designed for full access for flywheel, crankshaft and rear main oil seal service procedures, Equipped with a manual transmission flywheel

	1
	
	
	

	5
	Electrical simulator
	Features:

    Available single sided (#52864) or double sided (#52865)
    Manual fault box with 6 faults for the following communication circuits:
    ○ DRL resistor
    ○ Backup lights
    ○ Turn signals
    ○ I/P dimmer switch
    ○ Multifunction switch
Contents
    All OEM components, wiring, connectors and wire colors on BCM
    Integrated daytime running lights
    OBDII data link connector
    Full OEM diagnostic functionality supporting OBDII scan tool readout with OEM DTC’s and bi-directional controls
    CL-1918-01 Front Lights (#52433) (2)
    CL-1918-2B Control Panel with BCM (#52434) (2)
    CL-1918-03 Rear Lights wth red turn/brake lights (#52435) (2)
    CL-1918-12 Set of 58 jumper wires (#52440) (2)
    CL-1918-10 Stand with lockable storage box (1)
    CL-1918-11 12VDC Power Supply (#52439) 
	1
	
	
	


14 Piece Diesel Compression Tester Set for Cars, Trucks, Tractors

Set includes the tester and all necessary adapters to measure cylinder pressure on most diesel-equipped cars, trucks and tractors. Includes adapters for these engines: Ford/Navistar 6.9/7.3 liter engine Audi, Volvo, VW, Cummins 5.9 liter, M-B cars & trucks with 24 MM ports V-185, 210, 225, 555, VT-255, 555 Bacharach adapter M-B 18 MM (prior to 1978) M-B 12 MM (1978 and up) Majority of H-D tractor diesel engines including Allis Chalmers, Case, Deere, Ford, I. H., Mack, Onan, Waukesha Cummins V-6, V-8, V-12 BMW 2.4 liter, Lincoln (Mark-VII) 1984 & 1985, Peugeot 12 MM/18MM Chevy Luv 1.8/2.2 liter, Isuzu 1.8/2.2 liter, Toyota 1.8 liter G. M. 4.3/5.7/6.2/6.5 liter (turbo) Detroit Diesel 53, 71, 92, 110, 149, V53, V71 Cat D-336, 1674, 1676, 3406, 3408, 3412 (capsule-type nozzles) Case, Cat, Deere, Waukesha

	
	1
	
	
	


  Description: 

*Measures the RPM of any rotational part. 

*Large LCD displaying 

*Wide measuring range & high resolution. 

*Digital display gives exact RPM with on guessing or errors. 

*The last value/min. Value will be automatically stored in memory and can be displayed     

   by turn anytime. 

*The use of durable. 

*The housing has been carefully shaped to fit comfortably in either hand. 

*Wide measuring range & high resolution. 

*Digital display gives exact RPM with on guessing or errors. 

*It is a great tool to measure In wood and metal working it can be used to accurately    

  measure the speed of a lathe. 

Feature: 

*Display: Large 5 digit, 18mm LCD. 

*Test select: Automatic. 

*Range: 2.5 to 99,999 RPM 

*Resolution: 0.1 RPM (from 2.5 to 999.9 RPM) 1 RPM (over 1,000 RPM) 

*Accuracy: +/-( 0.05%25 +1 digit) 

*Distance: 50 to 500mm/ 2 to 20 inch 

*Memory: Last Value. Max Value. Min RPM

	
	1
	
	
	

	8
	Automatic Transmission
	Automatic Transmission 5 speed 
	3
	
	
	

	Lot 2(c)- Agro mechanics Tools and Equipment(Leonora -Guyana)


	1
	 Outboard Engine -
	4 Stroke Outboard Engine (40HP)
	1
	
	
	

	2
	 4 Stroke engine
	5 Horse Power 4 Stroke engine( for  e.g. Rototiller or similar) 
	1
	
	
	

	3
	  Diesel Engine
	4Cylinder Diesel Engine ( 4 stroke )
	1
	
	
	

	4
	Heavy Duty Gear Box
	• Max. Input Power 270KW(360PS) • Max. Input Torque 1500N.m; • Speedometer ratio 1/545 mechanical, 6 electronic;• Gearshift Double-H, Gear I – VIII “ZF” synchronized, crawl and reverse dog-clutch
;• Installation Flange-mounted to engine, or installed separately, Horizontal to Right or Left, Vertical;
• Oil Capacity 13 L
	1
	
	
	

	5
	Hammer Mill
	Hammer Mill
	1
	
	
	

	6
	Water Pump (small) -
	 3 inches ,engine driven gasoline )
	1
	
	
	

	7
	Disc Ploughs - 
	2 Disc
	1
	
	
	

	8
	Brush Cutter -
	Brush Cutter - 
	1
	
	
	

	9
	Chain Saw (5m) - 
	Chain Saw (5m) –
	1
	
	
	

	10
	Differential
	Differential ( truck type)
	1
	
	
	

	11
	Blower for Spraying Plant
	Blower for Spraying Plant (Air Foxx High Velocity 1 HP 3 Speed 3 Position 4000 CFM Air Mover )
	1
	
	
	

	12
	Honing Tools
	Range (2-3/4 inches - 10-1/4 inches) Cylinder hone body with 1 set of 15540 standard range rack (range is 3 inches to 4-1/4 inches) 1 set each of 15500 coarse stones and 15510 medium stones
	1
	
	
	

	13
	Ring Compressor
	Ring Compressor (Blade Width 3-1/2", Diameter Range 2-1/8" TO 5", Specification GGG-C-555)
	1
	
	
	

	14
	3/4 Drive Tools (Sockets etc.) with breaker bar
	20-piece impact 6-point (includes 3/4, 13/16, 7/8, 15/16, 1, 1 1/16, 1 1/8, 1 3/16, 1 1/4, 1 5/16, 1 3/8, 1 7/16, 1 1/2, 1 5/8, 1 11/16, 1 3/4, 1 13/16, 1 7/8, 1 15/16, 2 in.)
	1
	
	
	

	15
	Oil Filter Straps
	· Heavy Duty  to handle  Filters  with diameters up to 9" (229mm) 

· Strap  made from  High Strength Oil Resistant Nylon

· Handle  made  from Forged Steel Chrome Plated 3/8" and 1/2" Drive Engagement
	2
	
	
	

	16
	Cylinder dial bore gauge 
	Electronic Dial Bore Gage Set, 1.4-6" Measuring Range
	1
	
	
	

	17
	Tools for Chain Saw
	71pcs Air pneumatic Tools Kit ;(1pc 1/2" Impact Wrench,8pcs 1/2"Impact Sockets, 1pc 3/8" Ratchet wrench,1pc 3/8" to 1/2" Adapter; 9pcs Hex Bites, 1pc Hex Bite Adapter;1pc Air hammer; 3pcs Chisel, 1pc Spring Retainer, 1pc 1/4" Die Grinder, 10pcs Grinding Stones,1pc 3/4" Sanding Drum, 10pcs Sanding Paper, 1pc Blow Gun, 1pc 4mm Hex Key;1pc Quick Coupler, 5pcs Male Plugs, 1pc Female Plug, 1pc 1/8" Collet, 1pc Tire Chuck, 2pcs Hex Wrench, 7pcs Blow Gun Accessories, 1pc sealing Tape, 1pc Tool Oil, 1pc Blow Case
	1
	
	
	

	18
	Heavy Duty vice with bolts
	Heavy Duty vice with bolts 
	2
	
	
	

	19
	Angle Grinder with Cuitin, Grinding,
	Electric Power 2400W/230mm Angle Grinder (MTS-AG8016) 

Volt&Freq. 110/230V, 60Hz; Input Power 2400W, Disc Wheel Diameter 180/230MM, No-load Speed 6000r/min; Ergonomic design prevent fatigue, Slide switch for easy operation, Dust-proof bearing prevents dust and debris from getting into the gears, 2-Position auxiliary handle.)
	1
	
	
	

	20
	Sanding Discs 
	Sanding Discs (220 volts/60hz)
	1
	
	
	

	21
	Ring Groove wear gauge
	Ring Groove wear gauge 
	1
	
	
	

	22
	Timing Gauge Set
	Timing  Gauge Set 
	1
	
	
	

	23
	Valve re –facing machine
	Control-Manual
Machine Weight-670 lbs-305 kg
Base Cabinet-Optional
Valve Stem Diameter Range (with Standard Chuck)-0.157"-0.551"-4mm-14mm
Valve Stem Length Range (with Standard Chuck)-2.125"-10.250"-54mm-260mm
Valve Head Diameter Range-0.781"-4.000"-20mm-102mm
Valve Total Length Range-3.500"-12.500"-89mm-317mm
Valve Face Angle Range-15°-50°
Valve Grinding Wheel Diameter-7.000"-178mm
Butt Grinding Wheel Diameter-3.000"-76mm
Valve & Butt Grinding Wheel Speed-3450 RPM at 60Hz & 2850 at 50Hz
Valve Rotation Speed-20250
Coolant Capacity (with Cabinet)-5 Gallon-20 Liter
Valve Grinding Motor Power-0.5 HP, AC-0.375 Kw, AC
Grinding Oil Pump Power Flow-0.025HP - 300GPH-0.02KW - 20LPM
Valve Rotation Motor Power-0.083 HP, DC-0.062 Kw, DC
Valve Stem Diameter Range (with Optional Small Chucks - VR7 Only-0.138"-.750"-3.5mm-19mm
Valve Stem Length Range (with Optional Large Chucks - VR7 Only)-1.220"-10.250"-31mm-260mm
Coolant Capacity (without Cabinet - VR7 Only)-1 Gallon-5 Liter
Dimensions - Machine (without base cabinet - VR7 Only)-36D x 27W x 25" H-902D x 686W x 622mm H
Dimensions - Shipping (without base cabinet - VR7 Only)-27D x 34W x 25" H-686D x 864W x 635mm H
Machine Weight (without base cabinet - VR7 Only)-420 lbs-191 Kgs
Dimensions - Machine-36D x 27W x 58" H-902D x 686W x 1461mm H
Electrical Requirements-115 or 230V, 20 or 10A, 50/60Hz, 1Ph
Air Requirements-cfm @ 90 psi-l/min @ 6 bar

	1


	
	
	

	24
	Powered timing Light
	Powered timing Light 
	1
	
	
	

	25
	Spark Plug Cleaner
	Spark Plug Cleaner 
	1
	
	
	


	Lot 3: 
Welding and Metal Work Equipment and Supplies
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	Lot 3(a)- Metal Work Engineering Equipment(GTI -Guyana)

The frequency for all electrical equipment is 60 Hz


	1
	Micro Meter 
	 2-3/80-75 (outside)
	3
	
	
	

	2
	Micro Meter 
	0-1/0-25 (outside)
	2
	
	
	

	3
	Micro Meter 
	 1-2/25-50 (outside)
	3
	
	
	

	4
	Dial Indicator
	Dial Indicator
	3
	
	
	

	5
	Micro Meter 
	 3-4/75-100 (outside)
	3
	
	
	

	6
	Micrometer inside 
	 2-3 digital
	7
	
	
	

	7
	Electronic Surface texture -
	Electronic Surface texture -
	1
	
	
	

	8
	Engineering Level
	Engineering Level
	1
	
	
	

	9
	Machinist Jack
	Machinist Jack
	1
	
	
	

	10
	Thread gauge
	Thread gauge
	1
	
	
	

	11
	Surface Texture guage
	Surface Texture guage
	1
	
	
	

	12
	Dresing tool (diamond)
	Dresing tool (diamond)
	3
	
	
	

	13
	Champing device 
	device with set of collets
	1
	
	
	

	14
	Angle Grinder 
	 (7”)
	1
	
	
	

	15
	Grinding disc 
	 (7’)
	1
	
	
	

	15
	Cutting  disc
	 (7”)
	1
	
	
	

	17
	Reamer Adjustable 
	11/32 to 3/8
	2
	
	
	

	18
	Quandrant Device 
	 with set of change gears
	1
	
	
	

	19
	Tool Bit
	5/8 HSS 
	8
	
	
	

	20
	Toll Bit
	½ Hss 
	8
	
	
	

	21
	Tool Bit
	3/8 Hss 
	8
	
	
	

	22
	Tool Bit
	5/16 Hss 
	8
	
	
	

	23
	Tool Bit
	¼ Hss 
	8
	
	
	

	24
	Taper Sleeves 
	 1-2
	6
	
	
	

	25
	Taper Sleeves 
	 2-3
	4
	
	
	

	26
	Taper Sleeves
	 3-4
	4
	
	
	

	27
	Oddleg Caliper
	Oddleg Caliper
	10
	
	
	

	28
	Feeler guage
	Feeler guage
	2
	
	
	

	29
	Reamer Adjustable 
	 15/32 to 11/32
	2
	
	
	

	30
	Reamer Adjustable 
	23/22 to 25/32
	2
	
	
	

	31
	Revoling kriurling tool
	Revoling kriurling tool
	7
	
	
	

	32
	Universal   grinding Machine
	Universal   grinding Machine
	1
	
	
	

	33
	Centre drill 
	#1
	7
	
	
	

	34
	Centre drill
	# 2
	7
	
	
	

	35
	Centre drill
	#3
	7
	
	
	

	36
	Centre drill
	# 4
	7
	
	
	

	37
	Centre drill
	# 5
	7
	
	
	

	38
	Triangle
	Lathe Machine Tools Triangle Carbide Tip Cutting Tool to be used on tool bar
	2
	
	
	

	39
	Smooth square file
	Smooth square file
	3
	
	
	

	40
	Knife edge file smooth
	Knife edge file smooth
	3
	
	
	

	41
	Try Square
	90° 
	5
	
	
	

	42
	Sledge Hammer
	Sledge Hammer
	1
	
	
	

	43
	Cold chisel Set
	12 pcs assorted 
	1
	
	
	

	44
	Soft  Hammer
	Soft  Hammer to be used in furniture making
	1
	
	
	

	45
	Pipe  wrench 
	Pipe  wrench 12”
	1
	
	
	

	46
	Hack Saw blade
	24 teeth
	20
	
	
	

	47
	Hack Saw blade
	H32 teeth
	20
	
	
	

	48
	Pipe wrench 
	 6”
	1
	
	
	

	49
	Pipe  wrench
	 8”
	1
	
	
	

	50
	Engineering Level
	Engineering Level
	1
	
	
	

	51
	Machinist Jack
	Machinist Jack
	1
	
	
	

	52
	Thread gauge
	Thread gauge
	1
	
	
	

	53
	Surface Texture guage
	Surface Texture guage
	1
	
	
	

	54
	Dressing tool 
	Dressing tool (diamond)
	3
	
	
	

	55
	Champing device 
	device with set of collets
	1
	
	
	

	56
	Angle Grinder 
	 (7”)
	1
	
	
	

	57
	Grinding disc 
	 (7’)
	1
	
	
	

	58
	Cutting  disc
	 (7”)
	1
	
	
	

	59
	Reamer Adjustable 
	11/32 to 3/8
	2 of each
	
	
	

	60
	Quandrant Device 
	 with set of change gears
	1
	
	
	

	61
	Tool Bit
	5/8 HSS 
	8
	
	
	

	62
	Tool Bit
	½ Hss 
	8
	
	
	

	63
	Tool Bit
	3/8 Hss 
	8
	
	
	

	64
	Tool Bit
	5/16 Hss 
	8
	
	
	

	65
	Tool Bit
	¼ Hss 
	8
	
	
	

	Lot 3(b)- Metal Work Equipment (GITC -Guyana)
The frequency for all electrical equipment is 60 Hz


	1
	Accessories Centre Lathe – 
	Accessories 10” 4 jaw independent chuck heavy duty, are designed to grip round or odd shaped work ,steel body and two-piece hard reversible jaws  made of high quality carbon steel and hardened.
	4
	
	
	

	2
	Accessories Centre Lathe  
	 8” 3jaw universal chuck heavy duty, are designed to grip round or odd shaped work ,steel body and two-piece hard reversible jaws  made of high quality carbon steel and hardened.
	4
	
	
	

	3
	Accessories Centre Lathe  
	Steady rest (portable & Fixed)
	4
	
	
	

	4
	Accessories Centre Lathe Steady rest
	 Revolving and Dead Centre, Completely hardened and ground, High concentricity, Made of tool steel, Type 673 full point with centre bore, Heavy duty
	4
	
	
	

	5
	Accessories Centre 
	 Lathe Jacob chuck with morse tapper shank
	4
	
	
	

	6
	Accessories Centre Lathe 
	Driver plate
	4
	
	
	

	7
	Accessories Centre Lathe -
	Lathe Carrier
	4
	
	
	

	8
	Accessories Centre Lathe -
	4 way tool post turret type
	4
	
	
	

	9
	More tapper sleeves 
	1-2,2-3,2-4 Morse Taper, with Tang Outside: 2 MT,Inside: 1 MT, Reduces a Morse Taper hole to a smaller Morse Taper, Hardened and Ground
	4
	
	
	

	10
	Micro Meter 
	2-3/50-75 (outside) Digital Micrometers - Range 2-3"/50-75mm. Superior protection against water, coolants, dust & oil. Features large LCD display, inch-metric and zero setting at any position, SPC output, friction thimble, chrome plated frame, carbide tips, automatic power off, easy single-handed use, heat insulated frame. Resolution: .00005"/.001mm.
	5
	
	
	

	11
	Micro Meter
	0-1/0-25 (outside) Digital Micrometers - Range 2-3"/50-75mm. Superior protection against water, coolants, dust & oil. Features large LCD display, inch-metric and zero setting at any position, SPC output, friction thimble, chrome plated frame, carbide tips, automatic power off, easy single-handed use, heat insulated frame. Resolution: .00005"/.001mm.
	5
	
	
	

	12
	Micro Meter 
	3-4/75-100 (outside) Digital Micrometers - Range 2-3"/50-75mm. Superior protection against water, coolants, dust & oil. Features large LCD display, inch-metric and zero setting at any position, SPC output, friction thimble, chrome plated frame, carbide tips, automatic power off, easy single-handed use, heat insulated frame. Resolution: .00005"/.001mm.
	5
	
	
	

	13
	Micro Meter 
	4-6/75/100 (outside) Digital Micrometers - Range 2-3"/50-75mm. Superior protection against water, coolants, dust & oil. Features large LCD display, inch-metric and zero se16tting at any position, SPC output, friction thimble, chrome plated frame, carbide tips, automatic power off, easy single-handed use, heat insulated frame. Resolution: .00005"/.001mm.
	5
	
	
	

	14
	Machinist Jack
	1-1/2" jack base for added stability
	1
	
	
	

	15
	Adjustable Hacksaw frames
	heavy-duty hacksaw frame. Spring tensioned blade loading mechanism, with strong retangular back section for blade storage. Alternative 55 degrees blade mounting for flush cutting. Comes with a 24 TPI blade.
	 
	
	
	

	16
	Hack Saw blade
	24 teeth 12" Hack Saw Blade with 24 Teeth per Inch Milwaukee carbide grit hack saw blades are designed to cut cast iron, ceramic tile, fiberglass, slate, brick and marble. Features: 12 Teeth per Inch 12" Long
	20
	
	
	

	16
	Hack Saw blade
	Triangular three-square shape for filing angles, grooves, corners, and dies, Diamond grit on all sides for removal of material on hardened steels, hard metals, glass, ceramics, and fiber-reinforced plastics, Grit is electroplated to file surface for durability,8" long, Includes an ergonomic plastic handle for grip.
	20
	
	
	

	18
	 triangular file
	14” half round double cut
	6
	
	
	

	19
	 half round tapered file
	10” square round, Flat side allows for standard sharpening and half round/taper. Allows for sharpening of curved and hard to get at places; handle 17/32-Inch thick by 3 9/16-Inch long 
	6
	
	
	

	20
	square round tapered file
	Ideal for sharpening carbide tipped saw blades, router bits, pruners, sheers axes and most carbide and HSS tooling
	6
	
	
	

	21
	 try square
	  Range: 11/32"-3/8 
	6
	
	
	

	22
	Reamer Adjustable 
	 Adjusted by loosening the nut at one end and tightening the nut at the other end.
	6
	
	
	

	23
	Engineers  Level 
	10” 375 mm Engineers' and Plumbers' spirit level .  Glass vials - one level, one plumb, and one incline.  Scratch resistant.  Adjustable incline level.  Cast iron 
	5
	
	
	

	24
	Tool Bit
	5/8 Hss Black Oxide Treated, Straight Shank 118 Deg. Point.
	8
	
	
	

	25
	 Toll Bit
	½ Hss Black Oxide Treated, Straight Shank 118 Deg. Point.
	8
	
	
	

	26
	 cold chisel set
	12 piece assorted
	1 set
	
	
	

	27
	Portable electric hammer type drilling machine 
	½” 10.0 Amp motor delivers increased drilling performance 0-1200 RPM, variable speed reversing switch for increased versatility, Soft grip handle and two-finger trigger for increased comfort and greater control,360 degree locking side handle with soft grip for greater control and versatility; Metal gear housing for jobsite durability and increased reliability
	1
	
	
	

	28
	 HSS Drill Bit set 
	 34 pieces 1 /64” – ½’’ HSS Black Oxide Treated, Straight Shank 118 Deg. Point
	1
	
	
	

	29
	Angle Grinder 
	(7”)
	1
	
	
	

	30
	Cutting Disc 
	(7”)
	1
	
	
	

	31
	Thread Gauge 
	(Imperial (TPI) 0150 – 4(TPI)
	6
	
	
	

	32
	Adjustable Guage
	 (1/4’ – 1”)
	6
	
	
	

	33
	Gap Gauge 
	(1/4” -1”)
	6
	
	
	

	34
	Surface texture gauge
	 (Table 4” – Cat Iron)
	1
	
	
	

	35
	Universal   grinding Machine
	115V, 50/60 Hz
	1
	
	
	

	36
	Centre drill #1
	#1 Double Ended Tool For Centering Prior To Drilling Or For Producing A Countersink From, For Lathe Centre Location. Suitable For Both Hand And Machine Use.
	2
	
	
	

	37
	Centre drill # 2
	#2 Double Ended Tool For Centering Prior To Drilling Or For Producing A Countersink From, For Lathe Centre Location. Suitable For Both Hand And Machine Use.
	2
	
	
	

	38
	Centre drill #3
	#3 Double Ended Tool For Centering Prior To Drilling Or For Producing A Countersink From, For Lathe Centre Location. Suitable For Both Hand And Machine Use.
	2
	
	
	

	39
	Centre drill # 4
	#4 Double Ended Tool For Centering Prior To Drilling Or For Producing A Countersink From, For Lathe Centre Location. Suitable For Both Hand And Machine Use.
	2
	
	
	

	40
	Centre drill # 5
	#5 Double Ended Tool For Centering Prior To Drilling Or For Producing A Countersink From, For Lathe Centre Location. Suitable For Both Hand And Machine Use.
	2
	
	
	

	41
	Triangle
	High quality hardened stainless steel with polish finish with acid-etched color coded inch/metric graduations. Cork backing prevents slipping and raises ruler from work surface to prevent in smearing. Convenient built-in hang hole. Degree Graduations: 1; Material(s): Stainless Steel; Ruler Size: 12quot; Ruler Edge/60; Color(s): Silver.
	3
	
	
	

	42
	Smooth square file
	12" Machinists Three Square Smooth File
	3
	
	
	

	43
	Knife edge file smooth
	Wedged for filing slots; American pattern file for non-precision material removal; Double-cut, variable-pitch teeth on both sides; Single-cut teeth on knife edge for finishing, sharpening, and deburring; no teeth on the flat edge to protect adjacent surfaces, with handle .
	3
	
	
	

	44
	90°  Try Square
	90˚stainless try square, easy to read and accurate with large, bold numbers and graduations. Size 10.8 x 15 x 12.8 inches
	5
	
	
	

	45
	Sledge Hammer
	3.8 pounds, Drop Forged, Heat Treated Steel Heat, Fully Polished Heat, Square, Polished Striking Faces, Rugged 50 percent Fiberglass Handle, Cushioned Textured Non-Slip Rubber Grip, Epoxy Bond Locks Heat to Handle.
	1
	
	
	

	46
	12 pcs assorted Cold chisel Set
	 12 piece Chisel And Punch  with vinyl grips Contains: 4" x 1/8" punch 4" x 3/32" punch 4" x 3/16" punch 5" x 3/16" chisel 6" x 3/8" chisel 5" x 1/2" chisel 7" x 5/8" chisel 5/8" bit width 8 length x 3/4" diameter Drop forged steel Heat treated for strength and assorted cold chisels and punches in a vinyl kit Kit contains 1 each of the following cold chisels No's 518, 511, 505 Punches with vinyl grips Carded
	1
	
	
	

	47
	Soft  Hammer
	 balanced light two faced hammer- 10 1/2" long 
	1
	
	
	

	48
	Pipe  wrench 12”
	12” Sturdy, cast-iron housing, I-beam handle with full floating forged hook jaw; Self-cleaning threads with replaceable hook and heel jaws; has a pipe capacity of 2 inches
	1
	
	
	

	49
	Pipe wrench 6”
	6” Sturdy, cast-iron housing, I-beam handle with full floating forged hook jaw; Self-cleaning threads with replaceable hook and heel jaws; has a pipe capacity of 2 inches
	1
	
	
	

	50
	Pipe  wrench 8”
	8” Sturdy, cast-iron housing, I-beam handle with full floating forged hook jaw; Self-cleaning threads with replaceable hook and heel jaws; has a pipe capacity of 2 inches
	1
	
	
	

	51
	Tool Bit
	 5/16 Hss
	8
	
	
	

	Lot 3(c)-  Welding and Metal Work Equipment(Leonora -Guyana)
The frequency for all electrical equipment is 60 Hz


	1
	Electrode drying open 
	 WORKING SPACE (mm)
(Dia. x Depth)  :  210 x 250 x 480
CAPACITY (approx)  :  18 Kg. (40 lbs)
NO. OF SHELVES  :  Two
TEMPERATURE RANGE  :  Ambient – 370oC (698oF)
INPUT POWER  :  2.25 kW
INPUT CURRENT  :  9.7 Amp
INPUT SUPPLY  :  230/240 V, Single phase AC, 60 Hz
AIR CIRCULATION  :  Natural convection
TYPE OF CONTROL  :  Digital Indicating Temperature Controller

	2
	
	
	

	2
	Plasma – Arc  cutter
	• Lightweight and portable, inverter technology
• 1/2" on DC TIG, 3/4" cut on plasma and DUAL VOLTAGE 110v/220v/60hz
• Welds almost any metal (DC only will not weld aluminum)
• High duty cycle of 60% at rated amperages for TIG/Stick/Plasma
• Lightweight and portable , inverter technology
• 1/2" on DC TIG , 3/4" cut on plasma and DUAL VOLTAGE 110v/220v/60hz
	1
	
	
	

	3
	MIG Welding machine
	With Wheel Kit & Cylinder Rack,
30 to 250 amps of pure power in a heavy-duty 15ft., 200 Amp welding gun Power Cord (ft.): 10, Regulator and Gas Hose Included: Yes, Shielding Gas Required: Yes for solid wire, no for flux core wire, Dimensions L x W x H (in.): 31 1/2 x 18 7/8 x 36 1/2, Welding Wire Diameter (in.): 0.23/0.24, .030, .035, .045, Weldable Metals: Steel, stainless, aluminum, Amps: 250, Clamp Cable Length (ft.): 10, Mig Ready: Yes, Wire Feed Speed Control: Yes, 0-700 IMP, Volts: 230;60hz, Weld Thickness (in.): 1/2, Cart: Yes, integrated cylinder cart, Duty Cycle: 60% @ 175A
	1
	
	
	

	4
	welding tips
	No. 2 
	6
	
	
	

	5
	welding tips
	No. 5 
	6
	
	
	

	6
	cutting tips
	No. 2 
	6
	
	
	

	7
	cutting tips
	No. 4 
	6
	
	
	

	8
	Safety welding boots
	Upper material:Full Grain Cow leather
Lining: Breathable BK mesh
Outsole: PU/PU (Injection)
Size: 36-48(Euro), 4-12（UK） 
	24
	
	
	

	9
	cuttings tips
	 No. 5
	6
	
	
	

	10
	Pedestal  drill press 
	 (2cm)
	1
	
	
	


Tester Hardness parameter: HL,HRC ,HRB,HRA,HV,HB,HS, Tensile strength U.T.S. range(steel only): ¨®b from 374 to 2652

. Features:


Statistical data and upper-lower limit setting

RS-232 interface (to hyper terminal or data view software)

Time and date setting; auto-clock

Back-light LCD

	Direct display of hardness scales 
	1
	
	
	

	12
	Welding spats
	· Heat, flame and abrasion resistance

· Riveted stress points cover

· Attaches from the back of the leg with adjustable Velcro closure
	24
	
	
	

	13
	Welding leggings or gaiter
	· Chrome leather

· 406mm length

· Quick release Velcro


	6
	
	
	

	14
	Hack saw blades 
	24 teeth  - 2.5cm
	20
	
	
	

	15
	Hack saw blades teeth 
	32teeth – 2.5 cm 
	20
	
	
	

	16
	Single Wheel pipe 
	(5-10cm) 
	1
	
	
	

	17
	Single wheel pipe  cutter 
	(0-5cm) 
	1
	
	
	

	18
	Bench type bolt cutter (
	(40cm) 
	5
	
	
	

	19
	Metric open  end spanners 
	(set) 
	1
	
	
	

	20
	Metric Sockets 
	(set) 
	1
	
	
	

	21
	Pistol Type oil cans
	· Pistol-type oil can
· Steel material
· Container size: 6 ounces
· Flex-hose spout
 
	1
	
	
	

	22
	Phillip head screw drivers 
	(64cm)
	2
	
	
	

	23
	Phillip head screwdrivers 
	(38cm)
	2
	
	
	

	24
	Junction Drive-type screw driver
	(38cm)
	2
	
	
	

	Lot 3(d) Welding and Metal Work- All Saints Secondary Antigua

The frequency for all electrical equipment is 60 Hz


	1
	Cutting tips torch set up
	· OXYGEN REGULATOR
· ACETYLENE REGULATOR
· WELDING NOZZLES (#0 #2 #4)
· CUTTING ATTACHMENT
· Torch Handle
· CUTTING NOZZLE
· TWIN HOSE: 15 FT X 1/4" C/W FITTINGS
· TIP CLEANERS
· GOGGLES
· SPARK LIGHTER
	10
	
	
	

	2
	Coal chisels 
	Flat
	10
	
	
	

	3
	Coal chisels 
	Diamond point
	10
	
	
	

	4
	Coal chisels 
	cross cut
	10
	
	
	

	5
	Coal chisels 
	½ round
	10
	
	
	

	6
	Welding Shields
	· Shield is made out of fiberglass

· Flip-up type front glass

· Comes with universal spring fitting

· Can be fitted on any helmet


	10
	
	
	

	7
	Goggles
	Rigid 50 mm dual cup eye goggles. Compact design with elastic headband 
	20
	
	
	

	8
	Wrench sets
	Set 8 Pc. Includes: 3/8 in. thru 13/16 in. 
	20
	
	
	

	9
	Adjustable wrenches
	150mm Adjustable Wrenches With A Ring Spanner Built Into The Handle.
	2
	
	
	

	10
	Digital Micrometer
	4-6/75/100 (outside) Digital Micrometers - Range 2-3"/50-75mm. Superior protection against water, coolants, dust & oil. Features large LCD display, inch-metric and zero setting at any position, SPC output, friction thimble, chrome plated frame, carbide tips, automatic power off, easy single-handed use, heat insulated frame. Resolution: .00005"/.001mm.-
	5
	
	
	

	11
	Inside caliper
	 20 Cm2
	10
	
	
	

	12
	Divider
	Size: 14cm
	20
	
	
	

	13
	Scriber
	 Straight, double end, scriber with magnet
	20
	
	
	

	14
	Center punch
	¼;5/16;3/8;1/2;5/8 inch
	4 of each type
	
	
	

	15
	Try-square
	Range: 11/32"-3/8
	20
	
	
	

	16
	Outside caliper
	 Spring Calipers Set 3pce
Weight Kg:  0.318 Sub Category:  Mechanical Engineering Dividers

	20
	
	
	

	17
	Ball pein hammer,
	224 gm head – weight – fiber glass handle smooth face 
	20
	
	
	

	18
	Cross pein hammer,
	3 or 4 lbs: fiberglass handle
	20
	
	
	

	19
	Straight pein hammer
	3 or 4 lbs: fiberglass handle
	20
	
	
	

	20
	Gloves
	Canvas Gloves, small - medium
	20
	
	
	

	21
	Aprons
	 9 oz. flame resistant cotton welding jacket with collar, Extended length coverage, Dual inside and scribe pockets, Adjustable cuff and waist straps

	20
	
	
	

	22
	Welding Helmets
	
Auto Darkening No
View Area W x H (in.) 4 1/2 x 2
	20
	
	
	

	23
	Pliers
	 diagonal, 18cm long with plastic coated cushion grip handle for heavy dry cutting
	10
	
	
	

	24
	Drill Bit Set
	34 pieces 1 /64” – ½’’ Black Oxide Treated, Straight Shank 118 Deg. Point
	5
	
	
	

	25
	Bench Vice
	 Size no. 6
	10
	
	
	

	26
	Oxy –Acetylene welding system
	• Torch Handle 
• Oxygen Regulator 
• Acetylene Regulator 
• Cutting Attachment 
• 3 Welding Tips 
• 1/4'' X 15 Ft. Twin Hose With Connectors 
• Welding Goggles 
• Spark Lighter 
• Tip Cleaner 
• Oxygen Check Valve 
• Acetylene Check Valve 
• Heavy Duty Molded Storage Case 
• Brass Welding Torch With Double O-Ring Seals 
	2
	
	
	

	27
	Arc Welding Machine
	Input Power • 230/1/60Hz
Rated Output • 125A DC/25V/20%
• 225A AC/25V/20%
Input Current • AC:50A
• DC: 36A
Output Range • 30-125A DC
• 40-225A AC
	6
	
	
	

	28
	Chop Saw
	· Arbor Size (Inches)-1

· Cutting Capacity (Inches)-5

· Length (Inches)-21.25

· Material-Steel and Metal

· Package Contents-Chop saw includes 14-in abrasive wheel, fence wrench, and tool-free flange system

· Accessories/Parts Included-14-in abrasive wheel, fence wrench, and tool-free flange system

· Base Construction-Metal

· Blade Diameter (Inches)-14

· Blade Speed (RPM)-4000

· Case 

· Rated Voltage 110v/60 Hz

	1
	
	
	

	29
	Hammer Drill
	• Rated Voltage 110v/60 Hz 
• Rated Power 1000 Watt 
• Shock Times 0-300pm 
• Concrete Capacity 1-1/2'' 
• Steel Capacity 1'' 
• Accessories 
• Deep Gauge 
• Side Handle 
• Dirt Proof Boot 
• 3 Pc. Sds Drill Bits 
• 1 Pc. Sds Chisel 
• 1 Pc. Sds Punch 
• I Pc. Molding Case 
	1
	
	
	

	30
	MIG Machine
	180 AMPSMIG/FLUX/-Wire feed Welder 240 v @ 140 AMPS    Input Power • 208/230/1/60Hz
Rated Output • 130A/17V/30%
• 130A/20V/30%
Input Current • 20A
Output Range • 30-180A DC
Solid Wire Size Range • .025-.035
Cored Wire Size Range • .030-.045
Wire Feed Speed Range • 50-500 ipm (1.3-12.7 m/min)
Dimensions (H x W x D) 14 in x 10.15 in x 18.6 in (357 mm x 258 mm x 472 mm)
	1
	
	
	

	31
	TIG
	240v Inverted –Arc/TIG Welder    Input Power • 115/1/50/60Hz
• 230/1/50/60Hz
Rated Output • 90A/13.6V/100%
Input Current • 20A
• 25A
Output Range • 5-160A DC
Dimensions (H x W x D) 13 in x 8 in x 17 in (330 mm x 203 mm x 432 mm)

	1
	
	
	

	32
	Extractors
	 Screw Extractor Set 6pce 

	5 
	
	
	

	33
	Vertical Milling Machine
	• Vertical spindle 
• Digital Readout 2 axis 
• Table power feed X axis 
• Coolant system with base tray 
• Halogen work light 
• MT3 /MT2 sleeve adapter 
• Front and rear rubber way covers 
• 1/2 inch drill chuck with arbor 
• Manual draw bar
• Table Size: 9-1/2 x 39-3/8 inches 
• Table rotation: 45 degree, right and left
• Ram turret rotation: 180 degree 
• Spindle tilting: 90 degree, right and left
• Spindle Taper: R8 
Axis Travel - knee up/down: 12-1/2 inches
• Max distance spindle to column: 26-3/4" 
• Max distance spindle to table: 14-1/2 inches 
• Vertical spindle motor: 3HP, 220V, 1phase 
• Horizontal • Spindle Taper: R8 
• End milling capacity: 1 inch 
• Face milling capacity: 4 incheso X Axis Travel- longitudinal: 23-1/2 inches
• Y Axis Travel - cross: 8-1/2 inches
• Z spindle motor: 2HP, 220V, 1phase 
• Vertical Spindle speeds (9): 285 / 390 / 490 / 585 / 665 / 860 / 1320 / 1720 / 2300 rpm
• Horizontal spindle speeds (8): 72 / 170 / 210 / 240 / 290 / 550 / 830 / 1300 rpm
• Quill (Spindle) travel: 5 inches 
• Ram travel: 11 inches
	1
	
	
	

	35
	Horizontal Milling Machine
	• Vertical spindle and horizontal spindle
• Digital Readout 2 axis 
• Table power feed X axis 
• Coolant system with base tray 
• (2) 1 inch and 1-1/4 inch arbors & spacers for horizontal spindle 
• R8-MT3 arbor adapter Right angle support for horizontal spindle 
• Halogen work light 
• MT3 /MT2 sleeve adapter 
• Front and rear rubber way covers 
• 1/2 inch drill chuck with arbor 
• Manual draw bar
• Table Size: 9-1/2 x 39-3/8 inches 
• Table rotation: 45 degree, right and left
• Ram turret rotation: 180 degree 
• Spindle tilting: 90 degree, right and left
• Spindle Taper: R8 
Axis Travel - knee up/down: 12-1/2 inches
• Max distance spindle to column: 26-3/4" 
• Max distance spindle to table: 14-1/2 inches 
• Vertical spindle motor: 3HP, 220V, 1phase 
• Horizontal • Spindle Taper: R8 
• End milling capacity: 1 inch 
• Face milling capacity: 4 incheso X Axis Travel- longitudinal: 23-1/2 inches
• Y Axis Travel - cross: 8-1/2 inches
• Z spindle motor: 2HP, 220V, 1phase 
• Vertical Spindle speeds (9): 285 / 390 / 490 / 585 / 665 / 860 / 1320 / 1720 / 2300 rpm
• Horizontal spindle speeds (8): 72 / 170 / 210 / 240 / 290 / 550 / 830 / 1300 rpm
• Quill (Spindle) travel: 5 inches 
• Ram travel: 11 inches
	1
	
	
	

	Lot 3(e) Welding and Metal Work- ( Princess Margaret  Secondary Antigua)

The frequency for all electrical equipment is 60 Hz


	1
	Cutting tips torch set up
	· OXYGEN REGULATOR
· ACETYLENE REGULATOR
· WELDING NOZZLES (#0 #2 #4)
· CUTTING ATTACHMENT
· Torch Handle
· CUTTING NOZZLE
· TWIN HOSE: 15 FT X 1/4" C/W FITTINGS
· TIP CLEANERS
· GOGGLES
· SPARK LIGHTER

	10
	
	
	

	2
	Coal chisels 
	Flat
	10
	
	
	

	3
	Coal chisels 
	Diamond point
	10
	
	
	

	4
	Coal chisels 
	cross cut
	10
	
	
	

	5
	Coal chisels 
	½ round
	10
	
	
	

	6
	Welding Shields
	· Shield is made out of fiberglass

· Flip-up type front glass

· Comes with universal spring fitting

· Can be fitted on any helmet


	10
	
	
	

	7
	Goggles
	Rigid 50 mm dual cup eye goggles. Compact design with elastic headband 
	20
	
	
	

	8
	Wrench sets
	Set 8 Pc. Includes: 3/8 in. thru 13/16 in.
	20
	
	
	

	9
	Adjustable wrenches
	150mm Adjustable Wrenches With A Ring Spanner Built Into The Handle.
	2
	
	
	

	10
	Digital Micrometer
	4-6/75/100 (outside) Digital Micrometers - Range 2-3"/50-75mm. Superior protection against water, coolants, dust & oil. Features large LCD display, inch-metric and zero setting at any position, SPC output, friction thimble, chrome plated frame, carbide tips, automatic power off, easy single-handed use, heat insulated frame. Resolution: .00005"/.001mm.-
	5
	
	
	

	11
	Inside caliper
	 20 Cm2
	10
	
	
	

	12
	Divider
	20cm


	20
	
	
	

	13
	Scriber
	 Straight, double end, scriber with magnet
	20
	
	
	

	14
	Center punch
	¼; 5/16;3/8;1/2;5/8 inch 
	4 of each type
	
	
	

	15
	Try-square
	 Range: 11/32"-3/8
	20
	
	
	

	16
	Outside caliper
	Spring Calipers Set 3pce 


	20
	
	
	

	17
	Ballpein hammer
	224 gm head – weight – fiber glass handle smooth face 
	20
	
	
	

	18
	Cross pein hammer
	1 to 4 lbs; fiberglass/wood handle
	5 of each
	
	
	

	19
	Straight pein hammer
	 1 to 4 lbs; fiberglass/wood handle
	5 of each
	
	
	

	20
	Gloves
	Canvas Gloves, small - medium
	20
	
	
	

	21
	Aprons
	 9 oz. flame resistant cotton welding jacket with collar, Extended length coverage, Dual inside and scribe pockets, Adjustable cuff and waist straps

	20
	
	
	

	22
	Welding Helmets
	Auto Darkening: No
View Area W x H (in.) 4 1/2 x 2
	20
	
	
	

	23
	Pliers
	 diagonal, 18cm long with plastic coated cushion grip handle for heavy dry cutting
	10
	
	
	

	24
	Drill Bit Set
	34 pieces 1 /64” – ½’’  Black Oxide Treated, Straight Shank 118 Deg. Point
	5
	
	
	

	25
	Bench Vice
	 Size no. 6
	10
	
	
	

	26
	Lathe (metal work)
	8” *12” Precision Bench top
	1
	
	
	

	27
	Oxy –Acetylene welding system
	• Torch Handle 
• Oxygen Regulator 
• Acetylene Regulator 
• Cutting Attachment 
• 3 Welding Tips 
• 1/4'' X 15 Ft. Twin Hose With Connectors 
• Welding Goggles 
• Spark Lighter 
• Tip Cleaner 
• Oxygen Check Valve 
• Acetylene Check Valve 
• Heavy Duty Molded Storage Case 
• Brass Welding Torch With Double O-Ring Seals 
• All Brass Fittings 
	2
	
	
	

	28
	Arc Welding Machine
	Input Power • 230v
Rated Output • 125A DC/25V/20%
• 225A AC/25V/20%
Input Current • AC:50A
• DC: 36A
Output Range • 30-125A DC
• 40-225A AC
Dimensions (H x W x D) 24 in x 17.25 in x 12 in (610 mm x 438 mm x 305 mm)

	6
	
	
	

	29
	Chop Saw
	Powerful 15 Amp, 4.0 maximum horsepower motor: 

Large cutting capacity

Durable lightweight design: 
durability
Oversized wheel guards: provides added protection from debris
45 Degree miter capacity with adjustable fence

 3900 RPM, 
Power input: 220v

-
	1
	
	
	

	30
	Hammer Drill
	• Rated Voltage 110/60 Hz 
• Rated Power 1000 Watt 
• Shock Times 0-300pm 
• Concrete Capacity 1-1/2'' 
• Steel Capacity 1'' 
• Accessories 
• Deep Gauge 
• Side Handle 
• Dirt Proof Boot 
• 3 Pc. Sds Drill Bits 
• 1 Pc. Sds Chisel 
• 1 Pc. Sds Punch 
• I Pc. Molding Case 
	1
	
	
	

	31
	MIG Machine
	180 AMPSMIG/FLUX/-Wire feed Welder 240v @ 140 AMPS      Input Power • 208/230/1/60
Rated Output • 130A/17V/30%
• 130A/20V/30%
Input Current • 20A
Output Range • 30-180A DC
Solid Wire Size Range • .025-.035
Cored Wire Size Range • .030-.045
Wire Feed Speed Range • 50-500 ipm (1.3-12.7 m/min)
Dimensions (H x W x D) 14 in x 10.15 in x 18.6 in (357 mm x 258 mm x 472 mm)
	1
	
	
	

	32
	TIG
	240vInverted –Arc/TIG Welder  240vInverted –Arc/TIG Welder    Input Power • 115/1/50/60
• 230/1/50/60
Rated Output • 90A/13.6V/100%
Input Current • 20A
• 25A
Output Range • 5-160A DC
Dimensions (H x W x D) 13 in x 8 in x 17 in (330 mm x 203 mm x 432 mm)
Net Weight 39.000 (17.690 kg)
	1
	
	
	

	32
	Plasma Cutting Machine
	1 HP 4” *6” Horizontal/Vertical Metal Cutting Saw     Voltage - 110/220V Available
Duty Cycle - Cycle 60% at 50 Amps and 100% at 30 Amps
Cutting Thickness - 3/4" Rated 1" Severance Cut
3" Per minute @ 1" Thick (Severance Cut)
7" Per minute @ 3/4" Thick
17" Per minute @ 1/2" Thick
Rated Output Current - 50 Amps under both AC 110V and 220V
Frequency - 50 and 60 Hz with operating air pressure as 75 psi @ 5 cfm
	1
	
	
	

	33
	Extractors
	  Screw Extractor Set 6pce 
	5 
	
	
	

	34
	Vertical Milling Machine
	• Vertical spindle 
• Digital Readout 2 axis 
• Table power feed X axis 
• Coolant system with base tray 
• Halogen work light 
• MT3 /MT2 sleeve adapter 
• Front and rear rubber way covers 
• 1/2 inch drill chuck with arbor 
• Manual draw bar
• Table Size: 9-1/2 x 39-3/8 inches 
• Table rotation: 45 degree, right and left
• Ram turret rotation: 180 degree 
• Spindle tilting: 90 degree, right and left
• Spindle Taper: R8 
Axis Travel - knee up/down: 12-1/2 inches
• Max distance spindle to column: 26-3/4" 
• Max distance spindle to table: 14-1/2 inches 
• Vertical spindle motor: 3HP, 220V, 1phase 
• Horizontal • Spindle Taper: R8 
• End milling capacity: 1 inch 
• Face milling capacity: 4 incheso X Axis Travel- longitudinal: 23-1/2 inches
• Y Axis Travel - cross: 8-1/2 inches
• Z spindle motor: 2HP, 220V, 1phase 
• Vertical Spindle speeds (9): 285 / 390 / 490 / 585 / 665 / 860 / 1320 / 1720 / 2300 rpm
• Horizontal spindle speeds (8): 72 / 170 / 210 / 240 / 290 / 550 / 830 / 1300 rpm
• Quill (Spindle) travel: 5 inches 
• Ram travel: 11 inches
	1
	
	
	

	34
	Horizontal Milling Machine
	• Vertical spindle and horizontal spindle
• Digital Readout 2 axis 
• Table power feed X axis 
• Coolant system with base tray 
• (2) 1 inch and 1-1/4 inch arbors & spacers for horizontal spindle 
• R8-MT3 arbor adaptero Right angle support for horizontal spindle 
• Halogen work light 
• MT3 /MT2 sleeve adapter 
• Front and rear rubber way covers 
• 1/2 inch drill chuck with arbor 
• Manual draw bar
• Table Size: 9-1/2 x 39-3/8 inches 
• Table rotation: 45 degree, right and left
• Ram turret rotation: 180 degree 
• Spindle tilting: 90 degree, right and left
• Spindle Taper: R8 
Axis Travel - knee up/down: 12-1/2 inches
• Max distance spindle to column: 26-3/4" 
• Max distance spindle to table: 14-1/2 inches 
• Vertical spindle motor: 3HP, 220V, 1phase 
• Horizontal • Spindle Taper: R8 
• End milling capacity: 1 inch 
• Face milling capacity: 4 incheso X Axis Travel- longitudinal: 23-1/2 inches
• Y Axis Travel - cross: 8-1/2 inches
• Z spindle motor: 2HP, 220V, 1phase 
• Vertical Spindle speeds (9): 285 / 390 / 490 / 585 / 665 / 860 / 1320 / 1720 / 2300 rpm
• Horizontal spindle speeds (8): 72 / 170 / 210 / 240 / 290 / 550 / 830 / 1300 rpm
• Quill (Spindle) travel: 5 inches 
• Ram travel: 11 inches
	1
	
	
	

	35
	Shaper
	
Length of ram stroke 660   
Length of ram 1225   
Width of ram 300   
Max. Distance from table to ram 450   
Min. Distance from table to ram 50   
Vertical travel of tool slide 140   
Swiveling range of tool on either side 60 degree
Table size 610 * 380
Horizontal travel of Table 600
Vertical travel of Table 350
No. of speeds 4
	1
	
	
	

	36
	Bench Grinder
	8” bench grinder
	1
	
	
	

	Lot 3(f) Welding and Metal Work- ( Campden Park  Technical Institute – St. Vincent and the Grenadines )

The frequency for all electrical equipment is 50 Hz


	1
	Hacksaw blades
	18  and  24 teeth 
	48
	
	
	

	2
	One full acetylene cylinder(large)
	One full cylinder (large)
	1
	
	
	

	3
	Goggles for oxyacetylene welding
	Rigid 50 mm dual cup eye goggles. Compact design with elastic headband 
	2
	
	
	

	4
	One full oxygen cylinder
	One full cylinder 
	1
	
	
	

	5
	Welding Jackets 
	9 oz. flame resistant cotton welding jacket with collar, Extended length coverage, Dual inside and scribe pockets, Adjustable cuff and waist straps

	8
	
	
	

	6
	Welding Aprons 
	Superior protection - heavy duty stitching - reinforced snaps
	8
	
	
	

	7
	Arc Welding Machine
	Stick Welder                                                          nput Power: 230 Volts; Single Phase; 60 Hz                                                          Rated Output: 225 Amps; 25V Volts; 20% Duty Rating (AC): 125 Amps; 25 Volts; 20% Duty Cycle (DC)                                                                                                            Input Current: 50 Amps (AC): 36 Amps (DC)    Output Range: 40 - 225 Amps AC; 30 - 125 Amps DC                                           Dimensions (H X W X D): 24" X 17 1/4" X 12 "                                                                               
	2
	
	
	

	8
	Drill Press
	Table Size:18.1" x 14.2", Quill Diameter: 2.44”, Spindle nose table: 23.8”, Spindle nose to base: 45.3”, spindle speed: 150 -3000rpm, Spindle taper MT 3, Table slot: .625”, Tapping capacity cast iron: ¾”, tapping capacity steel:5/8”, Main motor: 2 hp, Drill capacity cast iron, 1.25”, Drill capacity steel1”, Power: 220 volts single phase


	1
	
	
	

	9
	Angle Grinder
	2 HP, RPM – 1800, Wheel Size: 12”X2”X1-1/4”,  Catalog No. 1215W, Voltage- 208-230/460, Style – grinder
	1
	
	
	

	10
	Pedestal Grinder
	Rated power input: 1.100 W, No-load speed: 11.000 rpm, Power output: 660 W, Grinding spindle thread: M 14, Disc diameter: 125 mm, Rubber sanding plate, diameter: 125 mm, Wire cup brush, diameter: 70 mm, Length: 286 mm, Height: 106 mm, Weight: 1,6 kg
	1
	
	
	

	11
	Oxyacetylene regulator set
	professional tote Oxygen Acetylene oxy Welding Cutting Torch Kit Victor w tank

4L Oxygen cylinder CGA540-

2L Acetylene cylinder CGA510-

welding tip # 1 and # 2-

Oxygen regulator-

Acetylene regulator,-

Twin welding hose 4.5 meters

	1
	
	
	

	12
	Electric Hammer Drill
	                                                                                  Power input: 650W, Impact force: 1.7j, Variable speed control, 4980bpm, weight: 2.8, No load speed 2030rpm
	1
	
	
	

	13
	Welding tips
	Copper welding tips for acetylene/propane gas,  Copper     Sizes: #2,4,6,9 

 
	Set of 5 each #2 & #5
	
	
	

	14
	Scribers
	Straight, double end, scriber with magnet 
	5
	
	
	

	15
	Bolt cutters
	30-inch heavy duty bolt cutter. 
	5
	
	
	

	16
	Levels
	Postal spirit level:  for square, rectangular and round posts, horizontal and vertical,
Belt included, Inside width 78 mm, Height 119 mm

2 feet, aluminum 
	3
	
	
	


	Lot 4: Plumbing Tools and Equipment



	1

Item No.1      
	2.

Description
	3.

Specifications
	4.

QUANTITY REQUIRED
	5.

Specifications Offered
	6. 

Notes, remarks, 
ref to documentation
	7.

Evaluation Committee’s notes 

	Lot 4(a)- Plumbing Tools and Equipment (GTI -Guyana)

The frequency for all electrical equipment is 60 Hz


	1
	Safety Hats 
	 hard
	20
	
	
	

	2
	Ladder 
	Aluminum Step Ladder 3m
	1
	
	
	

	3
	Internal Tube Cutter
	Internal Tube Cutter
	2
	
	
	

	4
	Midget Tube Cutter
	Midget Tube Cutter
	4
	
	
	

	5
	Closet Sugar With Replacement
	Transparent Closet Cistern With Replacement
	1
	
	
	

	6
	Soldering Kit
	Soldering Kit ( electrical with tool rest - 110V - 60 Hz
	10
	
	
	

	7
	Combination Pipe & Machine Vices
	Combination Pipe & Machine Vices
	2
	
	
	

	8
	Layout Square or Farming Square Compass
	Layout Square or Farming Square Compass - with accessories
	7
	
	
	

	9
	Try Square 25cm blade
	Try Square 25cm blade
	6
	
	
	

	10
	Caliper (inside)
	20cm 2
	6
	
	
	

	11
	Caliper (outside)
	Caliper (outside)
	6
	
	
	

	12
	Mallet Plastic
	Mallet Plastic
	3
	
	
	

	13
	File Triangular 
	File Triangular 
	12
	
	
	

	14
	Files Flatb (Bastard Cut)
	Files Flatb (Bastard Cut)
	20
	
	
	

	15
	Gasket Cutter
	 Crimper beader TK 724 Deep - throut combo                                         26" x 16" x 12" dimension                      throat depth  7 "                                    Mild steel 
	4
	
	
	

	16
	Improved Stillson Pattern Wrench 8” (200mm)
	Improved Stillson Pattern Wrench 8” (200mm)
	20
	
	
	

	17
	Adjustable Wrench (Chrome) 6”(5mm)
	Adjustable Wrench (Chrome) 6”(5mm)
	6
	
	
	

	18
	Telescopic Basin Wrench
	Telescopic Basin Wrench
	2
	
	
	

	19
	Metal Cutting band Saw 115V 60Hz
	Metal Cutting band Saw 110V 60Hz    Height : 35",   Blade Speed_ 50, 90, 160, 270 Fpm                                            Blade with : 1"/ Motor/ HP                   capacity - 10 lb            
	1
	
	
	

	20
	Soldering Iron
	Soldering Iron  - electrical 
	10
	
	
	

	21
	Aluminium Level Rust & Warp
	Aluminium  spirit Level Rust & Warp   - 30 "                                       1', 2', 3'
	10
	
	
	

	22
	One Wheel Steel Pipe Cutter 64 mm- 100mm
	One Wheel Steel Pipe Cutter 64 mm- 100mm
	4
	
	
	

	23
	Machette
	Machete
	2
	
	
	

	24
	Utility Knife
	Utility Knife
	10
	
	
	

	25
	Flaring Tools
	Flaring Tools
	5
	
	
	

	26
	Hack Saw Frame Adjustable (Standard)
	Hack Saw Frame Adjustable (Standard)
	8
	
	
	

	27
	Improved   Wrench 
	 Wrench 10’ (250)
	20
	
	
	

	28
	Wrench 
	Wrench 24” (600mm)
	 
	
	
	

	29
	Aluminum straight pipe Wrench 
	14” (250mm)
	4
	
	
	

	30
	Aluminium straight pipe Wrench 
	 18” (450)
	4
	
	
	

	31
	Aluminium straight pipe Wrench
	 24” (600mm)
	2
	
	
	

	32
	Aluminium  Straight  Wrench
	 36” (900mm)
	2
	
	
	

	33
	Aluminium straight pipe Wrench 
	 48"     / 12"
	2
	
	
	

	34
	Strap Wrench 
	(for polished pipe) 11
	2
	
	
	

	35
	Adjustable Wrench
	 (Black) 10” (250mm)
	6
	
	
	

	36
	Long Nose Pliers with Cutters 
	 should have Cutters 178mm
	 
	
	
	

	37
	Pipe Taps 
	(carbon steel right hand) 1/8 “ (3mm) 
	4
	
	
	

	38
	Bench grinder with grinding Wheels 
	 115V 60 Hz, with accessories
	1
	
	
	

	39
	Welding Booth 
	Portable Welding Booth 1.5x1.5m for  pipe fitting with accessories
	1
	
	
	

	40
	Cast Iron Pipe Cutter
	50-27mm
	2
	
	
	

	41
	Ratchet Spiral Pipe Reamer 
	 50mm-100mm
	6
	
	
	

	42
	Long Handle Square Point  Shovel
	Long Handle Square Point  Shovel
	3
	
	
	

	43
	D. Handle Drain Spade
	D. Handle Drain Spade
	2
	
	
	

	44
	Clay Pick (axe) with handle
	Clay Pick (axe) with handle
	2
	
	
	

	45
	Propane Torch Kit
	Propane Torch Kit  with hose ,torch and gauge
	5
	
	
	

	46
	Valve Reseating Grinding  M
	Valve Reseating Grinding  M
	2
	
	
	

	47
	Fawcett Reseating Tool Kit
	Faucet Reseating Tool Kit
	5
	
	
	

	48
	Safety Goggles
	 full face Safety Goggles
	20
	
	
	

	49
	Crow Bar
	Crow Bar (36”)
	2
	
	
	

	50
	Marking Gauge
	165mm, long, made of Beachwood with hardened spurs and brass slide


	10
	
	
	

	51
	Plumb Bob &Chalk Line
	Plumb Bob &Chalk Line
	5
	
	
	

	52
	Cold Chisel
	 Size 6mm to 25mm
	7( one of each type)
	
	
	

	53
	Wire Brush
	Wire Brush
	6
	
	
	

	54
	Propane melting Furnace with
	Propane melting Furnace with accessories
	2
	
	
	

	55
	Welding Cylinder Truck
	Welding Cylinders including carrying truck
	1
	
	
	

	56
	Sledge Hammer 
	Sledge Hammer 4lb
	1
	
	
	

	57
	Utility Base Vices 
	31/2” (87mm) 4½
	2
	
	
	

	58
	Cable Hoist
	 electrical Cable Hoist                  110v - 60 Hz
	1
	
	
	

	59
	Bolt & Cable Cutter
	Bolt & Cable Cutter
	1
	
	
	

	60
	Lever Type Tube Bender
	Lever Type Tube Bender 6-25mm
	5
	
	
	

	61
	Spring Type Tube Bender 
	For salt copper  & aluminium pipe                        ⅟2 "  , 1"  , 3/4"
	3
	
	
	

	62
	End Pipe Wrench
	End Pipe Wrench
	1
	
	
	

	63
	Oil Cans 
	Oil Cans  with spout , 5 Litre
	1
	
	
	

	64
	Oil Cans 1 Litre
	Oil Cans 1 Litre
	10
	
	
	

	65
	Canvas Gloves
	Canvas Gloves, small - medium
	20( ten of each)
	
	
	


	66
	Test Plugs 
	Test Plugs (Wire nut type)
	5
	
	
	

	67
	Caulking Tool Set
	Caulking Tool Set
	7
	
	
	

	68
	Box Wood Folding Rule 
	Box Wood Folding Rule (60cm)
	6
	
	
	

	69
	File Chord Cleaner
	File Chord Cleaner
	2
	
	
	

	70
	Flange Square
	Flange Square
	5
	
	
	

	71
	Screw Extractor Set
	Screw Extractor Set
	2
	
	
	

	72
	Pipe Extractor Set
	Pipe Extractor Set
	2
	
	
	

	73
	Replacement Drill Guides 
	 508mmx 216mm to 16mm
	20
	
	
	

	74
	Aluminium Step Ladder 
	Aluminium Step Ladder  5m
	1
	
	
	

	75
	Swaging Tools Set
	Swaging Tools Set 4pc
	5
	
	
	

	76
	Tube Cutters for Copper pipes
	Tube Cutters for Copper pipes
	4
	
	
	

	77
	Plastic Pipe Cutters
	Plastic Pipe Cutters
	5
	
	
	

	78
	Star Drill
	Star Drill
	5
	
	
	

	79
	Trades Men Tool Boxes 
	 508 mm x 216mmx241mm
	20
	
	
	

	80
	Pipe  Taps  
	Pipe  Taps  (carbon steel right hand) 1/8’ -¼” (3-6mm)
	1
	
	
	

	Lot 4(b)- Plumbing Tools and Equipment (ITVET BZE  –Belize City)
The frequency for all electrical equipment is 60 Hz


	1
	Electric pipe threaded (RIDGID)
	 

Threading Specifications: -1/2" to 2" 

Motor: -2000W,110V/220v,50/60Hz 

Switch: -heavy-load switch, complete with safety lock, cut-off and normal-reverse switches 

Reduction gearbox: -box body cast with aluminum alloy, ever-lasting lubricating 

Body: -plastic shell and handle hardened by durable heavy-load fiberglass 

Length: -500mm 


	1
	
	
	

	2
	Pressure tank 
	80 gallon fiber glass

 Corrosion-proof composite construction

Voltage (volts) -240 

Water Connection Location -Bottom -Water Connection Size (in.) -3/4 In. NPT 

Wattage (watts) -27000 –

· One piece, seamless inner shell molded of premium high-density polyethylene

· Durable blow-molded interior air cell is fully replaceable and constructed of heavy-gauge engineered polymer

· Bottom inlet/outlet assembly is custom molded of high-impact PVC

· Sturdy molded polymeric base is corrosion and impact proofBottom of Form

.


	1
	
	
	

	3
	Water Heater 
	 Electric ; 50 gallon; 110v,60hz
	1
	
	
	

	4
	Galvanize pipe die set
	· 12-Pc. Set
·  Includes 7 pipe dies: 3/8in., 1/2in., 3/4in., 1in., 1 1/4in., 1 1/2in. and 2in.

· 3/8in. die is 18 TPI

· 1/2in. and 3/4in. dies are 14 TPI

· 1in. and 2in. dies are 11 1/2 TPI

· All other dies are 11 TPI

· Long 16in. handle provides solid leverage and features an easy reversing knob

· High-speed steel dies offer a clean, accurate NPT thread in 3/8in. to 2in. pipe

· Thread taper is 3/4in. per foot

· Ratcheting action makes it easy to use

· Replaceable cutting heads

· Great price on a quality tool

· Includes oil can and carrying case
	3
	
	
	

	5
	Pipe bender
	Includes Round Dies: 1", 1 1/4", 1 1/2", 1 3/4", 2", 2 1/2", and 3"
5/8" Round or Square Solid Rod Capacity
Handle Telescopes to 42"
Capacity: 5/16" x 1-1/4" or 1/4 x 2" Mild Steel
HE
	2
	
	
	

	6
	Combination squares
	Blade length: 12”

Blade finish: regular

Graduation type: 16R

Graduations: quick reading 32nds, 64th, 50th and 100th
Head finish: black wrinkle

Head type: square

No. of pieces: 2

 
	6
	
	
	

	7
	Combination pliers
	8” / 200mm; stainless steel; heavy duty insulated blade 


	6
	
	
	

	8
	Wire brushes
	Stainless steel: Diameter of wires: 0.30mm, 0.33 mm, 0.35mm, 0.39mm

Rows: 4 x 16 rows

Lengths of wire: 25mm, 28mm, 30mm, 33mm

Wire quantity/hole: 22 wires, 24 wires, 28 wires

Handle: 100% new PP

 
	6
	
	
	

	9
	Hydraulic pipe bender
	 

Capacity

16 tons

Diameter

1/2 in.

Material

Steel

Product Height

21-1/2 in.

Product Width

24 in.

Accessories Included

8 dies


	1
	
	
	

	10
	Arc - welding machine
	 

 AC/DC 225/125 230V Stick Welder — 225 Amp AC, 125 Amp DC Output, Model# K1297 

· Input Power-230/1/60

· Rated Output-225A/25V/20%

· Input Current-50A

· Output Range-40-225A AC


	1
	
	
	

	11
	Oxyacetylene welding set
	 Contains:

· TORCH HANDLE 

· OXYGEN REGULATOR 

· ACETYLENE REGULATOR 

· CUTTING ATTACHMENT 

· 3 WELDING TIPS 

· 1/4'' X 15 FT. TWIN HOSE WITH CONNECTORS 

· WELDING GOGGLES 

· SPARK LIGHTER 

· TIP CLEANER 

· OXYGEN CHECK VALVE 

· ACETYLENE CHECK VALVE 

· HEAVY DUTY MOLDED STORAGE CASE 

· BRASS WELDING TORCH WITH DOUBLE O-RING SEALS 

· ALL BRASS FITTINGS 
	1
	
	
	

	Lot 4(c)- Plumbing Tools and Equipment (Georgetown Technical Institute, St. Vincent and the Grenadines )
The frequency for all electrical equipment is 50 Hz


	1
	Safety Hats (Safety Helmets
	Type: open face, Material: ABS, Certification: CE


	6
	
	
	

	2
	Galvanize pipe die set
	Ridged 36475 12-R 1/2" - 2" NPT Exposed Ratchet Threaded Set


	3
	
	
	

	3
	Pipe bender
	 Includes Round Dies: 1", 1 1/4", 1 1/2", 1 3/4", 2", 2 1/2", and 3"
5/8" Round or Square Solid Rod Capacity
Handle Telescopes to 42"
Capacity: 5/16" x 1-1/4" or 1/4 x 2" Mild Steel
S
C 
	2
	
	
	

	4
	Combination squares
	Blade length: 12”

Blade finish: regular

Graduation type: 16R

Graduations: quick reading 32nds, 64th, 50th and 100th
Head finish: black wrinkle

Head type: square

No. of pieces: 2

 
	6
	
	
	

	5
	Combination pliers
	8” / 200mm; stainless steel; heavy duty insulated blade 


	6
	
	
	

	6
	Wire brushes
	Stainless steel: Diameter of wires: 0.30mm, 0.33 mm, 0.35mm, 0.39mm

Rows: 4 x 16 rows

Lengths of wire: 25mm, 28mm, 30mm, 33mm

Wire quantity/hole: 22 wires, 24 wires, 28 wires

Handle: 100% new PP

 
	6
	
	
	

	7
	Hydraulic pipe bender
	 Specifications

Length: 40-inches

Width: 17-inches

Height: 19-inches

Weight: 115 pound

Capacity: 1/2 - 2

a
	1
	
	
	

	8
	Arc - welding machine
	Stick Welder                                                    

Input Power: 230 Volts; Single Phase; 60 Hz                                                                     Rated Output: 225 Amps; 25V Volts; 20% Duty Rating (AC): 125 Amps; 25 Volts; 20% Duty Cycle (DC)                                                                                 Input Current: 50 Amps (AC): 36 Amps (DC)                                                                                       Output Range: 40 - 225 Amps AC; 30 - 125 Amps DC                                                                Dimensions (H X W X D): 24" X 17 1/4" X 12 "                                                                                        Net Weight: 124 lbs            
	1
	
	
	

	9
	Oxyacetylene welding set
	Contains:

· TORCH HANDLE 

· OXYGEN REGULATOR 

· ACETYLENE REGULATOR 

· CUTTING ATTACHMENT 

· 3 WELDING TIPS 

· 1/4'' X 15 FT. TWIN HOSE WITH CONNECTORS 

· WELDING GOGGLES 

· SPARK LIGHTER 

· TIP CLEANER 

· OXYGEN CHECK VALVE 

· ACETYLENE CHECK VALVE 

· HEAVY DUTY MOLDED STORAGE CASE 

· BRASS WELDING TORCH WITH DOUBLE O-RING SEALS 
	1
	
	
	


	Lot 5:
 Electrical Installation Tools and Equipment
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	Lot 5(a)- Electrical Installation (GTI -Guyana)

The frequency for all electrical equipment is 60 Hz


	1
	Starter-
	Direct-on-line for 10 & 30 starting                                                3 phase 220V/60Hz; coil , 30 Amps
	4
	
	
	

	2
	Starter – 
	Starter –  for 3 phase squirrel cage induction motor          3 phase 220V or 24V/60Hz; coil                30 Amps
	4
	
	
	

	3
	Tachometers- hand held 
	 Handheld digital” Contact” range = 50-400rpm. Has fluid damper for steady pointer indication concave & convex tips, magnetic mechanism enclosed in rugged dust proof steel case
	1
	
	
	

	4
	Motor-squirrel slip ring (wound rotor) 
	Motor-squirrel slip ring (wound rotor) 30/220V induction motor   :      3 phase  /    220 V   /   2Hp/   60HZ       
	1
	
	
	

	5
	Motor 1 phase (10)
	phase induction         220V /     1Hp  /     60HZ
	1
	
	
	

	6
	Starter 
	Direct on line for 1 3 starting       30 Amps,     240V coil,     3 phase       60HZ
	4
	
	
	

	7
	Starter-
	 3-phase squirrel cage induction motor                                  2Hp      3Phase       220V
	4
	
	
	

	8
	Motor- Slip ring (wound Rotor)
	30/415V induction motor                    3HP       3Phase       60HZ
	1
	
	
	

	9
	Motor-Slip ring (wound rotor) 
	 Spuirrel cage 30 induction 220V          1 ⅟2 Hp
	1
	
	
	

	10
	Motor- Spuirrel cage 30 induction 220V
	3 Phase 220v/60 Hz,  1½ hp
	2
	
	
	

	11
	AC CLAMP-ONS 
	AC CLAMP-ONS (Amprode RANGES: current (ac) 6/51/40/100/300 a. voltage = 150/300/600 V, resistance (OHMS) 1 k/100K Frequency 50-60 HTZ. Have rotary volt and amp scales, showing one range at a time. Include carrying case & leads with current extender to 1200 a, pencil – type leads, alligator clips, line splitter & # phase line sequence indicatorAmprode RANGES: current (ac) 6/51/40/100/300 a. voltage = 150/300/600 V, resistance (OHMS) 1 k/100K Frequency 50-60 HTZ. Have rotary volt and amp scales, showing one range at a time. Include carrying case & leads with current extender to 1200 a, pencil – type leads, alligator clips, line splitter & # phase line sequence indicator
	2
	
	
	

	12
	Muilti-meter-analogue(amprobe) 
	Designed for maintenance & service of electrical devices a.c. units, refrigeration, appliance, electrical motors & equipment: ranges: volts(a.c.) 10/50/125/250/1100x volts (dc) 50/5m/250m, 
	2
	
	
	

	13
	Drill-hand drill 
	3/8 – ½” 

Variable speed reversing (VSR) double insulated with trigger switch heavy rubber cord. Length =25cm, speed (rpm) = 0.800 @ 110v
	1
	
	
	

	14
	Engineers’ Steel rules 
	 50cm(ins&mm)
	1
	
	
	

	15
	 Pipe wrench
	25cm
	4
	
	
	

	16
	Spanner wrench socket- 
	90 pieces

metric, combination set from 6mm to 13mm with open ended, socket, box ratchet
	1
	
	
	

	17
	Spanner/wrench/socket 
	90 piece

(BSW) combination set from ¼” to ½’ with opened socket, box ratchet
	1
	
	
	

	18
	Goggles, Clears
	Clears - UV tested
	2
	
	
	

	19
	Wood chisel with plastic handles
	20mm with plastic handles
	2
	
	
	

	20
	Standard screw drivers
	 plastic, handle blade length = 10cm, Tip =2.4 mm
	20
	
	
	

	21
	Phillips screw drivers 
	 with handle stubby – point size #2
	20
	
	
	

	22
	Standard “Off Set” Screwdrivers 
	Blade widths of 6mm, 12mm, 19mm
	6 of each
	
	
	

	23
	Tape measure 
	 metal, length =3m, width =10m, thickness = 2m
	20
	
	
	

	25
	Robert screwdriver 
	plastic handle blade length 8cm
	1
	
	
	

	26
	Phillip screwdrivers
	with plastic handle, blade length = 20cm, Point size 8mm
	20
	
	
	

	27
	Pliers: 
	 diagonal, 18cm long with plastic coated cushion grip handle for heavy dry cutting
	20
	
	
	

	28
	Hammer- Electricians straight claw 
	– 504 grams head weight, fiberglass handle smooth face
	3
	
	
	

	29
	Long Needle nose pliers 150 mm
	150 mm
	20
	
	
	

	30
	Curve Needle Nose Pliers 150mm
	 150mm
	10
	
	
	

	31
	Adjustable spanners 
	Adjustable spanners 150mm
	4
	
	
	

	32
	Motor-squirrel slip ring
	Motor-squirrel slip ring(would rotor) 30/415V/60hz induction motor          3 phase
	4
	
	
	

	33
	Motor-squirrel cage -
	 30 induction, 220 v,60hz
	1
	
	
	

	34
	Motor- 1 Phase 
	 10 spilt –phase induction
	1
	
	
	

	35
	Vice, heavy duty tradesman 
	with extra replaceable pipe/steel jaws ductile alloy body with large ground anvil, full 360 serrated swivel-lock base with 2 – locknuts for positive lock door, minimum maintenance required: size jaw width= 20cm, max opening = 19cm throat depth = 12cm, pipe capacity 3mm – 89mm
	2
	
	
	

	36
	Tap & Die 
	ISO Metric high speed 7 pc, sizes M2.5 x 14, M6x1, M3x0.5 M3.5x 0.6, M4x 0.7,m5x0.8 M6x1.
	2
	
	
	

	37
	Reamer- spiral ratchet pipe, 
	Reamer- spiral ratchet pipe, 51 cm long capacity 33mm to 50m Nilm Used for pipe sheet metal or enlarging conduit
	1
	
	
	

	38
	Punches centre type
	Punches centre type  6 " length
	2
	
	
	

	39
	Chisels-cold, 
	 38cmx31mm hot forged carbon tool steel precision ground punches centre types
	4
	
	
	

	40
	File cleaners, file cards 
	File cleaners, file cards for general cleaning of file teeth
	1
	
	
	

	41
	Chisel-cold, 
	 20cmx19mm, hot forged, high carbon tool steel, precision ground
	1
	
	
	

	42
	File handle 
	white birch with nickel plated ferules
	2
	
	
	

	43
	File 3 square,
	triangle shaped double cut 200mm second cut
	4
	
	
	

	44
	File 200mm Half round second cut
	File 200mm Half round second cut
	4
	
	
	

	45
	File 200mm round second cut
	File 200mm round second cut
	4
	
	
	

	46
	File 
	250mm Flat smooth
	4
	
	
	

	47
	File 
	250mm flat second cut
	4
	
	
	

	48
	Frame-rigid steel frame-hack saw 
	blade length= 25cm throw depth =8.9cm
	4
	
	
	

	49
	Caliper 
	15 cm steel or inside and outside measurement
	2
	
	
	

	50
	Carpenters Brace
	Carpenters Brace
	4
	
	
	

	Lot 5(b)- Electrical Installation (Leonora -Guyana)
The frequency for all electrical equipment is 60 Hz


	1
	Starter- Direct-on-line for 10 & 30 starting 
	Direct-on-line for 10 & 30 starting                                                3 phase 220V coil ;60hz                          30 Amps
	4
	
	
	

	2
	Motor- 1 Phase (10 spilt –phase induction
	phase induction         220V/      1Hp   /    60HZ
	1
	
	
	

	3
	Angle Grinder
	 (7”)
	1
	
	
	

	4
	Starter- Direct-on-line for 10 & 30 starting 
	Direct-on-line for 10 & 30 starting                                                3 phase 220V coil    ;60hz 30 Amps
	4
	
	
	

	Lot 5(c)- Electrical Installation (GITC -Guyana)

The frequency for all electrical equipment is 60 Hz


	1
	Engineers’ Steel rules 
	50cm (ins & mm)
	1
	
	
	

	2
	Spanner wrench socket-90 pieces (metric) combination set 
	90 pieces (metric) combination set form 6mm to 13mm with open ended socket, box ratchet
	1
	
	
	

	3
	Spanner/wrench/socket 90 piece (BSW) combination set 
	90 pieces (BSW) combination set from ¼” to ½” with opened socket, box ratchet
	1
	
	
	

	4
	Wood chisel 
	Plastic handles 20mm
	2
	
	
	

	5
	Standard screw drivers
	Plastic handle blade length= 10cm, tip = 2.4mm
	20
	
	
	

	6
	Phillips screw driver with handle stubby – point size #2
	Handle stubby – point size #2
	3
	
	
	

	7
	Standard “Off Set” screwdrivers 
	Blade widths of 6mm, 12mm, 19mm
	20
	
	
	

	8
	Tape measure – 
	Metal, length = 3m, width= 10m, thickness = 2m 
	20
	
	
	

	9
	Robert screwdriver 
	Plastic handle blade length 8cm 
	1
	
	
	

	10
	Phillip screwdriver 
	Plastic handle, blade length = 20cm, point size 8mm 
	20
	
	
	

	11
	Pliers: diagonal
	Diagonal, 18cm long with plastic coated cushion grip handle for heavy dry cutting 
	12
	
	
	

	12
	Ball Pein Hammer-
	224 gm head – weight – fiber glass handle smooth face 
	17
	
	
	

	13
	Gun Soldering Kit 
	All-purpose soldering 8200PKS kit 

120V /60hz

Items to be included in kit:

· coil of lead free solder, 8200 soldering gun, 

· 1 each soldering and a smoothing and cutting tip 

·  flux brush and soldering aid tool. 
	4
	
	
	

	14
	25cm, Pipe wrench
	25cm ; adjustable wrench ; nonslip handle with a hole for hanging well.
	4
	
	
	

	15
	Adjustable spanners 150mm
	150mm adjustable with Ring Spanner Built into the handle.
	2
	
	
	

	16
	Tap – T” Handle Wrench 
	Sliding handle heat – treated jaws, holds, taps drills, reamer & small tools to be turned by hand, body length = 32cm, tape size capacity 6mm – 13mm, shank capacity = 5mm – 8mm sq
	2
	
	
	

	17
	Tap & Die (ISO Metric) 
	(ISO Metric) high speed 7 pc, sizes M2.5 x 14, M6 x 1, M3x0.5 M3.5x0.6, M4x0.7,m5x0.8 M6x1
	2
	
	
	

	18
	Chisels-cold
	38cm x 31mm hot forged carbon tool steel precision ground centre types
	2
	
	
	

	19
	File cleaners
	File cards for general cleaning of file teeth 
	1
	
	
	

	20
	File 3 square
	3 square (triangle shaped double cut 200mm second cut)
	4
	
	
	

	21
	File 200mm Half round second cut
	200mm half around second cut
	3
	
	
	

	22
	Frame-rigid steel frame-hack saw blade 
	25cm throw depth = 8.9cm 
	3
	
	
	

	23
	Hand drill sets
	3/8 – ½” 

Variable speed reversing (VSR) double insulated with trigger switch heavy rubber cord. Length =25cm, speed (rpm) = 0.800 @ 110v,60hz
	5
	
	
	

	24
	Hole Saw
	Bi-metal, 10pcs set, electricians kit, sizes = 22mm, 32mm, 44mm, 50mm, 64mm, 76mm,92mm, 10.8cm, 12cm. Maximum cutting depth = 38mm  
	1
	
	
	

	25
	Saw - handsaw 65cm, 8pt with chrome nickel alloy steel blade.  Has extra wide walnut stained hardwood handle.
	Handsaw 65cm, 8pt with chrome nickel alloy steel blade.. 
	1
	
	
	

	26
	 
	 Metal Long Nozzle High Pressure Feed Oil Gun; Material : Metal, Plastic Size : 2.5" x 5"(D*H);Nozzle Length : 7.8" Squeezing oil gun with long nozzle, 
	 
	
	
	

	Lot 5(d)- Electrical Installation ( Campdenpark  Technical  Institute, St. Vincent and the  Grenadines)

The frequency for all electrical equipment is 50 Hz


	1
	Digital signal generator          
	0.1Hz -15mHz, 240V output; sine wave square wave triangle positive/ negative pulse positive/ negative ramp.
	2
	
	
	

	2
	Oscilloscope 
	Dual trace 100MHz 240V 
	2
	
	
	

	3
	Variable AC Power Supply 
	Input 240V 50-60Hz/ output 0-60V,  10  or more amps
	2
	
	
	

	4
	Frequency generator 
	3 MHz frequency range, Output waveform selection of sine, square, triangle and TTL available, Measures 251mm width by 91mm height by 291mm depth


	12
	
	
	

	5
	Digital Multimeter 
	4MV-1000V DC/4MV-100V AC 400MA- 20A AC/DC-40-1000˚C 4NF-200Μf 100Hz- 300MHz
	12
	
	
	

	6
	Soldering iron - 40 watts 
	30-40 Watts 240V/50Hz
	12
	
	
	

	7
	De soldering tools 
	240V/ 50Hz
	12
	
	
	

	8
	Tester (flat tip type) 
	Screwdriver  100-250V/50hz
	12
	
	
	

	9
	Claw Hammer - 2lb (wooden handle) 
	1” face 4 ¾” head  13 ¾” overall length
	12
	
	
	

	10
	Utility knives 
	18mm heavy duty utility knife with spare blades 
	12
	
	
	

	11
	Flat tip Screwdrivers  sets 
	 10 Pieces assorted  sizes 
	2
	
	
	

	12
	Variable DC Power supply 10A or more 
	· Input 240V/50Hz

· output 0-60V
	6
	
	
	

	13
	Bird beak pliers 
	Ultra Grip Split Ring Pliers. Standard crimping slots, beak tip for separation of all split ring sizes. Corrosion resistant matte finish, specially forged to increase strength and durability. Custom ultra grip handle for advanced performance. Fresh and saltwater approved. 
	6
	
	
	

	14
	Measuring tape 
	16- 24’Push pull type -


	12
	
	
	

	15
	Diagonal Cutting Pliers 
	6” - 8” heavy duty 
	10
	
	
	

	16
	Long Nose Pliers 
	6”- 12” 

6” bent 
	12
	
	
	

	17


	Combination Pliers 
	6” – 9” heavy duty 
	12
	
	
	

	18
	Phillips Screwdrivers set 
	 10 pieces assorted sizes
	2
	
	
	

	19
	Wooden Drill Bit Set
	1/8” -1/2”     length 12”
	2
	
	
	

	20
	Metal Drill Bit Sets
	21 pieces 1/16” -1/2” 
	3
	
	
	

	21
	Hand Drills 
	· 240V / 50Hz 

· 5A Variable 0- 1500RPM
	10
	
	
	

	22
	Bending Springs 
	20 mm heavy gauge
	10
	
	
	

	23
	Bending Springs 
	20 mm medium gauge
	1
	
	
	

	24
	Fish wire/snake 
	50ft x 1/8w x1/16 thick with pulling loop at the end 
	12
	
	
	

	25
	Thermometer
	Fast read pen type digital thermometer 
	6
	
	
	

	26
	Micrometer ( outside and inside ) 
	0-1”,1”-2” & 2”-3” metric and imperial 
	3 sets
	
	
	

	27
	Feeler gauge (metric/imperial)
	0.004”-0.027” calibrated in metric and imperial 
	6
	
	
	

	28
	Wrenches / socket set 
	1/4”, 3/8” and 1/2” drives ( assorted sizes)
	4 of each size
	
	
	

	29
	Cold Chisels (assorted sizes)
	3/8,” 5/8”and 1/2” cutting edge 
	12
	
	
	

	30
	Punch set 
	5/8”- 3/16” 
	12
	
	
	

	31
	Wattmeter
	0-3600W  /230V/ 16A /50Hz 
	12
	
	
	

	32
	Industrial vacuum cleaner
	240V  /50Hz/  12A 

Upright with long reach vacuum hose 
	6
	
	
	

	33
	Reamer set 
	0.468” -1.500”

 length 1/2”-1 ½ “


	1
	
	
	

	34
	Electrical Water Heaters
	3000W/ 240V / 50-60Hz 
	6
	
	
	

	35
	Spiral Level
	2 ft length metal / plastic with graduation 
	1
	
	
	

	36
	Isolation transformer  
	1000W/ 240V/ 50Hz
	12
	
	
	

	Lot 5(e)- Electrical Installation ( Georgetown Technical Institute- St. Vincent and the Grenadines )
The frequency for all electrical equipment is 50 Hz


	1
	Allen Key Set
	30 pieces: Complete with case. Brand new boxed. Handheld High Pressure Steam Cle. Quality precision hexagonal keys. Long arm: 0.028", 0.035", 0.05", 1/116", 5/64", 3/32", 7/64", 1/8", 9/64", 5/32", 3/16", 7/32"

	1
	
	
	

	2
	Power Supply 12 volts
	Output Voltage-  12V DC

Output Ripple-  Typical 100mV

Input Voltage-  Universal 90VAC to 264VAC (2 AC inlet plugs
  in redundant power supply)

Input Frequency-  47Hz to 63Hz

Input Current-  Approx. continuous 3 Amps.


	2
	
	
	

	3
	Power Supply 40v/60 A
	· Input 240 /50Hz

· Output 0-60V


	1
	
	
	

	4
	Signal generator
	0.1Hz-1Hz, 240V/50hz output; sine wave square wave triangle positive/negative pulse positive/negative ramp.


	1
	
	
	

	4
	Oscilloscope
	Dual trace 100MH 240V


	1
	
	
	

	5
	Combination pliers
	8” / 200mm; stainless steel; heavy duty insulated blade 


	6
	
	
	

	6
	Pedestal grinder
	2 HP, RPM – 1800, Wheel Size: 12”X2”X1-1/4”,   1215W, Voltage- 208-230/50Hz, Style - grinder 
	1
	
	
	

	7
	Power Hammer Drill
	Power input: 650W, Impact force: 1.7j, Variable speed control, 4980bpm, weight: 2.8, No load speed 2030rpm 
	1
	
	
	

	8
	Soldering Irons
	30-40 Watts 240V/50Hz


	12
	
	
	

	9
	 Transformer
	2000W – input: 220/240V, Output: 110/120V

50Hz


	1
	
	
	

	Lot 5(f) Electrical Installation –    ACEC St. Kitts

The frequency for all electrical equipment is 60 Hz


	1
	Chisels-cold
	38cm x 31mm, hot forged, high carbon tool steel, precision ground
	2
	
	
	

	2
	Junior Hacksaws
	· Blades made with alloy steel

· Frame made with solid cast aluminum

· Rubber grip handle 


	2
	
	
	

	3
	Reamer
	Spiral ratchet pipe, 51cm long, capacity, 3mm to 50mm.  Used for pipe sheet metal or enlarging conduit box outlets
	1
	
	
	

	4
	Squares -
	31cm combination, steel blade, rust-resistant finish, acrylic barrel level vial and self-alignment draw bolt
	2
	
	
	

	5
	Hole saw
	Bi-metal, 10pcs set, electricians kit, sizes = 22mm, 32mm, 35mm, 44mm, 50mm, 64mm, 76mm, 92mm, 10.8cm, 12cm.  Constructed of hardened heat & abrasion resisting high speed steel teeth with 0 tough alloy body &cap.  Cuts wood, metal & plastic.  Have variable pitch teeth4-6 in a modified set which allows fast cutting action on a wide selection of materials & thickness.  Maximum cutting depth = 38mm
	1
	
	
	

	6
	Hand saw
	65cm, 8pt with chrome nickel alloy steel blade. Has extra wide walnut stained hardwood handle. 
	1
	
	
	

	7
	Drill Press
	50cm. capacities: cost iron up to 38mm, steel up to 25mm.  Drills to centre = 50mm, spindle nose = #3 Morse taper, spindle travel = 17cm spindle speeds (rpm) = 80-1200, feed rates = 0.004 -0.012, quill dia = 76mm, column dia. = 11cm, table working surface = 46cm x 63cm, table slots = 13mm, table travel spindle to table = 76cm, spindle to base = 104cm.    Base working surface = 41cm x 48cm, base slots = 13mm, spindle to base (max) = 127cm.  Overall width = 61cm.  hank leOverall depth = 91cm, overall height = 203cm, 50cm variable speed drill press with variable speed gear drive, provides full torque at low speeds.  Fully enclosed spindle with internal taper 
	1
	
	
	

	8
	Tachometer
	Hand held digital “Contact” Range = 50 -4000rpm.  Has fluid damper for steady pointer indication concave & convex tips, magnetic mechanism enclosed in rugged dust proof steel case
	1
	
	
	


36cm swing, 96 between Centre,

1Cast iron bed, 4-step ‘V’ pulleys on headstock and motor, speed range 900-3400, spindle 25.4 dia. or larger threaded for in-board and out-board turning; no. 2 Morse tapers for Centre, tailstock Centre self-ejecting, 0.75hp, 1725rpm, 220, 60HZ, 3 phase motor complete with pulley belt, spur Centre, cup Centre, 15.3cm face plate, 7.6cm fence plate, 30cm tool rest, one set of turning chisel, on each 25.4mm skew, 13mm gauge, 13mm spear, 13mm parting tool and 13mm round-nose tool

	
	1
	
	
	

	10
	Grinder
	Hand held, sturdy construction, 220v, 60Hz 
	1
	
	
	


	Lot (6) Air Conditioning & Refrigeration Tools and Equipment
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	Lot 6(a)- Air conditioning & Refrigeration Trainer (GTI -Guyana)
The frequency for all electrical equipment is 60 Hz



36cm swing, 96 between Centre,

1Cast iron bed, 4-step ‘V’ pulleys on headstock and motor, speed range 900-3400, spindle 25.4 dia. or larger threaded for in-board and out-board turning; no. 2 Morse tapers for Centre, tailstock Centre self-ejecting, 0.75hp, 1725rpm, 220, 50HZ 3 phase motor complete with pulley belt, spur Centre, cup Centre, 15.3cm face plate, 7.6cm fence plate, 30cm tool rest, one set of turning chisel, on each 25.4mm skew, 13mm gauge, 13mm spear, 13mm parting tool and 13mm round-nose tool

	
	1
	
	
	

	2
	Drill press
	 3speed 110V/60hz,                   adjustable table 
	1
	
	
	

	3
	Power Hacksaw
	Heavy duty, sturdy built, 110v, 60Hz
	1
	
	
	

	4
	Portable Pipe Threading Machine
	Power Supply: 2000 Watts , 110 Volts @ 60 Hz
Includes 6 Cast Iron Dies: 1/2", 3/4", 1", 1-1/4", 1-1/2" & 2"
Runaway Speed: 28r/min
Switch: Heavy-Duty Paddle-Type Switch separate forward/reverse switch
Overall Dimensions: 22"L x 8"W x 4"

	1
	
	
	

	5
	Air conditioning & refrigeration trainer
	Unit that stimulates refrigeration process , must include gages ,  show change in state of gas  , 110v / 60Hz   ammeters                                               thermostat readings
	1
	
	
	

	6
	Vacuum Pump
	 2 Stage   110V-60Hz
	1
	
	
	

	7
	Manometer
	 Manifold Gague : For   R 410, R 22, R 134 A
	3
	
	
	

	8
	Electronic Vacuum Gauge
	 Range: 0 – 25,000 Microns 

(3333.1 Pa, 33.331 mBar, 

25,000 mTorr, 25.000 mmHg)

Vacuum Accuracy: 5% of Reading +/- 5 Microns

Vacuum Resolution: 1 Micron

Warm-up Time: Instant

Response Time: Instant

Power: 9V Alkaline Battery (

(9V Lithium recommended for 

low temperature operation)

Operating Temperature: 10°F – 122°F (-12°C – 50°C)


	2
	
	
	

	9
	Belt Tension gauge
	 Dimensions: 7.75 × 2.94 × 1 in


	3
	
	
	

	10
	Rivet gun 
	 Rating 110V, 60Hz, 1/2hp
	3
	
	
	

	11
	Soldering Iron—Electrical with Assorted Tips
	Soldering Iron—Electrical with Assorted Tips     110V,60hz
	3
	
	
	

	12
	Spray gun 
	 

· Required CFM-4–7

· Operating PSI-50–60

· Air Inlet Size (in. NPT)-1/4

· Nozzle Size (mm)-1.8

· Paint Cup Size (oz.)-33


	3
	
	
	

	13
	Micrometer
	·  Precision measurements to the thousandth and ten-thousandth of an inch; 

· Extra Hard Measuring Surfaces - Simplified Zero Adjustment - Lets you reset your Central micrometer simply with the hex key provided. 

· Friction Stop  

· I-Beam Frame 

· Powder-coated 

· Easy Reading Graduations  

· All thousandths graduations are numbered so you can read directly without counting. 

· Carbide Faces - On models with .0001 " graduations. 

· Spindle Lock - Holds spindle securely for transferring measurements. 

· Meets Federal Specs - GGG-C-105C on models with .0001 " graduations. 

· Range: 0-1" 

· Grad: .001"


	2
	
	
	

	14
	Vernier Caliper
	Range=0-150mm”

Graduation= 0.02 mm/0.001” 

Stainless steel
	8
	
	
	

	15
	Portable Electric Drill
	Heavy-duty, portable Electric, with case, spare battery, charger and hammer, 110v - 60Hz   
	1
	
	
	

	16
	 Tools for HVAC systems 
	hammers –pliers –screwdrivers – wrenches - 
	7 each 
	
	
	

	Lot 6 (b)Air conditioning & refrigeration trainer ITVET BZE City(Belize)

The frequency for all electrical equipment is 60 Hz


	1
	Air conditioner Skill Trainer (3415)
	The Air Conditioner Skills Trainer, Model 3415, includes the basic components of a typical air conditioning unit. It includes a hermetic compressor, forced-air condenser, liquid receiver, filter dryer, moisture/liquid indicator, thermostatic expansion valve, blower-type forced air evaporator, temperature controller, and a pressure controller. The control panel includes a variable evaporator fan speed control, indicator light, compressor switch, power switch and power breaker.

The Skills Trainer is designed to teach the basic skills of wiring, piping, evacuating, charging, testing and troubleshooting. It is designed to be assembled, tested, and disassembled by one or two students performing a series of tasks.

Input power: 110v/60HZ

	1
	
	
	

	2
	Domestic Freezer Skills Trainer (3410)
	 The Domestic Freezer Skills Trainer, Model 3410, gives a basic understanding of the applications of a standard condensing unit and a natural convection evaporator. The Domestic Freezer Skills Trainer includes a standard hermetic compressor, forced-air condenser, natural convection evaporator, dual-pressure controller, filter dryer, liquid indicator, and a capillary tube with strainer. The control panel includes an indicator light, compressor switch, and power breaker.

Trainer should have capacity to teach the basic skills of wiring, piping, evacuating, charging, testing and troubleshooting. Should have the capacity to be assembled, tested, and disassembled by one or two students performing a series of tasks.

Input power: 110v/60HZ

	1
	
	
	

	3
	Refrigeration System Demonstrator (3400)
	 The Lab-Volt Model 3400 Refrigeration System Demonstrator is an integrated training system for instructor demonstration and hands-on student experimentation in the fundamental principles and components of typical refrigeration systems and heat pumps. The demonstrator is designed to clearly show the different refrigerant stages within the cycles of the most common refrigeration system configurations. The Model 3400 includes all the equipment required to perform the exercises contained in the courseware. Optional equipment adds to the efficiency of the refrigeration, air conditioning, and heating training laboratories.

The training system should be supported by correlated courseware employing a competency-based, individualized approach to the study of refrigeration fundamentals. The courseware consists of a training manual organized in a unit/exercise format with clearly stated objectives, and a companion instructor's lesson planning guide.

Input power: 110v/60HZ

	1
	
	
	

	4
	Walk-in Cooler Skills Trainer (3414)
	 Walk-In Cooler Skills Trainer should  provide training in the principals and components of enclosed walk-in coolers. The trainer  should include a 1/2-hp high back pressure hermetic compressor, and a 0.62 GPM water-cooled condenser, and a vertically mounted fan-cooled evaporator.

Control  devices should  include a thermostatic expansion valve, a filter dryer, and a moisture-liquid evaporator. A drip tray is also provided.

Input power: 110v/60HZ

	1
	
	
	

	5
	XK-GCR1 Common Cycle Refrigeration Training equipment
	 1OHSMS 28001;ISO14001;ISO9001 
2.durable, economical practical 

· Product main function
Various throttling way comparison of common refrigeration system

Effect of amount of the refrigerant to the refrigeration result

· Technical parameter
The power supply: AC 220V ±10% 60Hz

Machine capacity: <0.6KW

Refrigerant type: R600a

Size:1500*600*1700mm 

·  Experiment Project
Instruction of common cycle refrigeration system all components

Working principle of common cycle refrigeration system

Debugging training of refrigeration system

Comparison training of refrigeration system various throttling way

Refrigeration effect comparison training of too much refrigerant or too little refrigerant

Circuit control training

Common faults training of cycle refrigeration system

 


	1
	
	
	

	6
	XK-DQKH1 Refrigeration Electrical Training Device
	 XK-DQKH1 refrigeration electrical training device, composed of a power switch , a compressor , overheat protector , PTC starter etc.

2. The device’s electrical components are clearly arranged in the transparent box , playing a security role.

3. A fault simulation function

 Technical parameters:
1. The input power supply : single-phase line three AC 220 V ± 10% 60 Hz;

2. Installed capacity : <0.1 k VA;

3. Size : 1000 mm×400 mm×700 mm;

4. Net weight : about 58 kg.

Device function:
1 . Understanding the outline structure of each electrical unit in the refrigeration system.

2 . Understand the function and principle of the electrical components of the refrigeration system. 

3 . Familiar with the functions and use methods of multimeter.

4 . Understand the work principle of the refrigeration system.

5 . Understand the principle of the control electrical system.

6 . The simulation examination training is more than 10 kinds of fault...


	1
	
	
	

	7
	Hydraulic Tube Expander Kit
	The kit should  feature a hand-held hydraulic press that accurately flares and swages copper tubing. Once the die and adapter are secured in the fixture, a few pumps of the handle and you're done! This tool really takes the work out of swaging and flaring, especially on larger tube sizes. The kit includes dies and adapters for flaring and swaging copper tubing sizes 1/4", 5/16", 3/8", 1/2, 5/8", 3/4" and 7/8". Comes in custom molded carrying case. (Patent No. 5,782,128)
	3
	
	
	

	8
	Deluxe 45 degree Flaring tool
	Deluxe Flaring Tool for 1/8" To 3/4" O.D.


	3
	
	
	

	9
	Full range 1/8" to 3/4" O.D. flaring tool for soft copper
	 A full range 1/8" to 3/4" O.D. flaring tool for soft copper


	5
	
	
	

	10
	410a Refrigeration manifold gauges
	 2 Way Manifold Gauges with Carry Case.

Manifold Gauges

3 x 36" Charging Hoses

2 x Adaptors.

Carry Case
Aluminum alloy testing manifolds with hand-carry plastic case 
Manifold Gauges with Sight Glass.
CT-MC636G/R410A for R410A refrigerant, with brass adapters AD78/87, VALVE CORE TOOL CT-V810
Comes with 36" Hoses


	3
	
	
	

	11
	Digital HVAC Multimeter
	Measures temperature, micro amps and more. Should have capacity to  troubleshoot and repair HVAC (heating, ventilation and air conditioning) systems. Should include the following features:  

· temperature and micro amp measurements to help  troubleshoot problems with HVAC equipment and flame sensors;

·  Integrated DMM temperature probe. The micro amp function allows flame sensor measurement down to 0.1 micro amps;

·  AutoV/LoZ function to  prevent false readings caused by ghost voltage.;

·  LED backlight for work in poorly lit areas. It measures resistance, continuity, frequency, and capacitance and provides Min/Max/Average readings with elapsed time to record signal fluctuations;

· Compact ergonomic design allows for one-handed operation;

·  Compatible with the optional magnetic hanger (ToolPak). 

· Include digital millimeter includes a 4 mm silicone test lead set, 80BK Integrated Temperature probe, holster, installed 9V battery and a user’s manual. 

·  Independently tested for safe use in CAT III 600V environments. 
	3
	
	
	


	Lot 7: 
Carpentry Tools and Equipment
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	Lot 7(a)- Carpentry Tools and Equipment (GTI -Guyana)
The frequency for all electrical equipment is 60 Hz


	1
	Compass saw- .
	 300 to 450 mm tempered steel 2 blades, average of 10 teeth per 25 mm.
	6
	
	
	

	2
	Combination saw –
	 600 to 650mm tempered steel blade 1 straight back, 6-8 teeth per 25mm.
	3
	
	
	

	3
	Miter box
	12" saw, weight : 10 lb , height 9.2 " , width 4.9"
	2
	
	
	

	4
	Hammer-upholsterer’s magnetic type, 
	Hammer-upholsterer’s magnetic type, 98g.
	3
	
	
	

	5
	Try square- 
	15 cm blade.
	5
	
	
	

	6
	T bevel square –
	15 cm and 20 cm
	3 of each size
	
	
	

	7
	Dowelling jig - 
	6mm to 13mm 
	4
	
	
	

	8
	Calipers inside 
	   20 cm2 
	4
	
	
	

	9
	Calipers outside
	20cm, 

30 cm 
	4 of each
	
	
	

	10
	Divider (wing) 
	20cm

30cm
	 2 of each
	
	
	

	11
	Pry bar
	               36" x 3/4 '   (914mm) x (19mm)
	2
	
	
	

	12
	Ladder- 
	step type, aluminum or board length 6ft
	 1
	
	
	

	13
	Divider (wing)
	 20cm

30cm
	2 of each
	
	
	

	14
	Carriage clamps 
	 Sizes: 100mm;150mm;200mm;300mm
	5  of each
	
	
	

	15
	Ladder – 
	 step type adjustable, aluminum of board, length 6m
	2
	
	
	

	16
	Sprit level 
	Sprit level 91 cm long
	2
	
	
	

	17
	Fastener drill 
	Fostener drill set #4,6 and (maximum)
	2 of each
	
	
	

	18
	Expansive bit cutter 
	Expansive bit cutter 10mm to 38mm
	2 of each
	
	
	

	19
	Screwdrivers –
	Set – plastic handle, flat blade 10, 1520, 30cm 9 shank
	4
	
	
	

	20
	Gonging chisel (outside) - 
	Gouging chisel set (outside) - 6mm to 25mm plastic handle 
	4
	
	
	

	26
	Coping saw-spring steel frame
	spring steel frame, wooden handle for 160 mm pin tempered blade, 14 teeth per 25 mm.
	6
	
	
	

	27
	Cross cut saw
	blade length 600 to 650 mm, straight back, taper ground and tempered, 7 to 8 teeth per 25mm.
	5
	
	
	

	28
	File wood rasp, square 
	Double cut – 200 mm length 2.
	5
	
	
	

	29
	File wood rasp, square 
	Half round, and round- 300mm bastard cut 
	8
	
	
	

	30
	File anger bit- 
	80mm, one flat triangular and 2 blade width 42mm 
	3
	
	
	

	31
	Plane (block)
	length 140,180 or 250mm 
	2
	
	
	

	32
	Plane(rabbet) -
	 length 200mm,blade width 40mm.
	2
	
	
	

	33
	Screwdrivers- Phillips 
	set Screwdrivers- Phillips # 1.9 (set per group)
	1
	
	
	

	34
	Laying out square -
	61 cm * 46 cm
	2
	
	
	

	35
	Wood Scraper 
	7.6 m *10 cm 
	8
	
	
	

	36
	Anger bit-set
	set # 4, 6 and 8
	3 of each
	
	
	

	37
	Gusset plate
	Gusset plate templates used for room construction.
	12
	
	
	

	38
	Slash clamps 
	Heavy duty sash cramps – 40cm to 180cm long
	6
	
	
	

	39
	Pliers
	combination types- 200mm 
	4
	
	
	

	40
	Saw files
	 7 in. regular taper  4- 5 PPI;  

 6 inch extra slim taper 9- 10 PPI   ;             

 5 inc double extra slim taper 12- 14 PPI
	3 of each type
	
	
	

	41
	Sledge hammer 
	400g
	1
	
	
	

	42
	Builder’s level
	 working Range 200ft   - Sliding lock levers to lock telescope                   - build -in sun shape                                 - 5/8 x 11 thread fits all tripods - dust protector eye piece with fixed cross hairs
	2
	
	
	

	43
	Pick axe
	36 inches wood handle, 2.5 lbs, mattock 
	1
	
	
	

	44
	Hatchet pincers
	16" campers , double tapered head, weight 1.92 kg                    
	1
	
	
	

	45
	Trammel points
	· Hardened steel, adjustable divider points for durability and flexibility

· Straight legs for marking out work pieces by scribing and marking distances between points

· Heads accommodate a beam up to 3/8" (9.5 mm) thick and 3/4" (19 mm) wide

 
	2
	
	
	

	46
	Saw set 
	8 Piece set includes 1/8", 1/4", 3/8", 1/2", 5/8", 3/4", 1" and 1-1/4" widths. Quality Blue Chip brand by Irwin, Square handles with rounded corners for comfort Indestructible polypropylene handles, Factory ground bevel-edge blades.
	1
	
	
	

	47
	Nail hammer 
	0.37 kg
	2
	
	
	

	48
	File brush
	 10" long;  cleaner card for the teeth of hand files and rasps on one side, with brush for cleaning fine hand file teeth on the other.  Wood base with  handle for gripping.
	5
	
	
	

	49
	Drawing knife- 
	Drawing knife- 20 cm; 25cm2 
	 3 of each
	
	
	

	50
	Rip saw blade 
	 length 650 mm, 4-6 teeth per 25mm, straight back, tempered, taper ground and polished
	5
	
	
	

	Lot 7(b)- Carpentry Tools and Equipment (GITC -Guyana)
The frequency for all electrical equipment is 60 Hz


	1
	Compass saw- 
	300 to 400 mm tempered steel, 2 blades, average of 10 teeth per 25mm. 
	3
	
	
	

	2
	Coping saw-
	Spring steel frame, wooden handle for 160mm pin tempered blade, 14 teeth per 25 mm.  
	5
	
	
	

	3
	Cross cut saw 
	blade length 600 to 650 mm, straight back, taper ground and tempered, 7 to 8 teeth per 25mm.
	2
	
	
	

	4
	Miter box
	  12" saw, weight : 10 lb , height 9.2 " , width 4.9"
	3
	
	
	

	5
	Plane (block)-
	Length 140, 180 or 250mm,6¼" long with a 1-3/8" x 1/8" thick A-2 Steel blade.

Moveable shoe to allow precise control over the mouth opening in front of the blade


	3
	
	
	

	6
	Smoothening Plane
	No. 4 Bailey Smoothing Plane, Length 9.3/4", Cutter width 2


	5
	
	
	

	7
	Jack Plane 
	Base and frog cast as one for accuracy; lateral adjustment locking feature; Cherry wood handle and knob; solid brass adjustments; Iron casting for weight and durability; mouth adjustment for different types of wood
	3
	
	
	

	8
	Jointer Plane
	NO.6 JACK PLANE, 2-3/8" X 17-3/4"High quality cast iron body, Flat smooth base for accurate working, High carbon steel blade can be sharpened, Adjustable screw to set cutting depth, High impact polyurethane handle and knob
	3
	
	
	

	9
	Router Plane
	NO.7 550mm x 60mm,High quality cast iron body, Flat smooth base for accurate working, High carbon steel blade can be sharpened, Adjustable screw to set cutting depth, High impact polyurethane handle and knob
	3
	
	
	

	10
	Try square-
	15 cm blade.  Blade stainless try square is easy to read and accurate with large, bold numbers and graduations.
	5
	
	
	

	11
	T bevel square – 
	15 cm and 20 cm;  features an etched stainless steel blade and a hardwood handle. 
	3 of each type
	
	
	

	12
	Combination Square 
	 A multi-purpose ; 45-degree miter, a depth gage, a level, a plumb, and a precision rule. Square blades ; easy-to-read, sharp 8ths, 16ths, 32nds, and 64ths graduations.  Reversible lock bold, scriber,  and spirit level .
	4
	
	
	

	13
	Carriage clamps 
	10mm,15mm,20mm,30mm.  CLAMPS Ductile and/or malleable iron Plated finish on frames up to 3"  Size is frame opening x depth Bulk pack 1440 4 ADJ CARRIAGE CLAMP SIZE:4" x 3" FINISH: Natural Finish
	5
	
	
	


36cm swing, 96 between Centre,

1Cast iron bed, 4-step ‘V’ pulleys on headstock and motor, speed range 900-3400, spindle 25.4 dia. or larger threaded for in-board and out-board turning; no. 2 Morse tapers for Centre, tailstock Centre self-ejecting, 0.75hp, 1725rpm, 220v, 3 phase motor complete with pulley belt, spur Centre, cup Centre, 15.3cm face plate, 7.6cm fence plate, 30cm tool rest, one set of turning chisel, on each 25.4mm skew, 13mm gauge, 13mm spear, 13mm parting tool and 13mm round-nose tool

	
	1
	
	
	

	15
	Portable Belt Sander
	Quiet belt sander ; 4" wide belt with a speed of 1,640 ft./min.;Dust bag swivels 360° for more convenient operation; Double insulated ,Belt size: 4" x 24",  Amps: 11.0; (115V/60hz) 
	1
	
	
	


Powerful 8-Inch bench grinder for industrial grade use;  Pre-lubricated and enclosed ball bearings; Cast iron wheel guards and dust vent;One-piece quick adjusting spark guards,5/8-Inch spindle ,Motor: 1 horsepower, 1 phase, 115 volt/60hz 

•  Wheel diameter: 8-inch diameter, 1-inch thickness 

•  Wheel speed: 3,450 rpm 

•  Wheel grits: 36 and 60 

•  Shaft diameter: 5/8-inch 

•  Dimensions: 19 inches by 12-1/2 inches by 10 inches

	
	1
	
	
	

	17
	Saw files
	6-Inch Triangular Slim Taper Saw File, which features tapered 60-degree angled sides and a triangular profile. Constructed from hardened and tempered steel, A large contoured poly handle provides a comfortable, non-slip grip. . 
	3
	
	
	

	18
	Sledge hammer 400g
	400g Drop Forged, Heat Treated Steel Heat, Fully Polished Heat, Square, Polished Striking Faces, Rugged 50 percent Fiberglass Handle, Cushioned Textured Non-Slip Rubber Grip, Epoxy Bond Locks Heat to Handle.
	1
	
	
	

	19
	Screwdrivers- 
	Phillips #1.9 
	1
	
	
	

	20
	Screwdrivers – plastic handle, flat blade 
	Plastic handle, flat blade 10,1520,30cm 9 shank (maximum of four sizes per set and one set per group of trainees)
	4
	
	
	

	21
	Gonging chisel (outside) - 
	6mm to 25mm plastic handle 
	6
	
	
	

	22
	File wood rasp, square half round, and round- 300mm bastard cut 
	Wood rasp, square double cut – 200mm length 2.
	6
	
	
	

	23
	File anger bit- 
	Wood rasp, square half round, and round 300mm bastard cut . 
	8
	
	
	

	24
	 File anger bit
	80mm, one flat triangular and 2 blade width 42mm²
	3
	
	
	

	Lot 7(c) Carpentry Tools and Equipment - All Saints Antigua

The frequency for all electrical equipment is 60 Hz


	1
	Tennon Saw
	12” blade with 13 TPI
	5
	
	
	

	2
	Dovetail Saw
	3/8" & 1/2" 
	5
	
	
	

	3
	Compass Saw
	300 to 450 mm tempered steel 2 blades, average of 10 teeth per 25 mm.
	2
	
	
	

	4
	Coping Saw
	600 to 650 mm, straight back, taper ground and tempered, 7 to 8 teeth per 25mm.
	6
	
	
	

	5
	Rip Saw
	6”
	3
	
	
	

	6
	Cross Cut Saw
	14”
	3
	
	
	

	7
	Panel Saw
	• Motor: 7-1/2 HP, 220V/440V/60Hz, three-phase
• Main blade size: 10"
• Main blade arbor: 5/8"
• Main blade tilt: 0-45°
• Main blade arbor speed: 4000 RPM
• Depth of cut at 90°: 3-1/8"
• Depth of cut at 45°: 2-1/4"
• Scoring blade size: 3-1/8" (80mm)
• Scoring blade arbor: 22mm
• Scoring blade tilt: 0-45°
• Sliding table size: 12-1/4" x 63"
• Maximum dado width: 13/16"
• Maximum capacity w/rip fence: 33"
• Cutting width w/cross-cut fence: 78-1/2"
• Cutting length w/cross-cut fence: 63"
• Main table dimensions: 14-3/8" x 27"

	2
	
	
	

	8
	File Wood RASP (Course)  
	6”, 8”, 12”       Square double cut – 200 mm length 2.
	1
	
	
	

	9
	Half RASP
	6”, 8”, 12”   X 300mm bastard cut 
	2
	
	
	

	11
	Flat RASP
	6”, 8”, 12”   X 300 mm Bastard cut
	2
	
	
	

	12
	Auger Bit Set
	 Auger Bit Set
	1
	
	
	

	13
	Centre Bit
	1”
	1
	
	
	

	14
	Smoothing Plane
	No. 4 Bailey Smoothing Plane, Length 9.3/4", Cutter width 2


	4
	
	
	

	15
	Jack Plane
	14" planes, and  22" planes
	4
	
	
	

	16
	Trying Plane
	Trying Plane 
	2
	
	
	

	17
	Marking Gauge
	165mm, long, made of Beachwood with hardened spurs and brass slide

 
	12
	
	
	

	18
	Combination Mortise Gauge
	· Dual adjustable hardened pins for marking both sides of a mortise
· Single pin on reverse side for use as a standard marking gauge
· Brass thumbscrew locking mechanism
 
	8
	
	
	

	19
	Try square 
	Large
	8
	
	
	

	21o
	Try square 
	Small
	8
	
	
	

	22
	Sliding bevel
	· blade is 8 3/4" long, x 3/4" wide
· base is 9 3/4" long and 3/4" wide
made from hardened stainless steel
	8
	
	
	

	23


	Spoke shave
	12"
	2
	
	
	

	24
	Mallets
	8 oz, 16oz, 32oz  (Rubber)
	6
	
	
	

	25
	Plough Plane
	To plough nine sizes of grooves from 1/8 Inch (3mm) to 5/8 Inch (16mm) in width to a depth of 5/8 Inch (16mm) at any distant from the edge of the work upto 5 inches (127mm). 

Materials 

Body and sliding section

: High grade cast iron.

Cut Irons

: High Carbon Steel.

 -
	1
	
	
	

	26
	Mortise chisels
	5/8”, 3/8”, 1/2”, ¼”, ¾”
	12 each
	
	
	

	27
	Pairing Chisels
	½”, ¼”
	12 each
	
	
	

	28
	Combination Square
	 A multi-purpose tool that can be used for applications that require a 45-degree miter, a depth gage, a level, a plumb, and a precision rule , Square blades are machine divided, hardened and tempered for long life ,Features easy-to-read, sharp 8ths, 16ths, 32nds, and 64ths graduations , A reversible lock bold allows the blade to be turned over or end-for-end, without removing the lock bold or nut to ensure true alignment of the blade and heads , Protractor heads have revolving turrets with direct-reading double graduations, 0-180-degrees in opposite directions, for the direct reading of angles and supplementary angles , With reversible lock bolt, scriber, spirit level 
	12
	
	
	

	29
	Bevel Edge Chisels
	1” , ½”, ¾”,
	12 each
	
	
	

	30
	Half round file
	6”, 8”, 12”
	1
	
	
	

	31
	Flat file
	6”, 8”, 12”
	1
	
	
	

	32
	Shaper Blades & Moulding
	-
	1
	
	
	

	33
	Screwdriver 
	Phillip
	12
	
	
	

	34
	Screwdriver 
	Flat
	12
	
	
	

	35
	Trowels
	20cmx10cm gauging
	2
	
	
	

	36
	Shears
	CURVE, STRAIGHT, AVIATION TYPE
	1
	
	
	

	37
	Builder’s square
	Builder’s square -
	4
	
	
	

	38
	Lathe chisels
	Lathe chisels
	1 set
	
	
	

	39
	Claw Hammers
	16 oz head, hardwood handle
	12
	
	
	

	40
	Combination Jointer/Plane
	· Combination bench top jointer and planer makes best use of work space
· Heavy-duty 13-Amp motor produces 18,000 cuts/minute. Feed speed is 19-1/2-Feet/minute
· Sheet metal out feed table with height adjustment supports long work pieces and reduces snipe
· Two high speed steel knives for precise, smooth cuts
· Oversized, ergonomic knobs provide ease of use, maximum control
·  Power input: 220 v
 -
	1
	
	
	

	41
	Bull nose plane
	Bull nose plane
	3
	
	
	

	42
	G –Clamps 
	Large
	12
	
	
	

	43
	G –Clamps 
	Small
	12
	
	
	

	44
	Band saw
	51cm table, tilt 45 degrees, grooved for mitre gauge 41cm x 41cm table top, capacity guide to table,

23cm capacity blade to frame balanced, rubber-covered ball-bearing wheels; adjustable guard and guides; 5 hp 3-phase, 1725 rpm, 60HZ, 220V motor; contractor starter.
	1
	
	
	

	45
	Cross Cut/Table saw
	14”
	1
	
	
	

	46
	Jointer
	10’ Input 220V 50Hz -Maximum cutting width is up to 10-Inch-Jointer max cut depth is 1/8-Inch -Planer max cut depth up to .08-Inch 18,000-cuts-minute. Rigid steel stand allows transition from bench top to floor model
	1
	
	
	

	47
	Router
	2 horse power (hp.) Fixed Base
	2
	
	
	

	48
	Belt Sander
	floor model, belt type w/tilting table, minimum 0.33 hp, 220-240V, 60HZ, 3 phase, seal-bearing motor
	4
	
	
	

	49
	Finishing Sander
	· Ergonomic rubberized grip and handle 
· 11,000 OPM for increased efficiency and smooth finish sanding
· Built-in counterbalance system 
· Large 2-finger trigger switch 
· Dust collection system 
· Aluminum cast shoe base for increased durability
· High capacity dust bag with built-in vacuum adaptor for improved dust collection
· Double insulated
· 220v, 60hz
 -
	2
	
	
	

	50
	Lathe
	 12-1/2 in. Variable-Speed 

220 v, 60hz
	1
	
	
	

	
	Drill Press
	  
Motor 2 HP, 230V/60hz, 3 Ph, 2 Speed  
Number of Spindle speeds 12  
Range of Spindle Speeds (RPM) Low 60, 130, 230, 450, 800, 500 High 120, 260, 460, 900, 1600, 3000  
Spindle Taper MT-3  
Quill Diameter (in.) 3  
Work Table Weight Capacity (lbs.) 275  
Column Diameter (in.) 4-1/2  
Drilling Capacity Cast Iron (in.) 1-1/2  
Drilling Capacity Mild Steel (in.) 1-1/4  
Table Size (in.) 21-1/4 x 18-1/2  
Distance Column to Spindle (in.) 10  
Drills to Center of Circle (in) 20  
Spindle Distance to Base (in.) 44-3/8  
Spindle Travel (in.) Manual 4-1/2  
Auto 4-1/4  
Number of Power feeds 3  
Spindle Distance to Table (max./in.) 30-7/8  

	1
	
	
	

	51
	Power Drill
	Rated input power-850 W

220v, 60hz

Rotation speed gear 1 under no load-750 rpm

Full hammering frequency-4080 impacts/minute

Single impact energy-2.4 ft-lbs

Hammer drill bits (optimum dia. range)-3/8 - 13/16 in

Dust removal module- preferable


	1
	
	
	

	52
	Compressor
	2horse power (hp.)8 gall, 125PSI Portable Air
	 
	
	
	

	53
	Tennon Saw
	12” blade with 13 TPI
	5
	
	
	

	54
	Dovetail Saw
	3/8" & 1/2" 
	5
	
	
	

	55
	Compass Saw
	300 to 450 mm tempered steel 2 blades, average of 10 teeth per 25 mm.
	2
	
	
	

	Lot 7(d) Carpentry Tools and Equipment – Princess Margaret Secondary Antigua

The frequency for all electrical equipment is 60 Hz


	1
	Jack Plane/Jointer 
	14" planes, and  22" planes
	10 of each
	
	
	

	2
	Block Plane
	·  9" Bench Jack Plane

· Heavy-Duty Application

·  Adjustable blades 

· Machined  and polished body

· 2" Cutter 


	10
	
	
	

	3
	Smoothing Plane
	 No. 4 : Steel body, carpentry, joinery   wooden work planer
	10
	
	
	

	4
	Screwdriver set, 
	flat point -must include -15cm,  25cm
	6
	
	
	

	5
	Screwdriver
	 Phillips set-Must include  # 1-9
	6
	
	
	

	6
	Screwdriver
	Ratchet Set -must include 29cm
	6
	
	
	

	7
	Chisels (Set)
	6m ; 9m; 12m ;18m –Bevel, firmer, pairing
	6 0F EACH = 24
	
	
	

	8
	Mortise chisel set
	Set of 4 –1/4-Inch, 5/16-Inch, 3/8-Inch &  1/2”
	6
	
	
	

	9
	Tennon Saws
	12” blade with 13 TPI
	20
	
	
	

	10
	Chop saws
	·  Compact and lightweight design

· Up to 2x4 cutting capacities, and 3-1/2 in. cross cut capacity

· Carbide-tipped 7-1/4 in. blade

· Horizontal D handle Spindle lock for easy single wrench blade changes

· Adjustable laser alignment system accurately aligns cut line with blade

220 v, 60hz


	12
	
	
	

	11
	Coping Saws
	600 to 650 mm, straight back, taper ground and tempered, 7 to 8 teeth per 25mm.
	12
	
	
	

	12
	Jigsaw
	 

Bevel Capacity:

+/- 45 Degrees

Cutting Capacity (Aluminum):

7/8 in.

Cutting Capacity (Steel):

3/8 in.

Cutting Capacity (Wood):

5-1/2 in.

Handle Type:

D-Handle

SPM:

800 - 3,000

Stroke Length:

1 in.

Voltage:

220V,60hz


	12
	
	
	

	13
	Wrenches
	 1/4”, 3/8” and 1/2” drives ( assorted sizes)
	3 of each size
	
	
	

	14
	G-Clamps
	 Throat depth 65mm.


	12
	
	
	

	15
	Sash Clamps
	30” Capacity Sash Clamp. 3/4 Ton Clamping Force.

	8
	
	
	

	16
	Bench Vice
	 Size no. 6
	20
	
	
	

	17
	Dust masks
	 Dual Cartridge Respirator Assembly
	50
	
	
	

	18
	Eye Goggles–Safety Glasses
	Rigid 50 mm dual cup eye goggles. Compact design with elastic headband 
	25
	
	
	

	19
	Radial Arm Saw
	 Single phase, 240 v, 60hz
	1
	
	
	

	20
	Thicknesser
	5-horsepower motor, 1ph, 230v/60hz; 770-pounds -20-inch planning capacity; 5-inch dust port connects to any dust collector2-speed oil bath gearbox transmits full power to feed rollers and facilitates fast speed changes at 24 and 31-fpmHuge 55-1/2-by-20-inch cast iron table; integrated casters for mobility;-Cutter-head includes four high-speed steel knives; turns at 5000-rpm, producing 20,000 cuts per minute
	1
	
	
	

	21
	Jointer
	10’ Input 220V /60Hz -Maximum cutting width is up to 10-Inch-Jointer max cut depth is 1/8-Inch -Planer max cut depth up to .08-Inch 18,000-cuts-minute. Rigid steel stand allows transition from bench top to floor model
	1
	
	
	

	22
	Wood Lathe
	5 speed Bench top wood late,220v,60hz
	1
	
	
	

	23
	Compressor
	2horse power (hp.)8 gall, 125PSI Portable Air; 220v,60hz
	1
	
	
	

	24
	Portable Router
	2 horse power (hp.) Fixed Base,220 v,60hz
	3
	
	
	

	25
	Sander
	2 horse power (hp.) Fixed Base,220 v,60hz
	3
	
	
	

	26
	Orbital Sander
	6 inch Composite Orbital Sander,220v,60hz
	3
	
	
	

	27
	Belt Sander
	floor model, belt type w/tilting table, minimum 0.33 hp, 220-240V, 60HZ, 3 phase, seal-bearing motor
	3
	
	
	

	28
	Dado blade
	Freud-Dado-Cutter-Woodworking-Tooling-Saw-Bench
	1
	
	
	

	29
	Band Saw Blade
	1-x-BAND-SAW-BLADE-14-TPI-1425MM-LONG-CS80-CARBON-STEEL


	1
	
	
	

	30
	Spray Gun
	Weight: 710grams, Connection: 1/4" bsp (standard connection)

Cup: 0.68 litre, Working Pressure: 43 to 64 psi (3 to 4.5 bar), Air Consumption: 7 to 12.4 cfm (198 to 350 ltr/min) (Bigger setups consume more air), Fan Width: 50mm to 240mm
	1
	
	
	

	31
	Nail Gun
	·  Dimensions: 12.5 H x 3.25 W x 13.5 L in.

· Item Weight (lbs.):7.5

· Feed Type: Strip

· Fasteners Used: Brad nails

· Color/Finish: Blue

· Case Included: Yes

· Package Contents: Staples, brad nails, industrial plug, nailer oil, Allen wrench,

· Gauge Range:18


	1
	
	
	

	Lot 7(e) Carpentry Tools and Equipment –   Campden Park  Technical Institute St. Vincent

The frequency for all electrical equipment is 50 Hz


	1
	Circular Portable Electrical Saw
	Portable type, 18cm blade, 5800 rpm, 220V, 50HZ.
	1
	
	
	

	2
	Random Orbital Sander 
	4Amp, height 8.77in, Speed max. 10,000 rpm, 230V,50hz
	1
	
	
	

	3
	Thickness planner
	20cmx58cm single head floor model, 5hp, 220V, 50HZ, 3-phase motor
	1
	
	
	

	4
	Hammer Drill 
	Portable type, maximum drill bit size, 20mm, 1.5 hp, 50 HZ, 220V.
	1
	
	
	

	5
	Belt Sander –
	floor model, belt type w/tilting table, minimum 0.33 hp, 220-240V, 50HZ, 3 phase, seal-bearing motor
	1
	
	
	

	6
	Electrical Desk Mounted Mitre Saw
	Blade Diameter: 260m Bore Diameter: 30/25mm, Max mitre range: 45° to 90°, Max bevel range: 45° to 90°, Max mitre cut at 90°: 90.5x95mm or 69x130mm, Max mitre cut at 45°: 48x95mm or 35x130mm, No Load Speed: 4,600rpm, Input wattage: 1,650w,  230V, 50hz
	1
	
	
	

	7
	Spray Gun 
	Weight: 710grams, Connection: 1/4" bsp (standard connection)

Cup: 0.68 litre, Working Pressure: 43 to 64 psi (3 to 4.5 bar), Air Consumption: 7 to 12.4 cfm (198 to 350 ltr/min) (Bigger setups consume more air), Fan Width: 50mm to 240mm
	2
	
	
	

	8
	Router – 
	Portable type, minimum 0.25 hp, 220V, 50HZ motor, complete with set of moulds
	2
	
	
	

	9
	Portable power drill 
	Portable type, maximum drill bit size, 20mm, 1.5 hp, 50 HZ, 220V.
	2
	
	
	

	10
	Portable Electrical Plane
	230/110V, no-load speed 16,000 rpm, weight 3.35Kg, frequency 50Hz, Maximum planning width 82mm
	1
	
	
	

	11
	Compass Saw 
	300 to 450mm reversible tempered steel blade, average of 10 teeth per 25mm
	6
	
	
	

	12
	Rubber Mallets 
	Head weight 18 0z/510 g, Overall length 13-1/2”/ 343mm.
	12
	
	
	

	13
	Coping saw blades 
	Coarse, Length 6 1/2 In, 17 Teeth per Inch, Carbon Material, Thickness 0.023 In, Width 1/4 In, Cutting Capacity/Material Wood, Plastic, PVC, Package

	60 
	
	
	

	14
	Pad saw 
	Blade length 250mm/10”, number of teeth per inch 10; 24
	6 
	
	
	

	15
	Pad Saw Blades 
	Replacement Pad Saw Blade - 250mm(10")
	3 
	
	
	

	16
	Complete sets of wood Drill Bits 
	8pc brad point wood drill bits carbon steel set of 8 common sized wood boring brad point drills aggressive flutes for easier debris clearing: CONTAINS: 1/8" X 2-1/4", 5/32" X 3", 3/16" X 3-1/4", 1/4" X 3-1/2", 9/32" X 4", 5/16" X 4", 11/32" X 4-1/2" and  3/8" X 4-3/4"
	4
	
	
	

	17
	Complete set of metal drill bits 
	29 piece set in metal index case includes drill bit sizes 1/16” through ½”, 1/64” increments.
	2
	
	
	

	18
	Pliers / pincer saw set 
	8 Piece set includes 1/8", 1/4", 3/8", 1/2", 5/8", 3/4", 1" and 1-1/4" widths. Quality Blue Chip brand by Irwin, Square handles with rounded corners for comfort Indestructible polypropylene handles, Factory ground bevel-edge blades.
	6
	
	
	

	19
	Block plane 
	length 140, 180 or 205mm, blade width 42mm
	9
	
	
	

	20
	Spoke shaves 
	25cmx0.6 cutter
	6
	
	
	

	21
	Set stone 
	Set stone
	6
	
	
	

	22
	Complete Sets of Wood Chisels 
	8-piece set includes 1/8", 1/4", 3/8", 1/2", 5/8", 3/4", 1" and 1-1/4" widths. Quality Blue Chip brand by Irwin, Square handles with rounded corners for comfort Indestructible polypropylene handles, Factory ground bevel-edge blades.
	3
	
	
	

	23
	Sash Clamp – 900 mm
	Ductile Iron Head, Carbon Steel Bar, Rust-Resistant Powder Coating
	12 
	
	
	

	24
	Sash Clamp – 1200mm 
	Ductile Iron Head, Carbon Steel Bar, Rust-Resistant Powder Coating
	12
	
	
	

	25
	Sash Clamp – 
	Ductile Iron Head, Carbon Steel Bar, Rust-Resistant Powder Coating;600mm
	12
	
	
	

	26
	jig saws 
	60cm capacity, portable type, four speed, 0.33 hp 220V, 50HZ, single phase; 600 w
	2
	
	
	

	27
	Multiple socket 110v serge Extension 
	10A. 25m. Cable reel with 2 x 16A 2P+E sockets and 25m cable. Ideal for use on site or in the workshop. Thermal Cut Out, Power Status Indicator High Visibility Cable, Robust Steel Frame & Carry Handle, 2P+E Sockets (IP44 Rated)  16A, 110V, 50hz, Max load 1760W 
	2
	
	
	

	28
	Multiple socket serge Extension 
	10A. 25m. Cable reel with 2 x 16A 2P+E sockets and 25m cable.. Thermal Cut Out, Power Status Indicator High Visibility Cable, Robust Steel Frame & Carry Handle, 2P+E Sockets (IP44 Rated): 15A, 230V/50hz Max load 1760W 
	2
	
	
	

	29
	Manual stapler and Nailer gun 
	· Dimensions: 12.5 H x 3.25 W x 13.5 L in.

· Item Weight (lbs.):7.5

· Feed Type: Strip

· Fasteners Used: Brad nails

· Color/Finish: Blue

· Case Included: Yes

· Package Contents: Staples, brad nails, industrial plug, nailer oil, Allen wrench,

· Gauge Range:18


	2
	
	
	

	30
	Electric stapler and Nailer gun 
	Powerful 14 amps of surge power, Drives BN1810 nails and 6 sizes of T50 staples, Steel channel; Visual refill window; 110V / 220V models
	2
	
	
	

	31
	Metric / Imperial Steel Ruler – 
	1ft (300 mm)
	24
	
	
	

	32
	Metric / Imperial Measuring Tapes 
	25ft
	12
	
	
	

	33
	Claw hammer 
	steel handle 16 oz
	10
	
	
	

	34
	Claw hammer 
	steel handle - 20 oz
	10
	
	
	

	35
	Sliding Bevel 
	· blade is 8 3/4" long, x 3/4" wide
· base is 9 3/4" long and 3/4" wide
· made from hardened stainless steel
	12
	
	
	

	36
	Combination Squares 
	30cm blade
	12
	
	
	

	37
	Dowel Pin Punch set – 
	6 pc Draper
	1
	
	
	

	38
	Safety Helmet With Visor and Ear Muff 
	Fully adjustable head harness, High density polyethylene shell, Ear defenders, Clear polycarbonate visor
	24
	
	
	

	39
	Ratchet Screwdriver Set 
	Universal Bit Holder, Bits and Sockets 44pc 
	2
	
	
	

	40
	Protective Goggles 
	Rigid 50 mm dual cup eye goggles. Compact design with elastic headband 
	24
	
	
	

	41
	Hand drills
	Length:12",  Width: 6", Material: carbon steel/stainless steel


	2
	
	
	

	42
	Block plane 
	Fully Adjustable Smoothing Block Plane, Length in mm 160, Iron width in mm 40 blade set at about 20°


	4
	
	
	

	43
	Jack Planes
	No.5 jack plane, Length 355mm 14",  Blade Width 50mm 2"


	4
	
	
	

	44
	Smoothing plane
	No. 4 Bailey Smoothing Plane, Length 9.3/4", Cutter width 2


	5
	
	
	

	45
	Files – half- round 
	Cut 2 and Cut 0, size: 4", 6", 8", 10", made of high grade steel


	12
	
	
	

	46
	Files - triangular
	8" files triangular with wooden handle, high-carbon steel T12/T13


	12
	
	
	

	47
	Marking gauges
	165mm, long, made of Beachwood with hardened spurs and brass slide


	12
	
	
	

	48
	Utility knives
	7" long, rubberized handle


	6
	
	
	

	49
	Rip saws
	20”(500MM) long, 8T/1" high carbon steel blade, dual-color plastic handle


	7
	
	
	

	50
	Compass Saw 
	10 and 12 inches,  Compass saw, 65MN alloy steel blade, Precision ground teeth 


	6
	
	
	

	51
	Pad saw 
	Size- 200mm, comfortable, soft-grip handle and extra-sharp teeth
	6 
	
	
	

	52
	Cross Cut saw
	450MM, teflon coated blade, 7 points per inch, impulse hardened teeth, ABS+TPR handle.


	7
	
	
	

	53
	Screw drivers
	12 PC Screwdriver Set, 1)Slotted:9×200mm,8×150mm,6×100mm,5×75mm,3×75mm., 6×38mm

2)Phillips:ph4×200mm,ph3×150mm,ph2×100mm,ph1×75mm,ph0×75mm, ph2×38mm

Made of Chrome Vanadium Steel


	6
	
	
	

	54
	Mallets
	1.25" x 1.25" , W/Rubber Mallet


	7
	
	
	

	55
	Combination Squares 
	12” (30cm), steel blade with the markings clearly etched on both sides


	12
	
	
	

	56
	RASPS – Half -Round
	Size: 6"  10" , high carbon steel, Fine cut, Coarse cut


	6
	
	
	

	57
	Measuring tape
	1" wide blades, dual-reading


	6
	
	
	

	Lot 7(f) Carpentry Tools and Equipment –   Corozol- Belize

The frequency for all electrical equipment is 60 Hz


	1
	Drill Press
	JET 15 in. Metalworking Floor Drill Press

· Cast iron head

· Large quill allows greater accuracy

· Head casting features a permanently lubricated ball bearing spindle assembly, using four heavy duty ball bearings mounted in an enclosed quill for extended life

· Table tilts 45-degree

· Large ground steel column diameter for maximum head and table support

· Hinged metal belt and pulley cover

· Accurate depth stop displays inch/mm and has quick set bolt for fast, accurate adjustments

· 5/8 in. drill chuck and arbor

· 3/4 HP motor

· Massive T-slotted production table

· 3-1/8 in. Stroke for deep hole applications

· Accurate depth stop for precise hole depths

· Spindle guard


	1
	
	
	

	2
	Mitre Compound Saw 
	 Compound Miter Saw

· 4-1/2 in. tall pivoting fence for cutting up to 5-1/2 in. crown molding

· Powerful 15-ampdirect drive motor delivers 4,000 RPM

· Positive miter stops at 9 settings: 15°, 22.5°, 31.6°, 45° right or left and 0° (90° cuts)

· Horizontal D-handle design for easy and comfortable operation

· Carbide tipped blade for precision cutting

· Electric brake for maximum productivity

· Pivoting fence for supporting larger material

· 1 year warranty

· Includes: 12 in. 40T miter saw blade (a-93706), vertical vise (122540-9), (2) extension wing (323726-0), socket wrench 13 (782232-8), dust bag (122852-0)

·  Input power: 110v,60hz


	1
	
	
	

	3
	Hand Drill
	· 6.7 Amp motor provides high performance with overload protection

· Dual mode: hammer drill/drill for wood, steel or masonry applications

· Variable speed allows for precise hole placement on work surface

· 360° side handle with depth rod offers greater control, versatility & increased depth accuracy

· Input power: 110v,60hz

	1
	
	
	

	4
	Bench Grinder
	Bench Grinder

· Amps 4.0Amps

· Horsepower 5/8HP

· No Load Speed 3,450rpm

· Wheel Diameter 6"

· Spindle Diameter 1/2"

· Adjustable Tool Resets Yes

· Input power: 110v,60hz


	1
	
	
	

	5
	Wood chisels
	Stanley 4-Piece Wood Chisel Set


	1 Set
	
	
	

	6
	Cold chisels
	Set in Natural with Vinyl Pouch (5-Piece)



	1 Set
	
	
	

	7
	Smoothing plane
	No. 4 Bailey Smoothing Plane, Length 9.3/4", Cutter width 2


	4
	
	
	

	8
	Jack plane
	 Adjustable Bench Plane with 2-Inch Cutter

12-134-19-3/4 inch length2 inch cutter width 

	4
	
	
	

	9
	Ripsaw
	24 inch


	4
	
	
	

	10
	Compass saw
	 Blade Length 12 In, 9 Teeth per Inch, Handle Design One Piece, BiMaterial, For Fine Finish Cutting of Dovetails, Miters, and Tenons in Plywood and Hardwoods, 3 Sided Induction Hardened Teeth

	4
	
	
	

	11
	Aluminum Frame Ladders
	 Stepladder, 8-Feet


	2
	
	
	

	12
	 Paint brush roller set – 
	Contains Two 9" Roller Covers, 5 Wire Roller Frame, Metal Tray, 12" Extension Pole, Paint Paddle, Drop Cloth, 1-1/2" Trim Brush, 2" Foam Brush and 3" Roller Cover With Frame.

	1
	
	
	

	13
	Pliers
	  Pliers Set 6 pc.


	1 Set
	
	
	

	14
	Wooden floats
	 Wood Floats 14" x 3-1/2" x 1/2"


	5
	
	
	

	15
	Plastering trowels
	16 in. x 4-1/2 in.  with Wood Handle and Polished Steel Blade


	5
	
	
	

	16
	Masonry squares
	 12" Steel Square


	4
	
	
	

	17
	Wheel barrows
	T 6 cu. ft. Steel Wheelbarrow


	4
	
	
	

	18
	Pick axes
	2.5 lb. Pick Mattock


	2
	
	
	

	19
	Tube cutter 
	Mini Tube Cutter For Copper Brass & Aluminum 1/8"- 5/8"


	5
	
	
	

	20
	Soldering kit
	Soldering Gun Kit

Dual-heat gun produces 140 or 100 watts for diverse applications

120-volt power supply, 60hz

     High efficiency tin-plated copper tips

Pistol-grip design

Fingertip trigger selects high- or low output

Ready to use in 6 seconds

Built-in spotlight

Storage case included for convenience and portability

Kit comes with soldering, smoothing and cutting tips and includes 60/40 rosin-core solder
	2
	
	
	

	21
	Flaring tool kit
	Double Flaring Tool Kit
	3
	
	
	

	22
	Tap & Die
	Tap and Die Set (12-Piece)

High-carbon steel construction

·  variety of threading application

·  metric sizes 3 - 7mm

· taps, dies and all necessary drive tools
	3
	
	
	

	23
	Bench Vice/Clamps
	3 in. Clamp-On Vise

3 in. Jaw capacity

High-grade steel main screw

High-grade steel handle
	6
	
	
	

	24
	Plunger
	 Heavy-Duty Force Cup Plunger

6 in. force cup design

21 in. orange wooden handle

Heavy-duty design
	2
	
	
	

	Lot 7(g): Carpentry  Equipment –   ITVET BZE- Belize

The frequency for all electrical equipment is 60 Hz


	1
	Circular saw
	15 Amp 7-1/4-Inch Mag Worm Drive 

Product Dimensions-  20.8 x 7.8 x 9 inches

Power Source-corded-electric

Voltage-115 volts

60HZ

Wattage-1200 watts


	1
	
	
	

	2
	Power drill
	Rated input power-850 W

Rotation speed gear 1 under no load-750 rpm

Full hammering frequency-4080 impacts/minute

Single impact energy-2.4 ft-lbs

Hammer drill bits (optimum dia. range)-3/8 - 13/16 in

Dust removal module- preferable

Voltage-115 volts

60HZ


	1
	
	
	

	3
	Cordless drill
	Battery energy -56.16 Wh 

Dimensions (LxWxH) -265 x 92 x 244 mm 

Width -92 mm 

For use with -B22/2.6 Li-ion 

Rated voltage -21.6 V 

Battery capacity -2.6 Ah 

Battery type -B 22/2.6 Li-Ion 

Number of cells -12 

Adjustable torque -Yes 

Torque increments -15 


	1
	
	
	

	4
	Koblenz Industrial floor polisher
	Long power cord, sturdy built, 110v, 60hz
	1
	
	
	

	5
	Wind  tunnel vacuum cleaner
	Commercial Wind Tunnel Clean-air Upright Vacuum,, Dusting Brush, Upholstery Tool, Instruction Manual, Extension Wands , 

120 V, 60hz


	1
	
	
	

	6
	Hand vacuum 
	12-volt hand vac 

- Cigarette lighter adapter with 12-foot cord. 

- attachments: crevice tool, dust brush, upholstery nozzle and reusable/disposable, paper dust bags. 


	1
	
	
	

	7
	Wet and Dry Vacuum
	· Double filtration system

· Swivel casters provide ease of movement in any direction

· Strong handle for easy carrying

· Wet/dry capability

· Materials: Plastic

· Dimensions: 23.6 inches high x 12.6 inches wide x 12.6 inches deep

· Weight: 7 pounds

· Included parts: One (1) flexible house, three (3) extension wands, one (1) crevice nozzle, one (1) utility nozzle, one (1) floor brush, one (1) foam filter, one (1) cloth filter with clamp ring, one (1) reusable fabric filter bag

· Power source: Outlet powered

· Motor: 1200 watts

· Voltage: 120 volts, 60 hertz

· Capacity: Small

· Cord reach: 10 feet

· Hose reach: 5 feet


	1
	
	
	

	8
	High volume low pressure spray gun
	Name

High Volume, Low Pressure Spray Gun Kit

AC Volts

120v, 60hz

Amperage (amps)

9.85

Horsepower (hp)

1-1/3

Container size

32 oz.

Hose Length

15 ft.

Accessories Included

1 PVC Hose, 1qt Cup, Compressor,


	1
	
	
	

	9
	Plastering trowels
	Roberts 16 in. x 4-1/2 in. Finishing and Plastering Trowel with Wood Handle and Polished Steel Blade

	5
	
	
	

	10
	Masonry squares
	Great Neck 12" Steel Square


	4
	
	
	

	11
	Wheel barrows
	4 Cu. ft. Tray Wheelbarrow


	4
	
	
	

	12
	Pick axes
	2.5 lb. Pick Mattock


	2
	
	
	

	13
	Tube cutter 
	Mini Tube Cutter For Copper Brass & Aluminum 1/8"- 5/8"


	5
	
	
	

	Lot 7(h) Carpentry Tools and Equipment –   West Hall Secondary Grenada

The frequency for all electrical equipment is 50 Hz


	1
	Drill Press
	Motor 2 HP, 230v/50hz, 3 Ph, 2 Speed  
Number of Spindle speeds 12  
Range of Spindle Speeds (RPM) Low 60, 130, 230, 450, 800, 500 High 120, 260, 460, 900, 1600, 3000  
Spindle Taper MT-3  
Quill Diameter (in.) 3  
Work Table Weight Capacity (lbs.) 275  
Column Diameter (in.) 4-1/2  
Drilling Capacity Cast Iron (in.) 1-1/2  
Drilling Capacity Mild Steel (in.) 1-1/4  
Table Size (in.) 21-1/4 x 18-1/2  
Distance Column to Spindle (in.) 10  
Drills to Center of Circle (in) 20  
Spindle Distance to Base (in.) 44-3/8  
Spindle Travel (in.) Manual 4-1/2  
Auto 4-1/4  
Number of Power feeds 3  
Spindle Distance to Table (max./in.) 30-7/8  

	1
	
	
	

	2
	Random Orbital Sander 
	150mm Dual Action, 230v , 50hz
	1
	
	
	

	Lot 7(i) Carpentry Tools and Equipment –  AVEC St. Kitts

The frequency for all electrical equipment is 60 Hz


	1
	Band Saw
	51cm table, tilt 45 degrees, grooved for mitre gauge 41cm x 41cm table top, capacity guide to table,

23cm capacity blade to frame balanced, rubber-covered ball-bearing wheels; adjustable guard and guides; 5 hp 3-phase, 1725 rpm, 60HZ, 220V motor; contractor starter.
	1
	
	
	

	2
	Jointer 
	Maximum cutting width is up to 10-Inch -Jointer max cut depth is 1/8-Inch -Planer max cut depth up to .08-Inch 18,000-cuts-
	1
	
	
	

	3
	Compound Mitre Saw
	10-Inch Double-Bevel Sliding Compound Miter-Saw

220v, 60hz
	1
	
	
	

	4
	Compressor
	2horse power (hp.)8 gall, 125PSI Portable Air 
	1
	
	
	

	5
	Spray gun  and  Hose
	Weight: 710grams, Connection: 1/4" bsp (standard connection)

Cup: 0.68 litre, Working Pressure: 43 to 64 psi (3 to 4.5 bar), Air Consumption: 7 to 12.4 cfm (198 to 350 ltr/min), Fan Width: 50mm to 240mm
	1
	
	
	


4.2
DISTRIBUTION DETAILS
	1.

Lot  No.
	2.

Quantity Required 
	3.

Description
	4.

Distribution

	Lot 1(a)
	All items
	 MASONRY Tools and Equipment(GTI)
	All items to be delivered to  the- Government Technical Institute (GTI)- Georgetown Guyana, South America

	Lot 1 (b)
	All items
	MASONRY Tools and Equipment(GITC) –Guyana

	All items to be delivered to  the Guyana Industrial Training Centre (GITC), 100 Albert & Woolford Avenue Georgetown – Guyana, South America

	Lot 2(a)
	All items
	Auto Mechanics Tools and Equipment(GTI -Guyana)
	All items to be delivered to  the- Government Technical Institute (GTI)- Georgetown Guyana, West Indies

	Lot 2(b)
	All items
	Auto Mechanics Tools and Equipment(Leonora -Guyana)

	All items to be delivered to  the Leonora Technical & Vocational Training Centre, Lenora, West Coast Demerara, Guyana, South America

	Lot 2(c) 
	All items
	Agro Mechanics Tools and Equipment(Leonora Guyana)

	All items to be delivered to  the Leonora Technical & Vocational Training Centre, Lenora, West Coast Demerara, Guyana South America

	Lot 3(a)
	All items
	Metal Work Engineering Equipment(GTI -Guyana)

	All items to be delivered to  the- Government Technical Institute (GTI)- Georgetown Guyana, South America

	Lot 3(b)-
	All items
	Metal Work Equipment (GTCI -Guyana)

	All items to be delivered to  the Guyana Industrial Training Centre (GITC), 100 Albert & Woolford Avenue,  Georgetown – Guyana, South America

	Lot 3(c)-
	All items
	Welding and Metal Work Equipment(Leonora -Guyana)

	All items to be delivered to  the Leonora Technical & Vocational Training Centre, Lenora, West Coast Demerara, Guyana South America

	Lot 3(d)
	All items
	Welding and Metal Work- All Saints Secondary Antigua
	All items to be delivered to  the  All Saints Secondary Antigua, All Saints Village, Saint Paul, Antigua And Barbuda

	Lot 3(e)
	All items
	Welding and Metal Work-  Princess Margaret  Secondary Antigua
	All items to be delivered to  the Princess Margaret  Secondary Antigua,   Hilda Davis Drive & Dickenson Bay Street, St. John’s Antigua and Barbuda

	Lot 3(f)
	All items
	Welding and Metal Work- Campden Park  Technical Institute – St. Vincent and the Grenadines
	All items to be delivered to  the Campden Park  Technical Institute – St. Vincent, Campdenpark, St. Vincent and the Grenadines

	Lot 4(a)
	All items
	Plumbing Tools and Equipment - GTI -Guyana

	All items to be delivered to  the- Government Technical Institute (GTI)- Georgetown Guyana, South America

	Lot 4(b)
	All items
	Plumbing Tools and Equipment -ITVET BZE  Belize City
	All items to be delivered to  the Belize ITVET, Belize City, Freetown Road Belize City, Belize


	Lot 4(c)
	All items
	Plumbing Tools and Equipment -Georgetown Technical Institute, St. Vincent and the Grenadines

	All items to be delivered to  the Georgetown Technical Institute, St. Vincent and the Grenadines

	Lot 5(a)
	All items
	 Electrical Installation (GTI -Guyana)

	All items to be delivered to  the- Government Technical Institute (GTI)- Georgetown Guyana, South America

	Lot 5(b)-
	All items
	Electrical Installation (Leonora -Guyana)

	All items to be delivered to  the Leonora Technical & Vocational Training Centre, Lenora, West Coast Demerara, Guyana South America

	Lot 5(c)-
	All items
	Electrical Installation (GTCI -Guyana)

	All items to be delivered to  the Guyana Industrial Training Centre (GITC), 100 Albert & Woolford Avenue,  Georgetown – Guyana, South America

	Lot 5(d)
	All items
	 Electrical Installation (Campden Park  Technical Institute- St. Vincent and the Grenadines)

	All items to be delivered to  the Campden Park  Technical Institute – St. Vincent, Campdenpark, St. Vincent and the Grenadines

	Lot 5(e)
	All items
	Electrical Installation ( Georgetown Technical Institute- St. Vincent and the Grenadines )

	All items to be delivered to  the Georgetown Technical Institute – St. Vincent , Georgetown and the Grenadines

	Lot 5(f)
	All items
	Electrical Installation –    Advanced Vocational Education Centre (AVEC), St. Kitts 
	All items to be delivered to  the  Advanced Vocational Education Centre (AVEC), Taylor, St. Kitts

	Lot 6(a)-
	All items
	Air conditioning & Refrigeration Trainer (GTI -Guyana)

	All items to be delivered to  the Government Technical Institute (GTI)- Georgetown Guyana, South America

	Lot 6 (b)
	All items
	Air conditioning & Refrigeration trainer ITVET BZE City(Belize)

	All items to be delivered to  the Belize ITVET, Belize City, Freetown Road Belize City, Belize


	Lot 7(a)
	All items
	Carpentry (GTI -Guyana)

	All items to be delivered to  the- Government Technical Institute (GTI)- Georgetown Guyana, South America

	Lot 7(b)-
	All items
	Carpentry (GTCI -Guyana)

	All items to be delivered to  the Guyana Industrial Training Centre (GITC), 100 Albert & Woolford Avenue Georgetown – Guyana, South America

	Lot 7(c)
	All items
	Carpentry - All Saints Antigua
	All items to be delivered to  the  All Saints Secondary Antigua, All Saints Village, Saint Paul, Antigua And Barbuda

	Lot 7(d)
	All items
	Carpentry – Princess Margaret Secondary Antigua
	All items to be delivered to  the Princess Margaret  Secondary Antigua,   Hilda Davis Drive & Dickenson Bay Street, St. John’s Antigua and Barbuda

	Lot 7(e)
	All items
	Carpentry –   Camden Park  Technical Institute St. Vincent
	All items to be delivered to  the Campden Park  Technical Institute – St. Vincent, Campden Park, St. Vincent and the Grenadines

	Lot 7(f)
	All items
	Carpentry –   Corozol- Belize
	All items to be delivered to  the Corozal ITVET,Santa Rita Heights, P.O. Box 370 Corozal, Belize

	Lot (g)

	All items
	Carpentry  Equipment –   ITVET BZE- Belize
	All items to be delivered to  the Belize ITVET, Belize City, Freetown Road Belize City, Belize


	Lot 7(h
	All items
	Lot 7(h) Carpentry –   West Hall Secondary Grenada
	All items to be delivered to  the, West Hall Secondary Grenada,  Wester Hall, St David’s Grenada

	Lot 7(i)
	All items
	Carpentry –  AVEC St. Kitts
	All items to be delivered to  the  Advanced Vocational Education Centre (AVEC), Taylor, St. Kitts


4.3.
Installation

1. Supplier will be responsible for the installation and configuration of the equipment supplied.
2. The Supplier must provide a one-year warranty period for all installation services.  Warranty terms and conditions for such installation services proposed must be included in the Supplier’s proposal and clearly stated therein.

4.4
Training

Not required
SECTION 5
TENDER FORM AND PRICE SCHEDULE
5.1
Tender Form

Date:………………………………. 

Tender No.:…..……………………….

To: The Caribbean Community (CARICOM) Secretariat

We, the undersigned, declare that: 

(a) We have examined and have no reservations to the Tender Documents, including Addenda No.: 

(b) We offer to supply in conformity with the Tender Documents and in accordance with the Delivery Schedules specified in the Schedule of Requirements the following Goods and Related Services ___________________________________________________________ 

(c) The total price of our Tender, excluding any discounts offered in item (d) below, is:;

Our tender shall be valid for the period of time specified in section 2.11 from the date fixed for the tender submission deadline in accordance with section 2.14, and it shall remain binding upon us and may be accepted at any time before the expiration of that period;

(e)
We understand that this tender, together with your written acceptance thereof included in your notification of award, shall constitute a binding contract between us, until a formal contract is prepared and executed.

(f)
We understand that you are not bound to accept the lowest evaluated tender or any other tender that you may receive.

Signed:________________________________________________________________________ 
In the capacity of ________________________________________________________________ 

Name:________________________________________________________________________ 

Duly authorized to sign the tender for and on behalf of:____________________________________ 

Dated on ____________ day of __________________, _______

CARIBBEAN COMMUNITY (CARICOM) SECRETARIAT

5.2: PRICE SCHEDULES 


Schedule No. 1:
Equipment Offered
	Item
	Description
	Qty

(1)
	Unit Price (US$)

(2)
	Total Price

(1) x (2)

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	TOTAL (to Schedule No. 4. Grand Summary)
	

	Brand
	

	Country of Manufacture
	

	Period of validity
	


Tender Submitted by (Name of Company):_________________________________________________

Address:_____________________________________________________________________




_____________________________________________________________________

Telephone ________________Fax:___________________

Tender Prepared By (Name):_____________________

Signature: ________________________Date:____________________

Company Stamp:_______________________________________________________________

Note: In case of discrepancy between unit price and total, the unit price shall prevail.

CARIBBEAN COMMUNITY (CARICOM) SECRETARIAT

Schedule No. 2. Local Transportation, Insurance and Other Incidental Services [including local taxes ]

	Item
	Description
	Qty.
	Unit Price1
	Total Price1

	
	
	
	Local Currency Portion
	

	
	
	(1)
	(2)
	(1) x (2)

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	TOTAL (to Schedule No. 4. Grand Summary)
	


Tender Submitted by (Name of Company):_________________________________________________

Address:_____________________________________________________________________




_____________________________________________________________________

Telephone ________________Fax:___________________

Tender Prepared By (Name):_____________________

Signature: ________________________Date:____________________

Company Stamp:_______________________________________________________________

Note: In case of discrepancy between unit price and total, the unit price shall prevail.

[Note: This schedule will cover only for items in Schedule No.1.  When the named place of destination is the project site, the transportation costs for Schedule No. 1 items are covered under CIP and therefore will not be stated here. If the named place of destination is different from the site of installation (project site), then the transport cost from the named place of destination to project site for Schedule No.1   shall be also included here.] 

CARIBBEAN COMMUNITY (CARICOM) SECRETARIAT

Schedule No. 3. Installation Services and Training
	Item
	Description
	Qty

(1)
	Unit Prices (US$)

(2)
	Total Price 

(US$)

(1) x (2)

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	TOTAL (to Schedule No. 3)
	

	Period of validity
	


Tender Submitted by (Name of Company):_________________________________________________

Address:_____________________________________________________________________




_____________________________________________________________________

Telephone ________________Fax:___________________

Tender Prepared By (Name):_____________________

Signature: ________________________Date:____________________

Company Stamp:_______________________________________________________________

Note: In case of discrepancy between unit price and total, the unit price shall prevail.

CARIBBEAN COMMUNITY (CARICOM) SECRETARIAT

Schedule No. 4. Grand Summary

	Item
	Description
	Total Price1

	
	
	Foreign
	Local

	
	
	
	

	
	Total Schedule No. 1., Equipment, and Mandatory Spare Parts 
	
	

	
	
	
	

	
	Total Schedule No. 2. Local Transportation, Insurance and Other Incidental Services 
	
	

	
	
	
	

	
	Total Schedule No. 3. Installation Services and Training 
	
	

	
	
	
	

	
	
	
	

	TOTAL 
	

	1 




Tender Submitted by (Name of Company):_________________________________________________

Address:_____________________________________________________________________




_____________________________________________________________________

Telephone ________________Fax:___________________

Tender Prepared By (Name):_____________________

Signature: ________________________Date:____________________

Company Stamp:_______________________________________________________________

Note: In case of discrepancy between unit price and total, the unit price shall prevail.

CARIBBEAN COMMUNITY (CARICOM) SECRETARIAT

Schedule No. 5. Recommended Spare Parts

	Item
	Description
	Qty

(1)
	Unit Price Ex-Works (US$)

(2)
	Total Price

(1) x (2)

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	TOTAL (to Schedule No. 4. Grand Summary)
	

	Brand
	

	Country of Manufacture
	

	Period of validity
	


Tender Submitted by (Name of Company):_________________________________________________

Address:_____________________________________________________________________




_____________________________________________________________________

Telephone ________________Fax:___________________

Tender Prepared By (Name):_____________________

Signature: ________________________Date:____________________

Company Stamp:_______________________________________________________________

Note: In case of discrepancy between unit price and total, the unit price shall prevail.
SECTION 6
FORMS
6.1
TENDER guarantee form

Specimen tender guarantee

< To be completed on paper bearing the letterhead of the financial institution >
For the attention of <Address of the Contracting Authority> referred to below as the “Contracting Authority”

<Date>

Title of contract: < Title of contract>

Identification number: <Publication reference>

We, the undersigned, <name and address of financial institution>, hereby irrevocably declare that we will guarantee as primary obligor, and not merely as a surety on behalf of <Tenderer's name and address> the payment to the Contracting Authority of <amount of the tender guarantee>, this amount representing the guarantee referred to in article 11 of the Procurement Notice.

Payment shall be made without objection or legal proceedings of any kind, upon receipt of your first written claim (sent by registered letter with confirmation of receipt) if the Tenderer does not fulfil all obligations stated in its tender. We shall not delay the payment, nor shall we oppose it for any reason whatsoever. We shall inform you in writing as soon as payment has been made.

We note that the guarantee will be released at the latest within 60 days of the expiry of the tender validity period, including any extensions, in accordance with Article 2.11 of the Instructions to Tenderers [and in any case at the latest on (1 year after the deadline for submission of tenders)]
.

The law applicable to this guarantee shall be that of the country of the Purchaser. Any dispute arising out of or in connection with this guarantee shall be referred to the courts of Guyana.
The guarantee will enter into force and take effect from the submission deadline of the tender.

Name: …………………………… Position: …………………

Signature: ……………..

Date: 
6.2
PERFORMANCE GUARANTEE


This Guarantee is made this ............... day of ............................, 2014 between "Insert name" and ................................................................. having its registered office at ...................................... (hereinafter referred to as the Guarantor, which expression shall include its successors or assigns) of the one part and the Caribbean Community. an International Organisation having its registered office at Turkeyen, Greater Georgetown, Republic of Guyana (hereinafter referred to as the Purchaser, which expression shall include its successors and assigns) of the other part.

WHEREAS

1.
....................................... having its registered office at .................................................... (herein referred to as “the Supplier”) has undertaken, in pursuance of Contract No.: .......... dated ....................................., 2014 to supply and install "insert title" ................................................. (herein referred to as “the Contract”) to the Purchaser.

2.
The Supplier is obligated under the Contract to furnish the Purchaser with a Bank Guarantee for the sum specified therein as security for compliance with the Supplier's performance obligations in accordance with the Contract.

IN WITNESS WHERE OF

1.
The Guarantor has agreed to issue a Bank Guarantee in favour of the Purchaser for the sum of .......................................... representing two percent (10%) of the value of the Contract price.

2.
The Guarantor shall pay the Purchaser within ........21........ days of a written demand being made such sum as may be applicable to this Guarantee from time to time but not exceeding ..............................................................

3.
The Purchaser shall not be required to prove or to show grounds or reasons for the demand or the sum specified therein.

AND IT IS FURTHER AGREED THAT:

I.
This Guarantee shall come into force on the date of issue and shall remain valid until ......................................................

ii.
This Guarantee shall be irrevocable during the period of its operation unless prior discharge is given by the Purchaser.

iii.
The neglect or forbearance of the Purchaser in enforcing any of the obligations of the supplier under the Contract shall not absolve the Guarantor from his obligations herein contained 

iv.
Not withstanding anything stated above, the liabilities of the Guarantor shall be limited to a maximum amount of ........................................ and,

(a)
Unless any claim under this Guarantee is presented to the Guarantor in writing on or before ..............................., the Guarantee herein contained shall stand discharged from all liabilities.

(b)
In event of the failure of the Purchaser to return the bank Guarantee after expiry of the said period the Guarantee shall be treated as canceled in all respects.

In witness whereof the parties have hereunto set their hands and seals the day and year first 

above written in the presence of the subscribing witnesses.










......................................











The Purchaser

WITNESSES

1.
.................................

2.
................................










........................................











The Guarantor 

6.3
PRO-FORMA CONTRACT

THIS CONTRACT is made this .........................day of .......................................... 2011 between the CARIBBEAN COMMUNITY an International Organisation having its registered office at Turkeyen, Greater Georgetown, Republic of Guyana(hereinafter referred to as “The Purchaser” which expression shall include its successors and assigns) of the one part and 

…………………………………..............................................………………………………..

……………………………………………….....of...................................................................


(hereinafter referred  to as “the Supplier”, which expression shall include its successors and assigns) of the other part.

WITNESSETH AS FOLLOWS:

WHEREAS the Purchaser is desirous of obtaining ......................................... to be provided by the Supplier and has accepted the Supplier’s tender of $..........................(hereinafter referred to as “the Contract Price”) for the supply of……………………………..
AND WHEREAS the Supplier has accepted the Purchaser’s purchase order No. ..................... dated ...................... (which together with the documents mentioned in clause 2 shall be referred to as “the Contract”) for the supply of ................................................ at a the Contract Price
NOW THEREFORE, it is agreed by and between the parties as follows;
1.
In this Contract words and expressions shall have the same meanings as are respectively assigned to them in the General Conditions of Contract referred to hereunder at clause 2(d).

2.
The following documents shall be deemed to form and be read and construed as part of this Contract, viz.

(a)
the Tender Form and the Price Schedule submitted by the Tenderer;

(b)
the Schedule of Requirements;

(c)
the Technical Specifications;

(d)
the General Conditions of Contract;

(e)
the  of Contract; and

(f)
the Purchaser’s Notification of Award.

3.
In consideration of the payments to be made by the Purchaser to the Supplier as set out in the Price Schedule, the Supplier hereby covenants with the Purchaser to provide ........................... and to remedy defects therein in conformity in all respects with the provision of the Contract.

4.
The Purchaser hereby covenants to pay the Supplier in consideration of the provision of .............................. and the remedying of defects therein, the Contract Price or such other sum as may become payable under the provisions of the Contract at the times and the manner prescribed in the Contract.


IN WITNESS WHEREOF the parties hereto have caused this Agreement to be executed in accordance with their respective laws the day and year first above written.


Signed, Sealed and delivered by the said 

............................................................ 
……………………………..



(For the Purchaser) 



(For the Supplier)

……………………………………..

……………………………..



Designation




Designation


…………………………………….

………………………………



Date





Date
�	This mention has to be inserted only where the law applicable to the guarantee imposes a precise expiry date
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